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Abstract of the contribution: Migration of VCC Domain Transfer info flow text from 23.206 to 23.237. This is a resubmission of S2-082396 from SA2-64 with terminology and flow update.
Introduction

TS 23.206 contains the specification of the VCC functionality for Release 7. In Release 8 the specification of Voice Call Continuity (in other words, CS-PS session continuity) will be split between the ICS and SC TS’s (23.292 and 23.237). In order to preserve applicable existing VCC text as documented in 23.206 a series of P-CR’s 23.237 have been drafted that bring this text (with appropriate terminology changes) into Release 8.

Proposal
This P-CR takes text from 23.206, clause 6.4 and proposes to insert this, with modifications, into 23.237, clause 7.3.x.2. The text in 23.206 provides the Domain Transfer procedures and it seems appropriate to include this in the indicated 23.237 clause since clause 7.3 covers the Session Continuity information flows. 
The changes from the 23.206 text in clause 6.4 are: -

· DTF - > SCC AS
· VDN/VDI -> STI/STI DN
·  “VCC UE” -> “UE”, and some other minor terminology changes
Proposed changes

**** Start of 1st Change ****
7.3
Session Continuity Information Flows
7.3.x
Session Transfer procedures
7.3.x.2
Session Transfer information flows
7.3.x.2.1
Access Transfer (PS-CS): PS to CS access
Figure 7.3.x.2.1-1 Access Transfer (PS-CS) - PS to CS access, provides an information flow for Access Transfer of an IMS session in PS to CS direction. The flow is based on the precondition that the user is active in an IMS originating or terminating session using PS media at the time of initiation of Access Transfer to CS.

[image: image1.emf]2. INVITE (STN or IMRN)

UE

4. Access Leg 

Update

5. Source Access 

Leg Release

CS/IMS intermediate 

nodes

SCC AS I/S-CSCF

3. INVITE (STN or IMRN)

1. Setup (STN)


Figure 7.3.x.2.1-1: Access transfer (PS-CS) - PS to CS access
1. 

If the user is not attached to the CS domain at the time when the UE determines a need for Access Transfer 
to CS, the UE performs a CS Attach as specified in 3GPP TS 23.292, clause 7.2.1. It subsequently 
originates a session using CS media using the STN to establish an Access Leg via the CS access and  
request Access Transfer of the IMS session to CS access using the CS media procedures described in 
3GPP TS 23.292, clause 7.3.2 Originating Sessions using CS media.



2.

Standard procedures as specified in TS 23.292, clause 7.3.2 Originating Sessions using CS media are used 
in CS and IMS intermediate nodes which results in routing of the INVITE with the STN or an IMRN to the 
I/S-CSCF; see 3GPP TS 23.292 for IMRN.
3.

Standard procedures are used at I/S-CSCF for routing of the INVITE to the I/S-CSCF.

4.

The SCC AS completes the establishment of the Access Leg via the CS access. The SCC AS performs the 
Access Transfer by updating the Remote Leg with the connection information of the newly established 
Access Leg using the Access Leg Update procedure as specified in clause 7.3.4.

5.

The source Access Leg (which is the Access Leg previously established over PS access) is released as 
specified in clause 7.3.5.


NOTE : Steps 4 and 5 consist of a sequence of messages, some of which may occur in parallel.

7.3.x.2.2
Access transfer (PS-CS): CS to PS access
Figure 7.3.x.2.2-1 Access Transfer (PS-CS) - CS to PS access, provides an information flow for Access Transfer of an IMS session in the CS to PS direction. The flow is based on the precondition that the user is active in an IMS originating or terminating session using CS media at the time of initiation of Access Transfer to PS.
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Figure 7.3.x.2.2-1: Access transfer(PS-CS) - CS to PS access
1.
When the UE determines a need for Access Transfer, the UE initiates registration with IMS (if not already registered in IMS) as specified in clause 6.x.x. It subsequently initiates an IMS originated session toward the SCC AS using a STI to establish an Access Leg via PS access and request Access Transfer of the IMS session using CS media to PS access. Please refer to clause 6.x.x - IMS Originating Sessions for details on IMS origination procedure.

2.
Standard procedures are used at S-CSCF for routing of the INVITE to the SCC AS. 
3.
The SCC AS completes the establishment of the Access Leg via IMS. The SCC AS performs the Access Transfer by updating the Remote Leg with connection information of the newly established Access Leg (see the Access Leg Update procedure, clause 7.3.4).

4.
The source Access Leg which is the Access leg previously established over CS is subsequently released (see clause 7.3.5).

NOTE:
Steps 3 and 4 consist of a sequence of messages, some of which may occur in parallel.

7.3.x.2.3
Subsequent Access Transfers

Procedures for subsequent Access Transfers to CS and PS access are the same as pro
cedures for initial Access Transfers specified in clause 7.3.x.2.1 for PS to CS access and clause 7.3.x.2.2 for CS to PS access.
**** End of 1st Change ****
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