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Abstract of the contribution:

This contribution clarifies the handling of multiple PDP context for the combo GGSN/HA 
Multiple PDP contexts have two sub-categories:

- Multiple primary PDP contexts: they provide connections to different PDNs

- Secondary PDP contexts: they provide connections to the some PDN but with different QoS

.

Start of 1st Modified Section

B1.1
Home Mobility Service Architecture
The Home Mobility Service architecture in integrated scenario refers to the case where the Home Agent function locates within the GGSN.

The UE access the operator PS Services via the radio interface labelled Um in A/Gb mode and Uu in Iu mode for mobile access.

The UE access the operator PS Services via the radio interface labelled Ww for I-WLAN access.
PDP contexts each of them using one unique PDP address are independent to each other. The terminating access points of these different primary PDP contexts could be located in the same or in different GGSN/HA's. 

.
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Figure B-1
Co-located HA and GGSN architecture
B1.2
Home Link Discovery for the Co-located HA and GGSN 

End of 1st Modified Section

GERAN





AAA Server





HSS





Packet Data Network





HA








               GGSN





PDG





WAG





SGSN





UTRAN





WLAN AN





Gn





H3





Wm





Wp





Iu-PS





Wx





Gr





Gb





Wn





Gi





UE





Wu





Ww





Uu





Um





H1





H2








3GPP

SA WG2 TD


