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Introduction::

During the TSGC1 # 52 the contribution C1-081341 CR # 111 to TS 23.218 adding Cr interface between the Application Server and MRFC (see chapter 8) was agreed. The alignment of the CAT reference architecture in TR 23.872 with these changes in TS 23.218 is proposed.

START FIRST CHANGE

2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

[2]
3GPP TS 22.182: "Customized Alerting Tones (CAT) Requirements".

[3]
3GPP TS 23.228: “IP Multimedia Subsystem (IMS); Stage 2”.
[4]
3GPP TS 24.229: "Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3".

[5]
RFC 3959: “The Early Session Disposition Type for the Session Initiation Protocol (SIP)”. 
[6]
3GPP TS 23.218: “IP Multimedia (IM) session handling; IM call model; Stage 2”.


END FIRST CHANGE

START SECOND CHANGE
4.2
Reference architecture

Editor’s Note: This sub-clause will describe the reference model to provide CAT. 
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Figure 4.2-1: Reference Architecture 

4.2.1
Reference points
4.2.1.X
CAT Application Server – MRFC (Cr) Interface

In addition to the session control requests sent via Mr, media control related commands and resources may be passed between the Application Server and the MRF using the Cr interface as specified in TS 23.218.
END SECOND CHANGE
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