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**** START CHANGE 1 ****

5.2
Reference Architecture

IMS Service Continuity requires a Service Centralization and Continuity (SCC) AS, which is an Application Server as described in TS 23.228 [4], and a UE with SC capabilities. For the support of IMS sessions with CS media, refer to the reference architecture in TS 23.292 [5], clause 5.2; the functions of ICS and SC are specified as optional functions co-located in the SCC AS in this release.
OMA Device Management [7] is used between the SCC AS and the UE for provisioning of operator policy for Session Transfer.
**** START CHANGE 2 ****
5.3.1
SCC AS
The SCC AS provides IMS-based mechanisms for enabling service continuity of multimedia sessions.
For IMS Service Continuity, the SCC AS implements the following functionalities:
-
Session Transfer: The SCC AS uses the ISC reference point towards the S-CSCF for execution of the Session Transfer. The SCC AS performs the following for enablement and execution of Session Transfers between different Access Networks:
-
It analyzes the set of information required for Session Transfer as described in the procedure section and decides which Session Transfer scenario should be executed.

-
It executes the transfer of the IMS session between different accesses networks.

-
It implements 3rd Party Call Control (3pcc) upon session establishment.

-
It provides Session Transfer specific charging data.
-
It decides based on analysis of the various session continuity related input factors whether to update provisioned operator policy for Session Transfer.
-
It generates and updates operator Session Transfer policy by sending said policy.
**** START CHANGE 3 ****
5.3.2
IMS Service Continuity UE
For IMS Service Continuity the UE provides the following functions:
-
Stores and applies operator policy for Session Transfer.

-
Initiates Session Transfer procedure based on trigger criteria including the current operator policy, user preferences and the local environment information, providing the necessary details for conducting a session continuity operation to the SCC AS.
**** START CHANGE 4 ****
6.3.4
Operator Policy and User Preferences

Operator Policy is provisioned in the network by the operator, and should be communicated to the UE during initial provisioning or via OMA Device Management [7]. Operator policy should be communicated to the UE, via OMA Device Management, whenever the policy is updated by the operator.

Operator policy shall indicate:

-
Whether session transfer between given access networks is restricted (in a single direction or in both directions);

-
For each supported type of media or group of media types a list of preferred access networks (ordered according to operator policy) to be used by the UE with SC capabilities for session transfer, when those access networks become available and session transfer is possible;

-
Whether the UE with SC capabilities shall/should/may start transferring media components to target access networks when they become available and session transfer is possible;

-
Whether to keep or drop non transferable media components in the case of partial session transfer.

User preferences may indicate for example:

- 
preferred access

The UE shall take in account operator policy, user preferences and the local environment information available at the UE when deciding which access to use for outgoing calls or before considering initiating Session Transfer. 
NOTE:
User preferences are not transferred to the network.
**** END CHANGE  ****
