Page 1



3GPP TSG-SA WG2 Meeting #66 
( S2-084812
Montreal, Canada, 23 - 27 June 2008
	CR-Form-v9.4

	CHANGE REQUEST

	

	(
	23.292
	CR
	0014
	(
rev
	-
	(
Current version:
	8.0.0
	(

	

	For HELP on using this form look at the pop-up text over the ( symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(
	UICC apps(
	
	ME
	
	Radio Access Network
	
	Core Network
	X


	

	Title:
(
	Correction to IMS registration via CS access for MSC Server not enhanced for ICS

	
	

	Source to WG:
(
	Ericsson, Nokia Siemens Networks, Mavenir, Vodafone

	Source to TSG:
(
	S2

	
	

	Work item code:
(
	ICSRA-St2
	
	Date: (
	17/06/2008

	
	
	
	
	

	Category:
(
	F
	
	Release: (
	Rel-8

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)

	
	

	Reason for change:
(
	At SA2#62 it was confirmed that the term "MSC Server" is used in the TS 23.292 and qualified when needed as "MSC Server enhanced for ICS". However, this leads to the fact that the term “MSC Server” can refer to the “MSC Server enhanced for ICS” or to the “MSC Server not enhanced for ICS”. This creates an ambiguity in section 7.2.1.1 which needs to be resolved.
 

	
	

	Summary of change:
(
	Replace sentence ”An MSC Server will ignore the flag and continue normal CS operation.” by a note. Add “3GPP” in front of referenced specifications.

	
	

	Consequences if 
(
not approved:
	Unclear specification.

	
	

	Clauses affected:
(
	7.2.1.1

	
	

	
	Y
	N
	
	

	Other specs
(
	
	X
	 Other core specifications
(
	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(
	


Begin Change
7.2
Registration

7.2.1
IMS registration via CS access

7.2.1.1
Overview

The UE may register (attach) in the CS domain whenever in CS coverage. The existing mobility management mechanisms are used in the UE and the CS network.

After performing a successful location area update procedure to the UE, the MSC Server receives subscriber data from the HSS/HLR. This subscriber data may include an optional flag.

An MSC Server that is enhanced for ICS shall perform the following:

-
If the flag is received and is supported by the MSC Server, then the MSC Server shall analyse the value of the flag as follows:

-
If the flag is set to true, the MSC Server shall attempt the IMS registration using the I2 reference point.

-
If the flag is set to false, the MSC Server shall not attempt the IMS registration.

-
If the flag is not received or is not supported, the MSC Server may perform some pre-screening (e.g. IMSI range analysis) based on operator-policy in order to determine whether or not to attempt IMS registration for this subscriber.

NOTE 1:
Exact pre‑screening procedures are operator specific.
NOTE 2:
An MSC Server that is not enhanced for ICS will not support the flag and thus will continue normal CS operation. 
When attempting initial IMS registration on behalf of the ICS User, the MSC Server shall derive a home IMS domain name using the identity of the subscriber (e.g. IMSI). This domain name identifies the node (e.g. I-CSCF or IBCF) to which the MSC Server shall send the IMS registration. The MSC Server shall also derive IMS user identities required for the registration from this identity. The MSC Server shall derive these identities in a manner that prevents collisions with other identities automatically derived from the same subscriber identity e.g. from the IMSI by UEs with no ISIM as described in 3GPP TS 23.003 [5].

For systems with a CS domain access based on 3GPP TS 24.008[6], the subscriber identity used and its derivation is described in 3GPP TS 23.003 [5].

The MSC Server then initiates a registration on behalf of the ICS User towards the home IMS indicating support for GRUU and including an InstanceID. If a GRUU is received, the MSC Server shall store it.

NOTE 2:
IMS authorization of registrations from a MSC Server enhanced for ICS is outside the scope of this specification.

The routing of the registration messaging is performed by standard IMS routing procedures. Filter criteria shall instruct the S-CSCF to perform 3rd party registration towards the SCC AS.

If IMS registration is successful, then subsequent IMS sessions described in clause 4.4.2 shall be supported in IMS using the MSC Server procedures described in this specification.

The success or failure of the IMS registration shall not impact the CS attach status of the UE.

The MSC Server enhanced for ICS shall initiate IMS re-registration as necessary to maintain an active IMS registration during the period of time in which the UE is attached to the CS domain.

After successful initial IMS registration, the MSC Server enhanced for ICS shall subscribe to the registration event package described in 3GPP TS 23.228 [2] on behalf of the ICS User. The MSC Server shall use the default public user identity received during initial IMS registration for subscription to this package. The MSC Server enhanced for ICS shall refresh this subscription as necessary during the period of time in which its IMS registration on behalf of the ICS User is active.

The MSC Server enhanced for ICS shall initiate IMS deregistration on behalf of the ICS User upon receipt of any indication that the UE is no longer considered active at this MSC Server (e.g. Location Cancellation procedure, Purge MS procedure, etc.). Per operator policy, the MSC Server enhanced for ICS shall also initiate IMS re-registrations to obtain additional temporary-GRUUs as need.

Upon receipt of a network-initiated deregistration from the IMS, the MSC Server enhanced for ICS shall remove all registration details relating to the public user identities contained in the deregistration. Network-initiated deregistration from IMS shall not impact the UE’s CS registration status.
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