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Abstract of the contribution: Discussion on the need for an annex in 23.228 that describes EPS specific aspects of IP-CAN access
Introduction

The aim of this discussion paper is to get feedback from the group regarding what needs to be done in order to describe IP-CAN-specific aspects when using EPS to access IMS.
Annex E already exists within 23.228, containing clauses for Mobility- and QoS-related concepts, amongst others: -

E.0
General
189
E.1
Mobility related concepts
189
E.1.0
General
189
E.1.1
Procedures for P‑CSCF discovery
189
E.1.1.0
General
189
E.1.1.1
GPRS procedure for P‑CSCF discovery
190
E.2
QoS related concepts
190
E.2.1
Application Level Signalling for IMS
190
E.2.1.0
General
190
E.2.1.1
QoS Requirements for Application Level Signalling
190
E.2.1.2
Requirements for IM CN subsystem signalling flag
190
E.2.1.3
Application Level Signalling support for IMS services
191
E.2.1a
PDP context procedures for IMS
191
E.2.1a.1
Establishing PDP Context for IM CN Subsystem Related Signalling
191
E.2.1a.2
Deletion of PDP Context used to transport IMS SIP signalling
192
E.2.2
The QoS requirements for an IM CN subsystem session
192
E.2.2.0
General
192
E.2.2.1
Relation of IMS media components and PDP contexts carrying IMS media
193
E.2.3
Interaction between GPRS QoS and session signaling
193
E.2.3.0
General
193
E.2.3.1
Resource Reservation with Policy and Charging Control
193
E.2.4
Network initiated session release - P‑CSCF initiated
194
E.2.4.0
General
194
E.2.4.1
Network initiated session release - P‑CSCF initiated after loss of radio coverage
194
E.3
Address and identity management concepts
195
E.3.1
Deriving IMS identifiers from the USIM
195
E.4
Void
196
E.5
IP version interworking in IMS
196
E.6
Usage of NAT in GPRS
Some of the text could be adapted by merely replacing the GPRS entities and procedures with their EPS equivalents, but it would seem that this will not be sufficient in all cases eg for QoS related concepts, and so it doesn’t seem possible to just insert the EPS entity and procedure names into Annex E. It appears, therefore, that a similar Annex will be required for EPS.

Proposal
We invite feedback on the proposal to add a new annex for EPS in 23.228. This would appear to be part of specification alignment between 23.401/23.402 and other specifications that SA2 owns and so we propose that it should be part of Release 8. We will bring contributions to the next meeting if the feedback is positive.
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