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	A related description of IP address configuration procedure is in S2-084495.


A.4.3
Functional Description

A.4.3.1
Overall description

A.4.3.1.1
Credit management

For EPS the credit re-authorisation triggers in table A.4.3-1 shall apply in addition to the ones in table 6.1.

Table A.4.3-1: EPS specific credit re-authorization triggers

	Credit re-authorization trigger
	Description

	SGSN change
	The UE has moved to a new SGSN. (Note 2)

	Serving GW change
	The UE has moved to a new Serving GW. (Note 1)

	RAT type change.
	The characteristics of the air interface, communicated as the radio access type, has changed.

	Location change (routeing area)
	The routeing area of the UE has changed. (Note 2)

	Location change (tracking area)
	The tracking area of the UE has changed. (Note 1)

	Location change (ECGI)
	The ECGI of the UE has changed.(Note 1)

	Location change (CGI/SAI)
	The CGI/SAI of the UE has changed.(Note 2)

	NOTE 1:
These triggers are used for E‑UTRAN access.

NOTE 2:
These triggers are used for GERAN/UTRAN accesses.


If the Location change trigger for GERAN/UTRAN or E‑UTRAN is armed, the PDN GW should request the Serving GW (then SGSN or MME specifically) to report any changes in location to the level indicated by the trigger according to the procedures described in TS 23.060 [12] or TS 23.401 [17].

A.4.3.1.2
Event Triggers

For EPS the event triggers in table A.4.3-2 shall apply in addition to the ones in table 6.2.

Table A.4.3-2: EPS specific event triggers

	Event trigger
	Description

	SGSN change
	The UE has moved to a new SGSN. (Note 2)

	Serving GW change
	The UE has moved to a new Serving GW. (Note 1)

	RAT type change.
	The characteristics of the air interface, communicated as the radio access type, has changed.

	Location change (routeing area)
	The routeing area of the UE has changed.

	Location change (tracking area)
	The tracking area of the UE has changed. (Note 1)

	Location change (ECGI)
	The ECGI of the UE has changed.(Note 1)

	Location change (CGI/SAI)
	The CGI/SAI of the UE has changed.(Note 2)

	IP address configuration change
	The IP address(es) of the IP-CAN session has changed

	NOTE 1:
These triggers are used for E‑UTRAN access.

NOTE 2:
These triggers are used for GERAN/UTRAN accesses.


If the Location change trigger is armed, the PDN GW should request the Serving GW (then SGSN or MME specifically) to report any changes in location to the level indicated by the trigger according to the procedures described in TS 23.060 [12] or TS 23.401 [17].

The IP address configuration change event trigger shall trigger the PCRF update IP address(es) of the associated IP-CAN session.
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