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Abstract of the contribution:

1. Adds EPS update to section 5.1.2
2. Adds 23.167 CR to be introduced in release 9
***************************1st Change******************************

5.1.2
Release 9 Functionality

1) IP Multimedia Subsystem (IMS) emergency sessions; TS 23.167 [4]: 

· 
The E-UTRAN specification TS 23.401 [14] needs to be added to the references section and referenced throughout the document where appropriate where other IP-CAN specifications are referenced. Annex E “Emergency support in IP-CANs” should have EPS added.
· 
Annex E “Emergency support in different IP-CANs” needs to have GPRS updated.
Editor’s note: the term “IP-CAN” is FFS for 23.203.
*******************************2nd Change******************************
**************************Start of Change 23.167v8.1.0_S2-087624**************************
Annex E (Informative):

Emergency support in different IP-CANs
Support for emergency services in the IP Multimedia Core Network can be provided by certain IP-CANs according to table E.1, which shows the level of possible emergency support in this version of the specification. The UE may be able to use also other IP-CANs that are not included in table E.1 to access emergency services in the IP Multimedia Core Network, but the support of such access technologies is out of scope of this specification.

Table E.1: Support for IMS Emergency Services by Different IP-CANs

	IP-CAN
	Normal Access
	Emergency support
	Insufficient Security Credentials

	GPRS (note 1)
	X
	
	

	I-WLAN
	X
	X
	X

	Fixed Broadband
	X
	X
	X

	cdma2000 HRPD
	X
	X
	X

	EPS
	X
	X
	X


NOTE 1:
As a PLMN operator option and not as a defined capability in this version of the specification, IMS emergency services using GPRS access could be supported only for an UE that has successfully completed the GPRS Attach/Routeing Area Update procedures with a valid UICC and sufficient security credentials. Specific emergency service procedures for subscribers using a GPRS IP-CAN are not standardised in this release.

The term "normal access" in table E.1 means that the IP-CAN is not made aware of the UE intent to establish an emergency services session and therefore provides no special emergency support e.g. call priority.

The term "emergency support" in the table means that the IP-CAN is made aware of the UE intent to establish an emergency services session, or at least of the priority nature of the access, so that the access network is able to handle the emergency call with appropriate priority. 

The term "insufficient security credentials" in the table means that the IP CAN is able to allow a UE with no UICC card or a UICC card with insufficient credentials to obtain IP bearer access for emergency services in the IP Multimedia Core Network.

**************************End of Change 23.167v8.1.0_S2-087624**************************
*******************************End Change******************************

