Page 1



3GPP TSG SA WG2 Meeting #69 
(
 S2-087648

Miami, USA, 17 - 21 November 2008

	CR-Form-v9.4

	CHANGE REQUEST

	

	(

	23.402
	CR
	0506
	(

rev
	1
	(

Current version:
	8.3.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	X


	

	Title:
(

	Clean-up of UE-initiated Resource Request and Release on S2a

	
	

	Source to WG:
(

	Panasonic

	Source to TSG:
(

	SA2

	
	

	Work item code:
(

	SAES
	
	Date: (

	10/11/2008

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-8

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)

	
	

	Reason for change:
(

	The procedure for UE-initiated Resource Request and Release on S2a describes PCC interactions between PCRF and S-GW. However, it is the trusted non-3GPP IP access interacting with the PCRF.

	
	

	Summary of change:
(

	It is clarified that the Trusted non-3GPP IP access interacts with the PCRF.

	
	

	Consequences if 
(

not approved:
	Incorrect specification.

	
	

	Clauses affected:
(

	6.7.1

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


------ Start of Changes ------

6.7.1
UE-initiated Resource Request and Release on S2a

This procedure is applicable to both PMIPv6 on S2a and DSMIPv6 on S2c.

This section is related to the case when UE-initiated resource request and release is supported in the Trusted Non-3GPP IP Access, and it is utilized for the S2a/S2c SDFs.

Figure 6.7.1-1 depicts the procedure for the roaming and non-roaming cases.
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Figure 6.7.1-1: UE-initiated resource request/release with S2a or S2c

The optional interaction steps between the gateways and the PCRF in the procedures only occur if dynamic policy provisioning is deployed. Otherwise policy may be statically configured with the gateway.

Both the roaming (Figure 4.2.3-1) and non-roaming (Figure 4.2.2-1) scenarios are depicted in the figure. In the roaming case, the vPCRF acts as an intermediary, sending the QoS Policy Rules Provision from the hPCRF in the HPLMN to the trusted non-3GPP IP access.. The vPCRF receives the Acknowledgment from the trusted non-3GPP IP access  and forwards it to the hPCRF. In the non-roaming case, the vPCRF is not involved at all.

1.
The trusted non-3GPP access receives an IP-CAN specific resource allocation or resource release request initiated by the UE.

2.
The trusted non-3GPP IP access initiates the Gateway Control and QoS Policy Rules Request Procedure as specified in TS 23.203 [19]. The trusted non-3GPP IP access  provides the UE request or release of resources as an Event Report. The PCRF makes a PCC decision as a result of the Gateway Control and QoS policy request and provides the updated QoS Rules to the trusted non-3GPP IP access.

3.
An IP-CAN specific resource allocation or resource release procedure may be triggered by the enforcement of the received policy rules. In this step, a response for the resource request/release is sent to the UE.

4.
The trusted non-3GPP IP access indicates to the PCRF whether the requested QoS Policy Rules Provision could be enforced or not and thus completing the GW Control and QoS Rules Provision procedure.

5.
The PCRF initiates the Policy and Charging Rules Provision Procedure as specified in TS 23.203 [19] to update the PCC rules in the PDN GW. The updated PCC Rules and Event Triggers include any adjustments to resources due to the decision taken in step 2.

NOTE:
Step 5 may be performed in parallel with Steps 2‑4 if acknowledgement of resource allocation is not required at the PCRF to update PCC rules in PCEF. For details please refer to TS 23.203 [19].

Step 2 may be omitted if the Trusted non-3GPP IP access has already received authorisation for the UE's request from the PCRF, eg. QoS rules downloaded at handover.

------ End of Changes ------
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