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Abstract of the contribution:

This paper provides a call flow for performing mid call services on controlee UE.
                                                  <Begin Change >                                                                                
6.3
Inter-UE Transfer
6.3.x.3
Mid call services involving controlee UE
UE-1 has a multimedia session with a Remote user and is the controller UE. UE-1 is the controller UE. UE-2 has a media flow that is participating in the collaborative session. The remote user puts the media flow on HOLD that is being terminated on the controlee UE at the local end. 
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Figure 6.3.x-3: Flow for mid call service involving controlee UE 
1-2.
Remote UE decides to put media flow 2 on HOLD. It sends an Update request to SCC AS. SCC AS sends the request to UE-1.
3-4

UE-1 correlates the media flow to UE-2. It sends an Update Request to UE-2. The request carries SDP offer indicating the SDP information of the flow to be put on HOLD.

3

UE -2 authorizes the request from the pre-configured IUT UE set that lists the set UEs controlled by the end user.and stops the media flow.

4-5.
UE-2 sends back acknowledgement ,OK, to UE-1. 

6.

UE-1 sends an OK for the Update request to SCC AS that carries SDP offer with SDP information of the media flow that was modified on UE-2.

7.
The SCC AS sends OK to the Remote UE.
                                                           <end change>                                                                          
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