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Abstract of the contribution: The reference architecture in 23.883 Clause 6.2.1 currently documents the baseline architecture (from Release 8) for (possible) further enhancements in Release 9. However, it shows the reference point between the MSC-Server and the TAS being “Ut”. Reference points only run between two entities, so strictly speaking, we should not call this Ut. Propose to rename this to I3 in line with proposed modification to 23.292 in tdoc S2-091169  CR0093.
Proposal:
Make the following updates to TR 23.883:

**** BEGIN CHANGE 1****

2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

[2]
3GPP TR 23.892: "IP Multimedia Subystem (IMS) centralized services".

[3]
3GPP TS 24.173: "IMS Multimedia telephony service and supplementary services; Stage 3".

[4]
3GPP TS 33.222: "Generic Authentication Architecture (GAA)".

[5]
3GPP TS 23.292: "IP Multimedia System (IMS) centralized services; Stage 2”.

[6]
3GPP TS 24.008: "Mobile radio interface Layer 3 specification; Core network protocols; Stage 3".

[7]
3GPP TS 23.002: "Network architecture".

[x]
3GPP TS 24.010: " Mobile radio interface layer 3 Supplementary services specification; General aspects".
**** END CHANGE 1****

**** BEGIN CHANGE 2 ****

6.2.1
Reference architecture figure
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Figure 6.2.1-1: Reference architecture
**** END CHANGE 2****
**** BEGIN CHANGE 3 ****

6.2.2
Reference points

6.2.2.1
Overview

The reference points shown above are all existing reference points, and already defined by 3GPP. For information, I1, I2 and I3 are briefly described below.
6.2.2.2
UE – SCC AS (I1)
The I1 reference point is used between the UE and the SCC AS for service control signalling over CS access. It is defined in 3GPP TS 23.292 [5].
6.2.2.3
MSC Server – CSCF (I2)

The I2 reference point shall be used to route service control signalling between the MSC Server enhanced for ICS and the home IMS. It is defined in 3GPP TS 23.292 [5].
6.2.2.4
MSC Server – TAS (I3)

The I3 reference point shall be used between the MSC Server enhanced for ICS and the TAS to interwork CS signalling (e.g. as described in TS 24.010 [x] for systems based on TS 24.008 [6]) and communication service setting procedures (as defined in TS 24.173 [3]).
**** END CHANGE 3****
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