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1. Overall Description:

CT4 thanks SA5 for their LS (C4-090375) regarding the usage of “Charging ID” on PMIP interface. CT4 has discussed the LS and the attached CR related to solving this issue.

CT4 understands that when no specific behaviour is indicated by TS23.402, then the same principle in TS23.401 applies.

The Charging ID is generated in PGW and sent to SGW in S5/S8 GTP for correlation of charging records which are generated in the PGW and the SGW.  In case of the PMIP interface, the same behaviour is expected so that the Charging ID is generated by the PGW as per PDN connectivity. The Charging ID should be sent by the PGW to the SGW via PMIP signalling at PDN activation procedure. 

Since the PCC is optional in SAE architecture, carrying the Charging ID over PMIP protocol has to be mandatory for it to be valid in all possible scenarios including roaming. 

Thus, CT4 discussed the proposal that a new 3GPP Mobile IPv6 Option is defined which will forward the “Charging ID” from PGW to SGW via PMIP signalling as documented in the attached CT4 CR (C4-090563). CT4 has however not concluded whether or not the charging ID presence in PBA is mandatory or conditional on each of the PMIP based interfaces S5, S8, S2a, and S2b.

Based on 3GPP TS 32.251 (v8.4.0), the CDR event may be triggered when the UE timezone changed, thus CT4 has also discussed adding the UE Time Zone into PBU messages as well, as documented in C4-090568, but CT4 couldn’t conclude whether or not the Time Zone presence in PBU is mandatory or conditional on each of the PMIP based interfaces S5, S8, S2a, and S2b.
CT4 kindly asks SA2 and SA5 to evaluate addition of these two parameters to PMIP messages and their presence requirements, and to clarify the use of “Charging ID” and “Time Zone” in their corresponding specifications.
2. Actions:

To SA2/SA5

ACTION: 
CT4 kindly asks SA2 and SA5 to evaluate addition of these two parameters to PMIP messages and their presence requirements, and to clarify the use of “Charging ID” and “Time Zone” in their corresponding specifications.
CT4 kindly ask SA2 and SA5 to reply to this LS by Wednesday next week (2009-02-18) as the CT4 decision is pending on the SA2/SA5 response.
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