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5.10.2
GPRS procedures that update the PDN GW

Several procedures employing GTP-based S5/S8 includes an "Update Bearer" exchange, initiated by the Serving GW, responded to by the PDN GW. The equivalent interaction for a PMIP-based S5/S8 is shown in figure 5.7.2-1.

The following procedures in TS 23.060 [21] will make use of the procedure shown in this specification, clause 5.7.2 to signal RAT change as determined by the SGSN. Aside from the new RAT type or AMBR, as specified below, no additional parameter must be sent as an event report by the Serving GW to the PDN GW by means of PCC signalling (as described in TS 23.203 [19]).

The procedure in clause 5.7.2 refers directly to procedures in TS 23.401 [4], while the procedures described here in support of S4 refer to clauses in TS 23.060 [21]. The following clarifications to the procedure in clause 5.7.2 must be considered to interpret clause 5.7.2:

-
6.9.2.1a
Routeing Area Update Procedure using S4


Steps A.1 and A.2 of the procedure in clause 5.7.2 occur instead fo the steps shown in the box (B1) in TS 23.060 [21], clause 6.9.2.1a, figure 36b. The AMBR parameter is transmitted from the S-GW to the P-GW by means of PCC signalling.
-
6.9.2.2a:
Inter SGSN Routeing Area Update and Combined Inter SGSN RA / LA Update using S4


Steps A.1 and A.2 of the procedure in clause 5.7.2 occur instead fo the steps shown in the box (B1) in TS 23.060 [21], clause 6.9.2.2a, figure 33b. The AMBR parameter is transmitted from the S-GW to the P-GW by means of PCC signalling.
-
6.13.1.1.2:
Iu mode to A/Gb mode Intra-SGSN Change using S4


Steps A.1 and A.2 of the procedure in clause 5.7.2 occur instead of the steps shown in the box (A1) in TS 23.060 [21], clause 6.13.1.1.2, figure 52-2. The RAT Type parameter is transmitted from the S-GW to the P-GW by means of PCC signalling.
-
6.13.1.2.2:
A/Gb mode to Iu mode Intra-SGSN Change using S4


Steps A.1 and A.2 of the procedure in clause 5.7.2 occur instead of the steps shown in the box (A1) in TS 23.060 [21], clause 6.13.1.2.2, figure 53-2. The RAT Type parameter is transmitted from the S-GW to the P-GW by means of PCC signalling.
-
6.13.2.1.2:
Iu mode to A/Gb mode Inter-SGSN Change using S4


Steps A.1 and A.2 of the procedure in clause 5.7.2 occur instead of the steps shown in the box (B1) in TS 23.060 [21], clause 6.13.2.1.2, figure 54-3. The RAT Type parameter is transmitted from the S-GW to the P-GW by means of PCC signalling.
-
6.13.2.2.2:
A/Gb mode to Iu mode Inter-SGSN Change using S4


Steps A.1 and A.2 of the procedure in clause 5.7.2 occur instead of the steps shown in the box (B1) in TS 23.060 [21], clause 6.13.2.2.2, figure 55-3. The RAT Type parameter is transmitted from the S-GW to the P-GW by means of PCC signalling.
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