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Abstract of the contribution: This paper proposes IUT procedures for Adding/Removing Media to/from different UEs.

Proposal 

It is proposed to add text of procedures and call flows for adding/removing media to/from different UEs in subclause 4.5.1.4, TR23.838.
Start of the new text

4.5.1.4
Procedures and call flows for adding/removing media to/from different UEs

4.5.1.4.1
Adding media to different UE
Standard mechanisms are used to establish a session for the source UE using Local Media.
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Figure 4.5.1.4.1-1: Before the media is added
After the session is established, the source UE performs Inter UE transfer to add media 2 to the target UE. Upon successful completion of the Inter UE transfer, the Collaborative Session control signaling remains at the source UE which takes the role of the Controller UE, while the media is added to the target UE. The target UE takes the role of the Controllee UE.
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Figure 4.5.1.4.1-2: After the media is added
The Controller UE controls the services control signaling, and the Controllee UE only controls setup and tear down of the media in itself after the transfer.
4.5.1.4.2
Removing media from different UE 
Standard mechanisms are used to establish a session for the source UE using Local Media.


[image: image3.emf]Remote End

Standard IMS Session

Remote Leg

IMS

Controller

UE

Media1


Figure 4.5.1.4.2-1: Before the media is added
After the session is established, the source UE performs Inter UE transfer to add media 2 to the target UE. Upon successful completion of the Inter UE transfer, the Collaborative Session control signalling remains at the source UE which takes the role of the Controller UE, while the media is added to the target UE. The target UE takes the role of the Controllee UE.


[image: image4.emf]IMS

Controller

UE

Remote End

Remote Leg Update

Media Control Signalling

Media1

Controllee

UE

Service Control Signalling

Media2


Figure 4.5.1.4.2-2: After the media is added
Subsequently, the Controller UE performs Inter UE transfer to remove the media2 from the Controllee UE. Upon successful completion of the Inter UE transfer, the media2 on the Controllee UE is removed. Since all media components are removed from the Controllee UE, the media control signaling of the Controllee is released.
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Figure 4.5.1.4.2-3: After the media is removed

End of the new text
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