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Abstract of the contribution: This document presents two scenarios of H(e)NB deployment. The difference of the two scenarios lies that whether the backhaul network is owned by the same operator as the one deploying H(e)NBs.

1. Introduction

In view of variant network infrastructure situations, the scenarios of deploying H(e)NBs may be different among operators, e.g., the backhaul network may belong to another operator. Such differences may lead the operator to prefer different solutions for local IP access to the Internet. 
2. Proposal

The following changes are proposed to 6.3.10.1 of TR 23.830.

* * * First Change * * * *
5.1.8
Local IP Access to Internet Requirements
The following requirements are from TS 22.220:

· It shall be possible to be done without traversing the operator network.

· Simultaneous access from a UE to both the operator’s core network and Local IP Access to the Internet shall be supported. 

· The operator or the H(e)NB Owner, within the limits set by the operator, shall be able to enable/disable Local IP Access to the Internet per H(e)NB. 

· It shall be possible to collect and make available to the operator statistics information (e.g. regular reporting of Local IP traffic volume) for each user on the use of the Local IP Access to the Internet.

· Local IP access to the internet shall not compromise the security of the operator networks.
NOTE:
When a UE is using the Local IP Access to the Internet, it is assumed that the H(e) NB does not provide any support to  LI.

In addition, the following requirements shall be fulfilled:
-
Local IP access to the Internet shall support the following two scenarios:

-
Scenario 1: H(e)NB and backhaul are provided by the same operator.

-
Scenario 2: H(e)NB and backhaul are provided by different operators.
* * * End of Change * * * *













































































































































3GPP

SA WG2 TD


