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After the UE moves to GERAN/UTRAN access, the periodic TA timer is still runing. After this periodic TA timer expires and the UE have not notified the MSC (e.g. via LA update or combined LA/RA update), the UE shall perform LA update to notify the MSC. Otherwise the UE will be implicitly detached by the MME and the MME will notify the MSC to implicitly detach the UE.
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	When the UE moves from E-UTRAN access to GERAN/UTRAN access and the LA/RA has been registered, if the target network is operating in NMO II/III, the UE shall perform LA update and RA update immediately. If the target network is operating in NMO I, the UE doesn’t perform combined RA/LA update until the LA/RA changes or the E-UTRAN periodic TA update timer expires.
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/************** First Change****************/
5.4.2
Periodic TA and LA Update Procedure

When the UE is camped on E-UTRAN, periodic LA updates shall not be performed, but periodic TA updates shall be performed. In this case, an SGs association is established and the MSC/VLR shall disable implicit detach for EPS-attached UEs and instead rely on the MME to receive periodic TA updates. If periodic TA updates are not received in the MME then the MME may implicitly detach the UE as specified in TS 23.401 [2]. This MME implicit detach does not affect any SGSN attach status. At an implicit detach, the MME also releases the SGs association with the MSC/VLR. The MSC continues to maintain the registered LA for the UE. The MSC changes to supervise LA updates and pages in the still registered LA when mobile terminated services arrive.
When the UE moves from E-UTRAN access to GERAN/UTRAN access and the LA/RA has been registered, if the target network is operating in NMO II/III, the UE shall perform LA update and RA update immediately. If the target network is operating in NMO I, the UE doesnot perform combined RA/LA update until the LA/RA changes or the E-UTRAN periodic TA update timer expires.
When the UE camps on GERAN/UTRAN it may perform combined RA/LA updates. The combined RA/LA update procedures and the conditions for their usage are described in TS 23.060 [3]. A CSFB capable UE initiates any TA update procedure as a combined TA/LA update.
/************** First Change****************/
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