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PCC/QoS (6.2), 23.402 (6.5), 

1XRTT CSFB (7.5)
MBMS in EPS (7.3), 

Other Rel-8 Corrections (6.6)
Summary

PCC/QoS

The TEI9 on Usage Monitoring was introduced in SA2 #73. As a result of the changes introduced to 23.203 usage monitoring information is stored in the SPR. This storage allows usage information for different IP CAN sessions to be collected, when usage occurs, as desired. It was identified during discussion that the relationship between the PCRF and the SPR remains incomplete. Specifically, two questions remain open:

· Usage monitoring granularity exists at the IP CAN session or at the SDF level. There is no specific mechanism to allow collection of 'UE' aggregate monitoring information.
· QUESTION: Is there a requirement for this? If so, what enhancements to PCC are required to support it?

· If usage monitoring information is collected in the SPR associated with a PCRF, it is not clear whether this information is available to other PCRF nodes. Specifically, the state model associating SPR entities with PCRF entities has not been determined. Thus, there is no straightforward way to handle the following scenario:
· Usage monitoring applies to a UE, associated with an IP CAN session.
· The UE generates some quantity of traffic. This usage is monitored.
· The UE's IP CAN session is terminated, and the usage monitoring information is stored in the SPR.
· A new IP CAN session is established on behalf of the UE, to a different PCRF than the first IP CAN session.
· The UE generates more traffic. This usage is monitored.
· There is no clear way for the traffic data for the first IP CAN session to 'count towards' an aggregate amount on the second IP CAN session.

· The intent of Usage Monitoring is to capture aggregate usage. This may not be supported given the current architecture.

· QUESTION: Does this need to be specified? Can the availability of data stored in the SPR function to PCRF nodes be left to implementation? 

It is expected that these topics will be discussed in future meetings.
eMBMS

· It is agreed that Maximum Bit Rate (MBR) is not applicable to Non-GBR MBMS bearer services in the drafting session. However, it is suggested to inform RAN2 of our decision, the LS to RAN2 in S2-094677 is also agreed in the drafting session.
· The impact on the EPC of “no header compression in LTE” is discussed in the drafting session, related CR is in S2-094404 revised to S2-094673 and still open. It is proposed to send an LS in S2-094676 to RAN2 with the CR attached if finally approved to ask for the guidance of this topic.
Other Rel-8 Cleanup
· ETWS: It is indicated that other WGs (RAN2, CT1, etc) are working on PWS, of which the Rel-8 ETWS cannot satisfy the requirement. However, there is no discussion in SA2 now, it is encouraged that interested companies analyze the potential impacts on the Stage 2, and bring the proposals to SA2 in the future meeting if necessary.

· CSFB: One paper S2-094578 on “improving user experience with CS fallback” is discussed in the drafting session. Also two potential solutions are provided in the paper. Most operators in the drafting session show the interest to have such optimization. The discussion paper is noted in the drafting session, but there is no any conclusion on: 1.whether this work is needed in Rel-9; 2. if it is needed, which solution would be considered; it is suggested that SA2 should provide the guidance on this issue for the future work.
1x RTT CSFB
· The proposal S2-094762 on how to provide the information of round trip delay (RTD) in the handover procedure from eUTRAN to HRPD is discussed in the drafting session. It is concluded that RAN should take the lead on specifying how eNB acquires this RTD first and then SA2 can update their specification accordingly.
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	Ag.
	Tdoc #
	Type
	Title
	Source
	Spec
	CR #
	Rel
	Conclusion

	6.2
	-
	------
	QoS and PCC aspects
	------
	-
	-
	-
	-

	6.2
	S2-094561
	LS In
	LS from CT WG1: Response LS on QCI concept interpretation
	CT WG1 (C1-093157)
	-
	-
	Rel-8
	 Noted

	
	S2-094702
	LS Out
	[DRAFT] Reply LS on QCI concept interpretation


	Gerardo
	
	
	
	revised to S2-094772

	
	S2-094772
	
	Revision of S2-094702
	
	
	
	
	agreed

	6.2
	S2-094295
	CR
	23.203 CR0341: Final usage report for usage monitoring control
	Ericsson, ST-Ericsson
	23.203
	0341
	Rel-9
	 revised to S2-094703

	
	S2-094703
	
	Revision of S2-094295
	
	
	
	
	revised to S2-094768

	
	S2-094768
	
	Revision of S2-094703
	
	
	
	
	Open

	6.2
	S2-094360
	CR
	Clarification on usage monitoring function
	Qualcomm Europe, Huawei
	23.203
	0350
	Rel-9
	noted, merged into S2-094703

	6.2
	S2-094296
	CR
	23.203 CR0342: Clarification that BCM is sent over Gxx only for non-3GPP access.
	Ericsson, ST-Ericsson
	23.203
	0342
	Rel-8
	 revised to 4704

	
	S2-094704
	
	Revision of S2-094296
	
	
	
	
	revised to S2-094773

	
	S2-094773
	
	Revision of S2-094704
	
	
	
	
	agreed

	6.2
	S2-094297
	CR
	23.203 CR0343: Clarification that BCM is sent over Gxx only for non-3GPP access.
	Ericsson, ST-Ericsson
	23.203
	0343
	Rel-9
	 revised to 4705

	
	S2-094705
	
	Revision of S2-094297
	
	
	
	
	agreed

	6.2
	S2-094298
	CR
	23.203 CR0344: Clarification for usage monitoring control on IP-CAN session level
	Ericsson, ST-Ericsson
	23.203
	0344
	Rel-9
	 revised to S2-094706

	
	S2-094706
	
	Revision of S2-094298
	
	
	
	
	revised to S2-094774

	
	S2-094774
	
	Revision of S2-094706
	
	
	
	
	Open

	6.2
	S2-094368
	CR
	23.203 CR0351: UE IP address provision during the BBERF relocation in the PCC
	Huawei
	23.203
	0351
	Rel-8
	 noted

	6.2
	S2-094369
	CR
	23.203 CR0352: UE IP address provision during the BBERF relocation in the PCC
	Huawei
	23.203
	0352
	Rel-9
	 noted

	6.2
	S2-094370
	CR
	23.203 CR0353: Clarification to the SDF ID
	Huawei, Camiant
	23.203
	0353
	Rel-8
	 Revised to: 4707

	
	S2-094707
	
	Revision of S2-094370
	
	
	
	
	Open

	6.2
	S2-094371
	CR
	23.203 CR0354: Clarification to the SDF ID
	Huawei, Camiant
	23.203
	0354
	Rel-9
	 revised to S2-094708

	
	S2-094708
	
	Revision of S2-094371
	
	
	
	
	Open

	6.2
	S2-094463
	CR
	23.203 CR0362: APN-AMBR enforcement in PCEF
	ZTE
	23.203
	0362
	Rel-8
	 noted

	6.2
	S2-094464
	CR
	23.203 CR0363: APN-AMBR enforcement in PCEF
	ZTE
	23.203
	0363
	Rel-9
	 noted

	6.2
	S2-094579
	CR
	23.203 CR0364: PCC rule creation for UE provided traffic mapping information
	Nokia Siemens Networks
	23.203
	0364
	Rel-8
	 Revised to S2-094709

	
	S2-094709
	
	Revision of S2-094579
	
	
	
	
	Open

	6.2
	S2-094580
	CR
	23.203 CR0365: PCC rule creation for UE provided traffic mapping information
	Nokia Siemens Networks
	23.203
	0365
	Rel-9
	 Revised to S2-094710

	
	S2-094710
	
	Revision of S2-094580
	
	
	
	
	Open

	6.2
	S2-094581
	CR
	23.401 CR1177: Mapping of APN-AMBR to MBR by UE
	Nokia Siemens Networks
	23.401
	1177
	Rel-8
	 Revised to S2-094711

	
	S2-094711
	
	Revision of S2-094581
	
	
	
	
	Open

	6.2
	S2-094582
	CR
	23.401 CR1178: Mapping of APN-AMBR to MBR by UE
	Nokia Siemens Networks
	23.401
	1178
	Rel-9
	 Revised to S2-094712

	
	S2-094712
	
	Revision of S2-094582
	
	
	
	
	Open

	6.2
	S2-094592
	DISCUSSION
	Fix misalignment of QCI mapping for pre-Rel-8 QoS
	NEC
	-
	-
	-
	noted

	6.2
	S2-094593
	CR
	23.401 CR1185: Fix misalignment of QCI mapping for pre-Rel-8 QoS
	NEC
	23.401
	1185
	Rel-8
	 Revised to S2-094713

	
	S2-094713
	
	Revision of S2-094593
	
	
	
	
	Open

	6.2
	S2-094594
	CR
	23.401 CR1186: Fix misalignment of QCI mapping for pre-Rel-8 QoS
	NEC
	23.401
	1186
	Rel-9
	 Revised to S2-094714

	
	S2-094714
	
	Revision of S2-094594
	
	
	
	
	Open

	6.2
	S2-094595
	CR
	23.203 CR0366: Fix misalignment of QCI mapping for pre-Rel-8 QoS
	NEC
	23.203
	0366
	Rel-8
	 Revised to S2-094715

	
	S2-094515
	
	Revision of S2-094595
	
	
	
	
	Open

	6.2
	S2-094596
	CR
	23.203 CR0367: Fix misalignment of QCI mapping for pre-Rel-8 QoS
	NEC
	23.203
	0367
	Rel-9
	 Revised to S2-094716

	
	S2-094716
	
	Revision of S2-094596
	
	
	
	
	Open

	6.2
	S2-094341
	CR
	Usage report during usage threshold change
	ZTE
	23.203
	0346
	Rel-9
	noted, 
merged into S2-094703

endorsed - separating the request by PCRF for information from the change of threshold by the PCRF

	6.2
	S2-094342
	CR
	Add the description of the PCEF to support usage monitoring control
	ZTE
	23.203
	0347
	Rel-9
	Revised to S2-094769

	
	S2-094769
	
	Revision of S2-094342
	
	
	
	
	agreed

	6.2
	S2-094343
	CR
	Add the description of the SPR to support usage monitoring control
	ZTE
	23.203
	0348
	Rel-9
	Revised to S2-094770

	
	S2-094770
	
	Revision of S2-094770
	
	
	
	
	agreed

	6.2
	S2-094344
	CR
	Modify for the SPR storing usage information in the IP-CAN session termination procedure
	ZTE
	23.203
	0349
	Rel-9
	Revised to S2-094771

	
	S2-094771
	
	Revision of S2-094771
	
	
	
	
	agreed

	6.2
	S2-094621
	CR
	23.203 CR0368: Addition of Input from PCEF/BBERF for PCC decision
	ZTE
	23.203
	0368
	Rel-8
	LATE DOC: Rx 30/06, 16:55

	6.2
	S2-094622
	CR
	23.203 CR0369: Addition of Input from PCEF/BBERF for PCC decision
	ZTE
	23.203
	0369
	Rel-9
	LATE DOC: Rx 30/06, 16:55

	6.5
	-
	------
	General clean-up of 23.402 
	------
	-
	-
	-
	

	6.5
	S2-094565
	LS In
	LS from CT WG4: LS on new Study Item on Interworking Proxy between GTP based and PMIP based interfaces
	CT WG4 (C4-091920)
	-
	-
	-
	Noted

	
	S2-094720
	LS Out
	Reply to LS from CT WG4
	Delphin
	
	
	
	Open

	6.5
	S2-094568
	LS In
	LS from CT WG4: LS on GRE key reservation for optimized HO
	CT WG4 (C4-092123)
	-
	-
	Rel-8
	Noted

	
	S2-094721
	LS Out
	Reply LS (not unanimous support for the change)
	Stefan
	
	
	
	Open

	6.5
	S2-094247
	LS In
	LS from CT WG4: LS on PDN-GW Initiated Resource Allocation Deactivation Procedure
	CT WG4 (C4-091569)
	-
	-
	Rel-8
	Noted

	6.5
	S2-094389
	DISCUSSION
	Discussion on AAA Behaviour During PDN-Disconnection Procedure
	Huawei
	-
	-
	-
	

	6.5
	S2-094382
	[LS OUT]
	[DRAFT] Reply LS on PDN-GW Initiated Resource Allocation Deactivation Procedure
	Huawei
	-
	-
	-
	Revised in S2-094605

	
	S2-094605
	
	Revision of S2-094382
	Huawei
	
	
	
	Revised to S2-094719

	
	S2-094719
	
	Revision of S2-094605
	Huawei
	
	
	
	Revised to S2-094722

	
	S2-094722
	
	Revision of S2-094719
	Huawei
	
	
	
	Open

	6.5
	S2-094470
	CR
	23.402 CR0768: Clarification for the AAA Server Behaviour During PDN-Disconnection Procedure
	Huawei
	23.402
	0768
	Rel-8
	 Revised to S2-094717

	
	S2-094717
	
	Revision of S2-094470
	Huawei, Samsung
	
	
	
	Revised to S2-094723

	
	S2-094723
	
	Revision of S2-094717
	
	
	
	
	Open

	6.5
	S2-094471
	CR
	23.402 CR0769: Clarification for the AAA Server Behaviour During PDN-Disconnection Procedure
	Huawei
	23.402
	0769
	Rel-9
	 Revised to S2-094718

	
	S2-094718
	
	Revision of S2-094471
	Huawei, Samsung
	
	
	
	Revised to S2-094724

	
	S2-094724
	
	Revision of S2-094718
	Huawei, Samsung
	
	
	
	Open

	6.5
	S2-094488
	CR
	23.402 CR0771: Correction for Handover with Multiple PDN Connections and IP Preservation (R8)
	Panasonic
	23.402
	0771
	Rel-8
	Revised to S2-094725

	
	S2-094725
	
	Revision of S2-094488
	Panasonic
	
	
	
	Open

	6.5
	S2-094487
	CR
	23.402 CR0770: Correction for Handover with Multiple PDN Connections and IP Preservation (R8
	Panasonic 
	23.402
	0770
	Rel-9
	Revised to S2-094726

	
	S2-094726
	
	revision of S2-094486
	Panasonic
	
	
	
	Open

	6.5
	S2-094520
	CR
	23.402 CR0774: Annex D on Network Discovery and Selection
	Motorola
	23.402
	0774
	Rel-8
	 agreed

	
	S2-094521
	
	23.402 CR 0741: Annex D on Network Discovery and Selection
	Motorola
	23.402
	0741
	Rel-8
	agreed

	6.5
	S2-094601
	CR
	23.402 CR0790: Clarification on powering interfaces up for handovers with access network discovery and selection
	Telcordia, Toshiba Europe Research
	23.402
	0790
	Rel-8
	Revised to S2-094727

	
	S2-094727
	
	Revision of S2-094601
	Telcordia, Toshiba Europe Research
	
	
	
	agreed

	6.5
	S2-094600
	CR
	23.402 CR0789: Clarification on powering interfaces up for handovers with access network discovery and selection
	Telcordia, Toshiba Europe Research
	23.402
	0789
	Rel-9
	Revised to S2-094728



	
	S2-094728
	
	Revision of S2-094602
	
	
	
	
	agreed

	6.5
	S2-094306
	CR
	23.402 CR0748: Corrections to BCM handling for S4-SGSN and PMIP-based S5/S8
	Ericsson, ST-Ericsson
	23.402
	0748
	Rel-8
	 agreed

	6.5
	S2-094307
	CR
	23.402 CR0749: Corrections to BCM handling for S4-SGSN and PMIP-based S5/S8
	Ericsson, ST-Ericsson
	23.402
	0749
	Rel-9
	 agreed

	6.5
	S2-094361
	CR
	23.402 CR0754: Reference corrections for S2c
	Qualcomm Europe
	23.402
	0754
	Rel-8
	 Revised to S2-094731

	
	S2-094731
	
	Revision of S2-094361
	
	
	
	
	agreed

	6.5
	S2-094362
	CR
	23.402 CR0755: Reference corrections for S2c
	Qualcomm Europe
	23.402
	0755
	Rel-9
	 Revised to S2-094732

	
	S2-094732
	
	Revision of S2-094362
	
	
	
	
	agreed

	6.5
	S2-094387
	CR
	23.402 CR0760: Clarification for the home link detection function
	Huawei
	23.402
	0760
	Rel-8
	 Revised to S2-094733

	
	S2-094733
	
	Revision of S2-094387
	
	
	
	
	Open

	6.5
	S2-094388
	CR
	23.402 CR0761: Clarification for the home link detection function
	Huawei
	23.402
	0761
	Rel-9
	 Revised to S2-094734

	
	S2-094734
	
	Revision of S2-094388
	
	
	
	
	Open

	6.5
	S2-094390
	[CR]
	23.402 CR0762: Correction of S101 redirection procedure
	Huawei
	23.402
	0762
	Rel-8
	Revised in S2-094606

	
	S2-094606
	
	Revision of S2-094390
	
	
	
	
	Revised to S2-094735

	
	S2-094735
	
	Revision of S2-094604
	
	
	
	
	agreed

	6.5
	S2-094391
	[CR]
	23.402 CR0763: Correction of S101 redirection procedure
	Huawei
	23.402
	0763
	Rel-9
	Revised in S2-094607

	
	S2-094607
	
	Revision of S2-094391
	
	23.402
	0763
	Rel-9
	Revised to S2-094736

	
	S2-094736
	
	Revision of S2-094607
	
	
	
	
	agreed

	6.5
	S2-094521
	CR
	23.402 CR0741R1: Annex D on Network Discovery and Selection
	Motorola
	23.402
	0741
	Rel-9
	 

	6.5
	S2-094522
	CR
	23.402 CR0775: Interference with PLMN selection used in I-WLAN access
	Motorola
	23.402
	0775
	Rel-8
	 agreed

	6.5
	S2-094523
	CR
	23.402 CR0776: Interference with PLMN selection used in I-WLAN access
	Motorola
	23.402
	0776
	Rel-9
	 agreed

	6.5
	S2-094524
	DISCUSSION
	EPC network selection via WLAN access
	Motorola
	-
	-
	Rel-8
	 noted

	6.5
	S2-094525
	CR
	23.402 CR0777: EPC network selection via WLAN access
	Motorola
	23.402
	0777
	Rel-8
	 noted

	6.5
	S2-094526
	CR
	23.402 CR0778: EPC network selection via WLAN access
	Motorola
	23.402
	0778
	Rel-9
	

	6.5
	S2-094527
	CR
	23.402 CR0779: PLMN reselection between HPLMN and EHPLMN
	Motorola
	23.402
	0779
	Rel-8
	 Revised to S2-094737

	
	S2-094737
	
	Revision of S2-094527
	
	
	
	
	agreed

	6.5
	S2-094528
	CR
	23.402 CR0780: PLMN reselection between HPLMN and EHPLMN
	Motorola
	23.402
	0780
	Rel-9
	 Revised to S2-094738

	
	S2-094738
	
	Revision of S2-094528
	
	
	
	
	agreed

	
	S2-094534
	
	LS reply to CT1
	Apostalis
	
	
	
	Revised to S2-094739

	
	S2-094739
	
	Revision of S2-094534
	
	
	
	
	Open

	6.5
	S2-094529
	CR
	23.402 CR0781: Information about EPC(s) that connect to a non-3GPP access
	Motorola
	23.402
	0781
	Rel-8
	 Revised to S2-094766

	
	S2-094766
	
	Revision of S2-094529
	
	
	
	
	Open

	6.5
	S2-094530
	CR
	23.402 CR0782: Information about EPC(s) that connect to a non-3GPP access
	Motorola
	23.402
	0782
	Rel-9
	 Revised to S2-094767

	
	S2-094767
	
	Revision of S2-094530
	
	
	
	
	Open

	6.5
	S2-094546
	CR
	23.402 CR0783: Re-establishment of existing PDN connectivity after the attach procedure
	Panasonic
	23.402
	0783
	Rel-8
	 Revised to S2-094742

	
	S2-094742
	
	Revision of S2-094546
	
	
	
	
	noted

	6.5
	S2-094547
	CR
	23.402 CR0784: Re-establishment of existing PDN connectivity after the attach procedure
	Panasonic
	23.402
	0784
	Rel-9
	

	6.5
	S2-094572
	DISCUSSION
	Proposed reply for question 4 of CT WG1 LS on network selection (S2-093091)
	Nokia Siemens Networks, Nokia
	-
	-
	Rel-8
	 noted

	6.5
	S2-094597
	CR
	23.402 CR0786: Complete Information Storage for TS 23.402
	NEC
	23.402
	0786
	Rel-8
	 Revised to S2-094729

	
	S2-094729
	
	Revision of S2-094597
	
	
	
	
	revised to S2-094740

	
	S2-094740
	
	Revision of S2-094729
	
	
	
	
	Open

	6.5
	S2-094598
	CR
	23.402 CR0787: Complete Information Storage for TS 23.402
	NEC
	23.402
	0787
	Rel-9
	 Revised to S2-094730

	
	S2-094730
	
	Revision of S2-094598
	
	
	
	
	revised to S2-094741

	
	S2-094741
	
	Revision of S2-094730
	
	
	
	
	Open

	6.5
	S2-094603
	CR
	23.402 CR0792: Editorial: ANDSF sends two types of  information
	Telcordia, Toshiba Europe Research
	23.402
	0792
	Rel-8
	 noted

	6.5
	S2-094612
	CR
	23.402 CR0793: Removal of FFS related to synchronization of bearer establishment
	Samsung
	23.402
	0793
	Rel-8
	 agreed

	6.5
	S2-094613
	CR
	23.402 CR0794: Removal of FFS related to synchronization of bearer establishment
	Samsung
	23.402
	0794
	Rel-9
	 agreed

	6.5
	S2-094628
	CR
	23.402 CR0796: GRE key reservation for optimized handover from E-UTRAN to HRPD
	Ericsson, ST-Ericsson, Alcatel-Lucent
	23.402
	0796
	Rel-8
	LATE REQUEST. LATE DOC: Rx 03/07, 10:30

	6.5
	S2-094839
	CR
	23.327 CR0015: Reference correction for DSMIPv6
	Qualcomm Europe
	23.327
	0015
	Rel-8
	

	6.5
	S2-094840
	CR
	23.327 CR0016: Reference correction for DSMIPv6
	Qualcomm Europe
	23.327
	0016
	Rel 9
	


	7.3
	-
	------
	MBMS in EPS
	------
	-
	-
	-
	-

	7.3
	S2-094311
	CR
	23.246 CR0238: Adding Access-indicator
	Ericsson, ST-Ericsson
	23.246
	0238
	Rel-9
	 Noted

	7.3
	S2-094312
	CR
	23.246 CR0222R1: Cleanup for eMBMS
	Ericsson, ST-Ericsson
	23.246
	0222
	Rel-9
	 Revised to: 4667

	7.3
	S2-094667
	CR
	Revision of: S2-094312
	
	
	
	
	Revised to: 4668

	7.3
	S2-094668
	CR
	Revision of: S2-094667
	
	
	
	
	Agreed

	7.3
	S2-094313
	CR
	23.246 CR0239: MBMS QoS clarifications
	Ericsson, ST-Ericsson
	23.246
	0239
	Rel-9
	 Agreed

	7.3
	S2-094669
	LS Out
	LS to RAN2 on MBMS QoS Parameter
	Stephan
	
	
	
	Revised to: 4677

	7.3
	S2-094677
	LS Out
	Revision of: S2-094669
	
	
	
	
	Agreed

	7.3
	S2-094398
	CR
	23.246 CR0240: Clarification of IP Multicast Address Allocation by MBMS GW
	Huawei
	23.246
	0240
	Rel-9
	 Revised to: 4670

	7.3
	S2-094670
	CR
	Revision of: S2-094398
	
	
	
	
	Agreed

	7.3
	S2-094399
	CR
	23.246 CR0241: The description regarding MBMS Enhanced Broadcast Mode for evolved MBMS in EPS is removed.
	Huawei
	23.246
	0241
	Rel-9
	 Withdrawn

	7.3
	S2-094400
	CR
	23.246 CR0242: MBMS GW fallback to PTP for UTRAN access in EPS
	Huawei
	23.246
	0242
	Rel-9
	Revised to: 4674

	7.3
	S2-094674
	CR
	Revision of: S2-094400
	
	
	
	
	Revised to: 4678

	7.3
	S2-094678
	CR
	Revision of: S2-094674
	
	
	
	
	Agreed

	7.3
	S2-094401
	CR
	23.246 CR0243: Corrections to introductory text about MBMS for EPS and other minor corrections
	Huawei
	23.246
	0243
	Rel-9
	Merged into 4667

Noted

	7.3
	S2-094402
	CR
	23.246 CR0244: MBR for non-GBR MBMS bearer service
	Huawei
	23.246
	0244
	Rel-9
	 Noted

	7.3
	S2-094403
	CR
	23.246 CR0245: Clarifications to the Session Start Procedure for EPS
	Huawei
	23.246
	0245
	Rel-9
	 Revised to: 4672

	7.3
	S2-094672
	CR
	Revision of: S2-094403
	
	
	
	
	Agreed

	7.3
	S2-094404
	CR
	23.246 CR0246: MBMS bearer services for the same MBMS user service
	Huawei
	23.246
	0246
	Rel-9
	 Revised to: 4673

	7.3
	S2-094673
	CR
	Revision of: S2-094404
	
	
	
	
	Open

	7.3
	S2-094676
	LS Out
	LS to RAN on MBMS  Content Transfer to UTRAN and E-UTRAN on a same MBMS Bearer Service
	PJ
	
	
	
	Open

	7.3
	S2-094426
	LS In
	LS from SA WG4: LS Request for Information on MBMS and PSS
	SA WG4
	-
	-
	Rel-9
	 Noted

	7.3
	S2-094443
	CR
	23.401 CR1146: Remove Enhanced MBMS broadcast mode
	CATT
	23.401
	1146
	Rel-9
	 Revised to: 4671

	7.3
	S2-094671
	CR
	Revision of: S2-094443
	
	
	
	
	Agreed

	7.3
	S2-094444
	CR
	23.246 CR0232R1: Clarification on MBMS Session Stop procedure for EPS
	CATT
	23.246
	0232
	Rel-9
	Merged into 4400;

Noted

	7.3
	S2-094445
	CR
	23.246 CR0247: Remove the MBR from the QoS of EPS MBMS non-GBR Bearer
	CATT
	23.246
	0247
	Rel-9
	 Noted

	7.3
	S2-094446
	CR
	23.246 CR0248: MBMS GW User Plane address in use and SSM Source address
	CATT
	23.246
	0248
	Rel-9
	 Noted

	7.3
	S2-094494
	CR
	23.246 CR0249: MBMS improvements for HSPA Evolution
	Nokia Siemens Networks, Ericsson, Orange
	23.246
	0249
	Rel-9
	 Agreed

	7.3
	S2-094513
	CR
	23.246 CR0250: Add message flow descriptions of Session Update procedure for MBMS in EPS
	China Mobile
	23.246
	0250
	Rel-9
	 Revised to: 4675

	7.3
	S2-094675
	CR
	Revision of: S2-094513
	
	
	
	
	Open

	7.3
	S2-094514
	[CR]
	 
	China Mobile
	23.246
	0251
	Rel-9
	WITHDRAWN

	7.3
	S2-094541
	CR
	23.246 CR0252: MBMS service over Gn-SGSN clarification
	Qualcomm Europe
	23.246
	0252
	Rel-9
	Merged into 4667

Noted

	7.3
	S2-094608
	CR
	23.246 CR0253: Clarification for MBMS in EPS
	ZTE
	23.246
	0253
	Rel-9
	Merged into 4667

Noted


	6.6
	-
	------
	Other Rel-8 clean-up (SR-VCC, CSFB, WLAN mob, etc…)
	------
	-
	-
	-
	-

	
	
	
	------- ETWS ------
	
	
	
	
	

	6.3
	S2-094267
	LS In
	LS from SA WG3: Reply LS on potential ETWS security threat in UTRAN
	SA WG3
	-
	-
	Rel-8
	 Noted.

	6.3
	S2-094268
	LS In
	LS from SA WG3: Reply LS on ETWS timer accuracy and replay attack protection
	SA WG3
	-
	-
	Rel-8
	Noted

	6.3
	S2-094286
	CR
	23.401 CR1095: Clarification about Message ID, Serial Number and Message Content settings
	NTT DOCOMO
	23.401
	1095
	Rel-8
	 Revised to: 4679

	6.3
	S2-094679
	CR
	Revision of: S2-094286
	
	
	
	
	Open

	
	
	
	-------- CSFB -----------
	
	
	
	
	

	6.6
	S2-094436
	CR
	23.272 CR0098: Insert Subscriber Data in the Attach Procedure
	CATT
	23.272
	0098
	Rel-8
	 Revised to: 4680

	6.6
	S2-094680
	CR
	Revision of: S2-094436
	
	
	
	
	Open

	6.6
	S2-094437
	CR
	23.272 CR0099: Insert Subscriber Data in the Attach Procedure
	CATT
	23.272
	0099
	Rel-9
	 Revised to: 4681

	6.6
	S2-094681
	CR
	Revision of: S2-094437
	
	
	
	
	Open

	6.6
	S2-094457
	CR
	23.272 CR0100: Clarification on the periodic TA and LA update description
	ZTE
	23.272
	0100
	Rel-8
	 Revised to: 4682

	6.6
	S2-094682
	CR
	Revision of: S2-094457
	
	
	
	
	Open

	6.6
	S2-094458
	CR
	23.272 CR0101: Clarification on the periodic timer description
	ZTE
	23.272
	0101
	Rel-9
	 Revised to: 4683

	6.6
	S2-094683
	CR
	Revision of: S2-094458
	
	
	
	
	Open

	6.6
	S2-094531
	CR
	23.272 CR0103: Triggering combined TAU to check CSFB availability
	Motorola
	23.272
	0103
	Rel-8
	 Revised to: 4684

	6.6
	S2-094684
	CR
	Revision of: S2-094531
	
	
	
	
	Open

	6.6
	S2-094532
	CR
	23.272 CR0104: Triggering combined TAU to check CSFB availability
	Motorola
	23.272
	0104
	Rel-9
	 Revised to: 4685

	6.6
	S2-094685
	CR
	Revision of: S2-094532
	
	
	
	
	Open

	6.6
	S2-094539
	CR
	23.272 CR0105: RAU/LAU Clarification for Redirection/NACC based CSFB
	Qualcomm Europe
	23.272
	0105
	Rel-8
	 Revised to: 4686

	6.6
	S2-094686
	CR
	Revision of: S2-094539
	
	
	
	
	Open

	6.6
	S2-094540
	CR
	23.272 CR0106: RAU/LAU Clarification for Redirection/NACC based CSFB
	Qualcomm Europe
	23.272
	0106
	Rel-9
	 Revised to: 4826

	6.6
	S2-094826
	CR
	Revision of: S2-094540
	
	
	
	
	Open

	6.6
	S2-094578
	DISCUSSION
	Improving user experience with CS fallback
	Telecom Italia
	-
	-
	Rel-8
	 Noted

	6.6
	S2-094623
	CR
	23.272 CR0108: Pool area concept and CSFB clarification
	Orange
	23.272
	0108
	Rel-8
	 Revised to: 4827

	6.6
	S2-094827
	CR
	Revision of: S2-094623
	
	
	
	
	Open

	6.6
	S2-094624
	CR
	23.272 CR0109: Pool area concept and CSFB clarification
	Orange
	23.272
	0109
	Rel-9
	 Revised to: 4828

	6.6
	S2-094828
	CR
	Revision of: S2-094624
	
	
	
	
	Open

	
	
	
	------- SRVCC ---------
	
	
	
	
	

	6.6
	S2-094492
	CR
	23.216 CR0093: Handling of non-voice GBR bearers for E-UTRAN/UTRAN to GERAN without DTM support
	Samsung
	23.216
	0093
	Rel-8
	 Revised to: 4829

	6.6
	S2-094829
	CR
	Revision of: S2-094492
	
	
	
	
	Open

	6.6
	S2-094493
	CR
	23.216 CR0094: Handling of non-voice GBR bearers for E-UTRAN/UTRAN to GERAN without DTM support
	Samsung
	23.216
	0094
	Rel-9
	 Revised to: 4830

	6.6
	S2-094830
	CR
	Revision of: S2-094493
	
	
	
	
	Open

	6.6
	S2-094551
	CR
	23.216 CR0095: 1xSRVCC handover failure indication
	Nokia Siemens Networks, Huawei, Motorola, Nortel, Qualcomm Europe, Samsung, LG Electronics, NEC
	23.216
	0095
	Rel-9
	 Agreed

	6.6
	S2-094620
	CR
	23.216 CR0096: 1xSRVCC handover failure indication
	Nokia Siemens Networks, Huawei, Motorola, Nortel, Qualcomm Europe, Samsung, LG Electronics, NEC
	23.216
	0096
	Rel-8
	 Agreed


	7.5
	
	------
	Call setup optimization for 1xRTT CSFB
	------
	-
	-
	-
	-

	7.5
	S2-094348
	CR
	23.402 CR0753: Addition of RTD in the handover procedure to HRPD
	Samsung
	23.402
	0753
	Rel-9
	 Revised to: 4762

	7.5
	S2-094762
	CR
	Revision of: S2-094348
	
	
	
	
	Noted

	7.5
	S2-094549
	DISCUSSION
	Enhanced 1xRTT CS fallback proposal
	Nokia Siemens Networks, KDDI, China Telecom, Nortel, Huawei, Motorola, Qualcomm Europe, Samsung, LG Electronics, NEC
	-
	-
	Rel-9
	 Noted

	7.5
	S2-094550
	CR
	23.272 CR0107: Enhanced CS fallback to 1xRTT with PS Handover
	Nokia Siemens Networks, KDDI, China Telecom, Nortel, Motorola, Huawei, Qualcomm Europe, Samsung, LG Electronics, NEC
	23.272
	0107
	Rel-9
	 Agreed
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