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	Passing session control messages between the AS and the MRFC via the S‑CSCF assumes that an S-CSCF is already involved in the session, which is not always the case, as discussed in S2-09xxxx. 

This issue is solved by specifying how to determine the S-CSCF to be used to pass session control messages between the AS and the MRFC.
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	Added a paragraph to specify how to determine the S-CSCF to be used to pass session control messages between the AS and the MRFC.

Also replaced "invite" by "invoke" in another sentence ("invite a service" does not make sense).
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Change #1
5.14.2
Service control based interactions between the MRFC and the AS

The MRFC/MRFP resources may also be used, based on service control in an IMS network, for services such as multiparty sessions, announcements or transcoding. In this case an Application Server interacts with an MRFC. Session control messages are passed between the AS and the MRFC via the S‑CSCF.
The S-CSCF to be used to pass session control messages between the AS and the S-CSCF is determined as follows:

-
If a S-SCSF is already involved in the session for which MRFC/MRFP resources are used, then this S-CSCF is used;

-
If no S-SCSF is already involved in the session for which MRFC/MRFP resources are used, this implies that the session was terminated by the AS on behalf of a Public Service Identity through Ma reference point; in that case, if the AS has acquired the address of a S-CSCF for the Public Service Identity on whose behalf the AS has terminated the session, the AS sends the session control message to this S-CSCF;

NOTE: The determination of the S-CSCF in the case where no S-SCSF is already involved in the session and the AS could not acquire a S‑CSCF address for the Public Service Identity, is not specified in this Release.
There are two approaches for the AS to control the sessions. In the first, the AS uses 3rd party call control. The second approach uses the SIP REFER method.
In either case, the appropriate service in the AS would be triggered by a UE initiated SIP message containing information indicating the specific capabilities desired. This session invitation would also carry additional information indicating the specific capabilities (e.g., multi-party). A conference ID would be assigned by the MRFC and would be used by the AS in subsequent interactions with the MRFC in INVITE messages connecting other endpoints.
3rd party call control can also be used to invoke announcement and transcoding services. That is, the AS will send an INVITE to the MRFC with an indication of the capability being requested and with additional information related to the specific service such as identification of the announcement to be played or identification of the specific transcoding requirements.
End of changes
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