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***** FIRST CHANGE *****
5.2
Attach procedure

The attach procedure for the CS fallback in EPS is realized based on the combined GPRS/IMSI Attach procedure specified in TS 23.060 [3].
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Figure 5.2-1: Attach Procedure

1)
The UE initiates the attach procedure by the transmission of an Attach Request (parameters as specified in TS 23.401 [2] including the Attach Type) message to the MME. The Attach Type indicates that the UE requests a combined EPS/IMSI attach and informs the network that the UE is capable and configured to use CS fallback. If the UE needs SMS service but not CSFB, the UE shall include an "SMS-only" indication in the combined EPS/IMSI Attach Request. See sub clause 5.4.4.
2)
Step 2 to step 17 of the EPS Attach procedure are performed as specified in TS 23.401 [2].

3)
The VLR shall be updated according to the combined GPRS/IMSI Attach procedure in TS 23.060 [3] if the Attach Request message includes an Attach Type indicating that the UE requests a combined EPS/IMSI attach. If the UE does not include an “SMS-only” indication, the MME may decide to allow the IMSI attach for SMS only. The MME allocates a default LAI, which is configured on the MME and may take into account the current TAI and/or E-CGI and whether the IMSI attach is for both CSFB and SMS, or for SMS only. The MME derives a VLR number based on the allocated LAI and on an IMSI hash function defined in TS 23.236 [23]. The MME starts the location update procedure towards the new MSC/VLR upon receipt of the first Insert Subscriber Data message from the HSS in step 2). This operation marks the MS as EPS-attached in the VLR.

4)
The MME sends a Location Update Request (new LAI, IMSI, MME address, Location Update Type) message to the VLR. MME address is an IP address. 
5)
The VLR creates an association with the MME by storing MME address.

6)
The VLR performs Location Updating procedure in CS domain.

7)
The VLR responds with Location Update Accept (VLR TMSI) to the MME.

8)
The EPS Attach procedure is completed by performing step 18 to step 26 as specified in TS 23.401 [2]. Attach Accept message includes the parameters as specified in TS 23.401 [2]: LAI, VLR TMSI and LAI as allocated in step 3 above. The existence of LAI and VLR TMSI indicates successful attach to CS domain. 
If the network supports SGs for SMS only, and if the UE requests combined EPS/IMSI Attach Request without the "SMS-only" indication, or if the MME decides to allow IMSI attach for SMS only, the network shall perform the IMSI attach for SMS but not for CSFB and the MME shall indicate in the Attach Accept message that the IMSI attach is for SMS only.
NOTE:
The case of unsuccessful attach to CS domain is documented in stage 3 specifications, taking into account reachability for CS services of UEs that have the user preference to prioritize voice over data services and are not configured/supporting to use IMS voice services.

***** NEXT CHANGE *****
5.4
TA/LA Update procedure

5.4.1
Combined TA/LA Update Procedure

NOTE:
The combined TA/LA Update procedure for the CS fallback in EPS is realized based on the combined RA/LA Update procedure specified in TS 23.060 [3].


[image: image2.emf] 

2.   TAU   Request  

4. Location Update   Request  

6. Location Update Accept  

  7. TAU Accept  

UE  

new MME  

HSS  

MSC/VLR  

5. Location update in CS domain  

1. UE determines to  perform TAU   

old MME  

3.  Step 4 to step 19 of  TAU  procedure  as specified in TS 23.401  

8 .   TAU   Complete  


Figure 5.4.1-1: Combined TA / LA Update Procedure

1)
The UE detects a change to a new TA by discovering that its current TAI is not in the list of TAIs that the UE registered with the network or the UE's TIN indicates the need for a TAU when re-selecting to E-UTRAN. The combined TA/LA Update Procedure is also performed in order to re-establish the SGs association.

2)
The UE initiates the TAU procedure by sending a TAU Request (parameters as specified in TS 23.401 [2] including the Update Type) message to the MME. The Update Type indicates that this is a combined Tracking Area/Location Area Update Request or a combined Tracking Area/Location Area Update with IMSI attach Request. If the UE needs SMS service but not CSFB, the UE shall include an "SMS-only" indication in the combined TA/LA Update procedure, see sub clause 5.4.4.
3)
Step 4 to step 19 of the EPS TAU procedure are performed as specified in TS 23.401 [2].

4)
If the UE does not include an “SMS-only” indication, the MME may decide to allow the IMSI attach for SMS only. If there is an associated VLR in the MM context, the VLR also needs to be updated. If the association has to be established or if the LA changed, the new MME sends a Location Update Request (new LAI, IMSI, MME address, Location Update Type) message to the VLR. New LAI is determined in the MME based on the received GUTI from the UE. If this GUTI is mapped from a P-TMSI/RAI, the LAI is retrieved from the GUTI without any modification by the MME. Otherwise, the MME allocates a default LAI, which is configured on the MME and may take into account the current TAI/or E-CGI and whether the IMSI attach is for both CSFB and SMS, or for SMS only. The MME retrieves the corresponding VLR number from the determined LAI. If multiple MSC/VLRs serve this LAI an IMSI hash function is used to retrieve the VLR number for the LAI as defined in TS 23.236 [23]. The Location Update Type shall indicate normal location update. The MME address is an IP address.

5)
The VLR performs Location Update procedure in CS domain.

6)
The VLR responds with Location Update Accept (VLR TMSI) to the MME.

7)
The MME sends a TAU Accept (parameters as specified in TS 23.401 [2], LAI, VLR TMSI) message to the UE. The VLR TMSI is optional if the VLR has not changed. LAI is determined in step 4 above. The presence of the LAI indicate to the UE that it is IMSI attached. If the network supports SGs for SMS only, and if the UE requests combined TA/LA Update Request without the "SMS-only" indication, or if the MME decides to allow IMSI attach for SMS only, the network shall perform the IMSI attach for SMS but not for CSFB and the MME shall indicate in the TAU Accept message that the IMSI attach is for SMS only.
8)
The UE may  send a TAU complete message as specified in TS 23.401 [2] for the TAU procedure.
***** NEXT CHANGE *****
5.4.4 Mobility Management for SMS over SGs only UEs

UEs that need SMS service but not CSFB indicate this specific condition with the "SMS-only" indication in the EPS/IMSI Attach Request and combined TA/LA  update procedures. This allows an operator to deploy the SGs for SMS delivery over LTE only without the need for CSFB support. In addition, this allows the MME to use a dedicated algorithm for the selection of the MSC that supports those UEs.
In addition, even if the UE does not include an “SMS-only” indication, the MME may decide to allow the IMSI attach for SMS only
Note: 
SMS delivery does not cause the terminal to fallback to the CS-capable network. It is possible that only certain MSCs in the network (one in minimum) is configured to support SGs when the network only support SMS for SGs operation, assuming that this can cause inter-MSC location updates to be performed at every movement into/out of E-UTRAN coverage. 
***** NEXT CHANGE *****
7.1
General

This clause describes the mobile terminating call procedures for the CS Fallback in EPS.
If the UE indicated ‘SMS-only’ or if the UE received an “SMS-only” indication during Mobility Management procedures, it rejects any paging message with "cn-domain" set to CS while camping in E-UTRAN by sending an Extended Service Request (CS Fallback Indicator, Reject) message towards the MME.
***** NEXT CHANGE *****
7.2
Mobile Terminating call in idle mode 

The procedure for Mobile Terminating Call in idle mode is illustrated in figure 7.2-1.
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Figure 7.2-1: Mobile Terminating Call in idle mode

1.
G‑MSC receives IAM.

2.
G‑MSC retrieves routing information of the terminating UE by Send Routing Info procedures as specified in TS 23.018 [5].

3.
G‑MSC sends IAM to the MSC on the terminating side as specified in TS 23.018 [5].

4.
The MME receives a Paging (IMSI, VLR TMSI, Location Information) message from the MSC over a SGs interface. The TMSI (or IMSI) received from the MSC is used by the MME to find the S‑TMSI which is used as the paging address on the radio interface If location information is reliably known by MME (i.e. MME stores the list of TAs), the MME shall page the UE in all the TAs. If the MME does not have a stored TA list for the UE, the MME should use the location information received from the MSC to page the UE.

NOTE 1:
This procedure takes place before step 3, immediately after MSC receives MAP_PRN from HSS, if pre-paging is deployed.

5.
The MME sends a Paging (as specified in TS 23.401 [2]) message to each eNodeB. The Paging message includes a suitable UE Identity (i.e. S‑TMSI or IMSI) and a CN Domain Indicator that indicates which domain (CS or PS) initiated the paging message. In this case it shall be set to "CS" by the MME.

6.
The radio resource part of the paging procedure takes place. The message contains a suitable UE Identity (i.e. S‑TMSI or IMSI) and a CN Domain indicator.

7a.
The UE establishes an RRC connection and sends an Extended Service Request (CS Fallback Indicator) to MME. The UE indicates its S-TMSI in the RRC signalling. The Extended Service Request message is encapsulated in RRC and S1‑AP messages. The CS Fallback Indicator indicates to the MME that CS Fallback for this UE is required.
If the UE indicated ‘SMS-only’ or if the UE received an “SMS-only” indication during Mobility Management procedures, it rejects the paging message with "cn-domain" set to CS by sending an Extended Service Request (CS Fallback Indicator, Reject) message towards the MME. Upon receiving the Extended Service request (CSFB, Reject), the MME sends CS Paging Reject towards MSC to stop CS Paging procedure and this CSFB procedure stops.
7b.
MME sends S1‑AP: Initial UE Context Setup (UE capabilities, CS Fallback Indicator and other parameters specified in TS 23.401 [2]) to indicate the eNodeB to move the UE to UTRAN/GERAN.

8a.
If the UE and the network support PS handover: Upon receipt of the Initial UE Context Setup message with a CS Fallback Indicator the eNodeB may optionally solicit measurement reports from the UE to determine the target cell to which PS handover will be performed. A PS handover is then performed as specified in TS 23.401 [2]. As part of this PS handover, the UE receives a HO from E-UTRAN Command that may contain a CS Fallback Indicator, which indicates to UE that the handover is triggered due to a CS fallback request. If the HO from E-UTRAN Command contains a CS Fallback Indicator and the UE fails to establish connection to the target RAT, then the UE considers that CS fallback has failed.

8b.
If the UE or the network does not support PS handover:. Upon receipt of the Initial UE Context Setup message with a CS Fallback Indicator the eNodeB may optionally solicit measurement reports from the UE to determine the target cell to redirect the UE to. After that, based on the UE and network capability supporting NACC, the eNB triggers an inter RAT cell change order (optionally with NACC) to a GERAN neighbour cell or releases the RRC Connection with redirection info to change to CS capable RATs (RAT, frequency). In this case the UE receives in inter-RAT cell change order that may contain a CS Fallback Indicator which indicates to UE that the cell change order is triggered due to a CS fallback request. If the inter-RAT cell change order contains a CS Fallback Indicator and the UE fails to establish connection to the target RAT, then the UE considers that CS fallback has failed.

8c.
If the UE obtains LA/RA information of the new UTRAN/GERAN cell (e.g. based on the system information or redirection info) and the LA/RA of the new cell is different from the one stored in the UE, it performs a Location Area Update or a Combined RA/LA procedure if the target system operates in Network Mode of Operation (NMO) I, according to TS 23.060 [3].

8d.
The UE responds with a page response message to the MSC as follows:

-
If Target RAT is UTRAN or GERAN Iu mode, the UE establishes an RRC connection and responds to the paging in an RRC Initial Direct Transfer message as specified in TS 25.331 [7]. The CN Domain Indicator is set to "CS" in the Initial Direct Transfer message. When received at the RNC, the Paging Response message is sent in an RANAP Initial UE message to the MSC.

-
If Target RAT is GERAN A/Gb mode: the UE establishes an RR connection by using the procedures specified in TS 44.018 [6] (i.e. UE requests and is assigned a dedicated channel where it sends a SABM containing a layer 3 Service Request message = PAGING RESPONSE to the BSS and the BSS responds by sending a UA). After the establishment of the main signalling link as described in TS 44.018 [4] the UE enters either Dual Transfer Mode or Dedicated Mode and the CS call establishment procedure completes. When received at the BSC, the Paging Response message is sent in a BSSAP COMPLETE LAYER 3 INFORMATION message to the MSC as specified in TS 48.008 [6].

NOTE 2:
The BSS should be prepared to receive a PAGING RESPONSE even when a corresponding PAGING REQUEST has not been sent by this BSS. Also, the MSC should be prepared to receive a paging response after a relatively long time from when the CS Paging was sent (step 4).

9a.
In case the MSC serving the 2G/3G cell is the same as the MSC that served the UE while camped on LTE, it shall stop the paging response timer and establish the CS connection.

9b.
If the MSC that receives the paging response is different from the MSC that sent the paging request and if the Location Area Update / Combined RA/LA Update was not performed in step 8c, the MSC shall reject the page response by releasing the A/Iu-cs connection. The BSC/RNC in turn releases the signalling connection for CS domain. The signalling connection release shall trigger the UE to perform a Location Area Update as follows:

-
If the target system operates in Network Mode of Operation (NMO) I the UE shall perform a combined RA/LA update, as defined in TS 23.060 [3]. 

-
If the target system operates in NMO II or III the UE performs a Location Area Update towards the MSC.


The Location Area Update triggers the Roaming Retry for CS Fallback procedure as defined in clause 7.5.

If the UE remains on UTRAN/GERAN after the CS voice call is terminated the UE performs normal mobility management procedures as defined in TS 23.060 [3] and TS 24.008 [21], i.e. if the UE is not registered in the current RA/LA, the UE performs combined RA/LA update procedure when the target system operates in NMO I, or LA update procedure when the target system operates in NMO II/III. Also for NMO I if the UE performed only RA update due to the CS call the UE performs a combined RA/LA update (see TS 23.060 [3], clause 6.3.1) which creates the Gs association.

***** NEXT CHANGE *****
7.3
Mobile Terminating call in Active Mode - PS HO supported
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Figure 7.3-1: CS Page in E-UTRAN, Call in GERAN/UTRAN – Preparation Phase

1a.
The MSC receives an incoming voice call and responds by sending a CS Page (IMSI or TMSI, optional Caller Line Identification and Connection Management information, CS call indicator) to the MME over a SGs interface. In active mode the MME has an established S1 connection and the MME reuses the existing connection to relay the CS Page to the UE. The MSC only sends a CS Page for an UE that provides location update information using the SGs interface.


The eNB forwards the paging message to the UE. The message contains CN Domain indicator and Caller Line Identification if available and needed.NOTE 1:
The pre‑configured policy may be used by UE to avoid being disturbed without Caller Line Identification display and the detailed handling is to be decided by CT1 and CT6.
NOTE 2:
This procedure can also take place immediately after MSC receives MAP_PRN from HSS, if pre-paging is deployed. Caller Line Identification and CS call indicator are also provided in the case of pre-paging.

1b.
UE sends an Extended Service Request to MME. Extended Service Request message is encapsulated in RRC and S1‑AP messages. CS Fallback Indicator indicates to the MME to perform CS Fallback. The UE may decide to reject CSFB based on Caller Line Identification. The UE sends an Extended Service Request (CS Fallback Indicator, Reject or Accept) message towards the MME.

If the UE indicated ‘SMS-only’ or if the UE received an “SMS-only” indication during Mobility Management procedures, it rejects the paging message with "cn-domain" set to CS by sending an Extended Service Request (CS Fallback Indicator, Reject) message towards the MME.
1c.
Upon receiving the Extended Service request (CSFB, Reject), the MME sends CS Paging Reject towards MSC to stop CS Paging procedure and this CSFB procedure stops.
1d.
MME sends an S1‑AP Request message to eNB that includes the UE Radio Capabilities and a CS Fallback Indicator. This message: indicates to the eNB that the UE should be moved to UTRAN/GERAN.

2.
The eNodeB may optionally solicit a measurement report from the UE to determine the target GERAN/UTRAN cell to which PS handover will be performed.

3.
The eNodeB triggers PS handover to a GERAN/UTRAN neighbour cell by sending a Handover Required message to MME. In the following an inter-RAT handover from E‑UTRAN to UTRAN or GERAN as specified in TS 23.401 [2] begins. As part of this handover, the UE receives a HO from E‑UTRAN Command and tries to connect to a cell in the target RAT. The HO from E-UTRAN Command may contain a CS Fallback Indicator which indicates to UE that the handover was triggered due to a CS fallback request. If the HO from E-UTRAN Command contains a CS Fallback Indicator and the UE fails to establish connection to the target RAT, then the UE considers that CS fallback has failed.

NOTE 3:
During the PS HO the SGSN does not create a Gs association with the MSC/VLR.

4.
Target RAT is UTRAN or GERAN Iu mode: The UE establishes an RRC connection and responds to the paging by sending an RRC Paging Response as specified in TS 25.331 [7]. The CN Domain Indicator is set to "CS" in the Initial Direct Transfer message.


Target RAT is GERAN A/Gb mode: The UE establishes an RR connection and responds to paging by using the procedures specified in TS 44.018 [6] (i.e. UE requests and is assigned a dedicated channel where it sends a SABM containing a Paging Response to the BSS and the BSS responds by sending a UA). Upon receiving the SABM (containing a Paging Response message) the BSS sends a COMPLETE LAYER 3 INFORMATION message (containing a Paging Response message) to the MSC which indicates CS resources have been allocated in the GERAN cell. After the establishment of the main signalling link as described in TS 44.018 [6] the UE enters Dual Transfer Mode and the CS call establishment procedure completes.

NOTE 4:
The BSS should be prepared to receive a Paging Response even when the corresponding Paging Request has not been sent by this BSS.

5.
If the MSC serving the 2G/3G target cell is different from the MSC that served the UE while camped on E‑UTRAN, the MSC shall reject the page response message by releasing the Iu connection for UTRAN or the A/Gb connection for GERAN. The BSC/RNC in turn releases the signalling connection for UTRAN or GERAN CS domain. The signalling connection release shall trigger the UE to perform a Location Area Update as follows:

-
If the target system operates in Network Mode of Operation (NMO) I the UE shall perform a combined RA/LA update, as defined in TS 23.060 [3]. In this case, the SGSN establishes a Gs association with the MSC/VLR as specified in TS 23.060 [3], which replaces the SGs association with the MME.

-
If the target system operates in NMO II or III the UE performs a Location Area Update towards the MSC. In this case, the MSC will release the SGs association with the MME.


The Location Area Update triggers the Roaming Retry for CS Fallback procedure as defined in clause 7.5.

6.
The CS call establishment procedure is initiated.

7.
After the UE moves to a cell in the target RAT, the inter-RAT handover from E-UTRAN to UTRAN or GERAN as specified in TS 23.401 [2] is completed. At the end of this handover the UE may trigger the Routing Area Update procedure when the sending of uplink packet data is possible. The detailed steps performed are as per TS 23.401 [2].

If the UE remains on UTRAN/GERAN after the CS voice call is terminated the UE performs normal mobility management procedures as defined in TS 23.060 [3] and TS 24.008 [21], i.e. if the UE is not registered in the current RA/LA, the UE performs combined RA/LA update procedure when the target system operates in NMO I, or LA update procedure when the target system operates in NMO II/III. Also for NMO I if the UE performed only RA update due to the CS call the UE performs a combined RA/LA update (see TS 23.060 [3], clause 6.3.1) which creates the Gs association.
***** NEXT CHANGE *****
7.4
Mobile Terminating call in Active Mode - No PS HO support
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Figure 7.4-1: CS Page in E-UTRAN, Call in GERAN/UTRAN without PS HO

1a.
The MSC receives an incoming voice call and responds by sending a CS Page (IMSI or TMSI, optional Caller Line Identification and Connection Management information) to the MME over a SGs interface. In active mode the MME has an established S1 connection and the MME reuses the existing connection to relay the CS Page to the UE. The MSC only sends a CS Page for an UE that provides location update information using the SGs interface.


The eNB forwards the paging message to the UE. The message contains CN Domain indicator and Caller Line Identification if available and needed. Note that the pre‑configured policy may be used by UE to avoid being disturbed without Caller Line Identification display and the detailed handling is to be decided by CT1 and CT6.

NOTE 1:
This procedure can also take place immediately after MSC receives MAP_PRN from HSS, if pre-paging is deployed. Caller Line Identification is also provided in the case of pre-paging.

1b.
UE sends an Extended Service Request (CS Fallback Indicator) to the MME. Extended Service Request message is encapsulated in RRC and S1‑AP messages. CS Fallback Indicator indicates MME to perform CS Fallback. The UE may decide to reject CSFB based on Caller Line Identification. The UE sends Extended Service Request (CS Fallback Indicator, Reject or Accept) message towards the MME.

If the UE indicated ‘SMS-only’ or if the UE received an “SMS-only” indication during Mobility Management procedures, it rejects the paging message with "cn-domain" set to CS by sending an Extended Service Request (CS Fallback Indicator, Reject) message towards the MME.
1c.
Upon receiving the Extended Service Request (CSFB, Reject), the MME sends CS Paging Reject towards MSC to stop CS Paging procedure and this CSFB procedure stops.

1d.
The MME sends a Service Accept message encapsulated in an S1‑AP message that also includes the UE Radio Capabilities and a CS Fallback Indicator. This message: indicates to the eNB that the UE should be moved to UTRAN/GERAN.

2.
The eNodeB may optionally solicit a measurement report from the UE to determine the target GERAN cell to which the redirection procedure will be performed.

3a.
If the UE and network support inter-RAT cell change order to GERAN and the target cell is GERAN: The eNodeB triggers an inter‑RAT cell change order (optionally with NACC) to a GERAN neighbour cell by sending an RRC message to the UE. The inter-RAT cell change order may contain a CS Fallback Indicator which indicates to UE that the cell change order is triggered due to a CS fallback request. If the inter-RAT cell change order contains a CS Fallback Indicator and the UE fails to establish connection to the target RAT, then the UE considers that CS fallback has failed. Service Request procedure is considered to be successfully completed when cell change order procedure is completed successfully.

3b.
If the UE or the network does not support inter-RAT handover from E-UTRAN to GERAN/UTRAN nor inter-RAT cell change order to GERAN: The eNodeB triggers RRC connection release with redirection to GERAN/UTRAN instead of PS HO or NACC.

NOTE 2:
Service Request procedure supervision timer shall be sufficiently long considering the optional measurement reporting at step 2.

4.
The eNodeB sends an S1 UE Context Release Request (Cause) message to the MME. Cause indicates that the UE is not available for PS service.

5.
S1 UE Context in the eNodeB is released as specified in TS 23.401 [2].
6.
The UE moves to the new cell in the target RAT, establishes an RR connection using legacy procedures. If the UE obtains LA/RA information of the new cell (e.g. based on the system information) and the LA/RA of the new cell is different from the one stored in the UE, it performs a Location Area Update or a Combined RA/LA Update procedure in case the target system operates Network Mode of Operation (NMO) I. Alternatively, in NMO I the UE may perform LA over the RR connection instead of combined RA/LA over the packet access as defined in TS 24.008 [21], clause 4.7.5.2.5, unless enhanced CS establishment in DTM is supported.

7.
When the target GERAN cell does not support DTM, the UE starts the Suspend procedure specified in TS 23.060 [3], clause 16.2.1.1.2. This triggers the SGSN to send a Suspend Request message to the MME. The MME returns a Suspend Response to the SGSN, which contains the MM and PDP contexts of the UE.

8.
The MME starts the preservation of non-GBR bearers and the deactivation of GBR bearers.

9.
The UE responds to the paging by sending a Paging Response message as specified in TS 44.018 [4]. When received at the BSS/RNS, the Paging Response is forwarded to the MSC.

NOTE 3:
The BSS should be prepared to receive a paging response even when a corresponding paging request has not been sent by this BSS. Also, the MSC should be prepared to receive a paging response after a relatively long time from when the CS Paging was sent (step 1a).

9a.
If the MSC that receives the paging response is different from the MSC that sent the paging request and if the Location Area Update / Combined RA/LA Update was not performed in step 6, the MSC shall reject the page response by releasing the A/Iu-cs connection. The BSS/RNS in turn releases the signalling connection for CS domain. The signalling connection release shall trigger the UE to perform a Location Area Update as follows:

-
If the target system operates in Network Mode of Operation (NMO) I the UE shall perform a combined RA/LA update, as defined in TS 23.060 [3]. 

-
If the target system operates in NMO II or III the UE performs a Location Area Update towards the MSC.


The Location Area Update triggers the Roaming Retry for CS Fallback procedure as defined in clause 7.5.

10.
The CS Call Establishment procedure is initiated.

After the CS voice call is terminated and if the UE is still in GERAN, then (as specified in TS 23.060 [3]) the UE shall resume PS services by sending a Routeing Area Update Request message to the SGSN. The Update Type depends on the mode of operation of the GERAN network, e.g. in mode I a Combined RA/LA Update is used and in mode II or III Routeing Area Update is used.

If the UE remains on UTRAN/GERAN after the CS voice call is terminated the UE performs normal mobility management procedures as defined in TS 23.060 [3] and TS 24.008 [21], i.e. if the UE is not registered in the current RA/LA, the UE performs combined RA/LA update procedure when the target system operates in NMO I, or LA update procedure when the target system operates in NMO II/III. Also for NMO I if the UE performed only RA update due to the CS call the UE performs a combined RA/LA update (see TS 23.060 [3], clause 6.3.1) which creates the Gs association.

***** NEXT CHANGE *****
8.3.2
MT-LR procedure
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Figure 8.3.2-1: MT-LR procedure

1.
MSC receives a PROVIDE_SUBSCRIBER_LOCATION message due to CS‑MT‑LR (TS 23.271 [8], clause 9.1.2).

2.
MSC sends Paging (LCS Client Identity, LCS indicator) message to MME.

3.
MME sends Paging (parameters as specified in TS 23.401 [2], CN Domain Indicator, LCS Client Identity, LCS indicator) message to UE. LCS indicator is used to inform the UE that this paging if for MT-LR request. LCS Client Identity and LCS indicator are only included in CS Page if UE is in active mode.

If the UE indicated ‘SMS-only’ or if the UE received an “SMS-only” indication during Mobility Management procedures, it rejects the paging message with "cn-domain" set to CS by sending an Extended Service Request (CS Fallback Indicator, Reject) message towards the MME. Upon receiving the Extended Service request (CSFB, Reject), the MME sends CS Paging Reject towards MSC to stop CS Paging procedure and this CSFB procedure stops.
4.
UE responds with Paging_Resp message in UMTS/GERAN. Service based redirection/reselection or PS Handover may take place as specified in clause 7.

5.
MSC continues with the CS‑MT‑LR procedure as defined in TS 23.271 [8], clause 9.1.2.

***** NEXT CHANGE *****
8.4.2
NW-Initiated Call Independent SS procedure
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Figure 8.4.2-1: NW-Initiated Call Independent Supplementary Service procedure

1.
MSC/VLR receives a trigger for NW-Initiated Call Independent SS procedure.

2.
MSC/VLR sends Paging (optional Caller Line Identification, SS service ID) message to MME.

3.
MME sends Paging (parameters as specified in TS 23.401 [2], CN Domain Indicator, optional Caller Line Identification, SS service ID) message to UE. SS service ID is used to indicate the type of the supplementary service (e.g. USSD) to the UE. Caller Line Identification and SS service ID are only included in CS Page if UE is in active mode.

If the UE indicated ‘SMS-only’ or if the UE received an “SMS-only” indication during Mobility Management procedures, it rejects the paging message with "cn-domain" set to CS by sending an Extended Service Request (CS Fallback Indicator, Reject) message towards the MME. Upon receiving the Extended Service request (CSFB, Reject), the MME sends CS Paging Reject towards MSC to stop CS Paging procedure and this CSFB procedure stops.
4.
The mobile terminating call procedure then takes place as specified in clause 7 "Mobile Terminating Call Procedure".

5.
Once the paging is successfully returned to MSC, Supplementary Service procedures continues as specified in specifications such as TS 23.090 [10].

***** NEXT CHANGE *****
B.2.3
Mobile Terminating Call

This clause describes the mobile terminating call procedures when the UE accepts or rejects CS paging for the CS Fallback to 1xRTT.

When the 1x MSC receives a registration from a UE, it makes note of the RAN equipment from which it received the registration. Subsequent paging activities may thus be directed toward that RAN equipment. However, paging activities by the 1xMSC are not limited to the single RAN equipment from which the registration was received. The MSC may choose to page a wider area, including inter‑system paging. If the 1xMSC has direct interfaces to 1xCS IWS, as well as to 1xRTT access, the MSC may choose to do direct paging activities to both E‑UTRAN and 1x RAN equipments in its attempts to contact the UE.

The 1x paging request sent by the 1xMSC to the 1xCS IWS is delivered to the UE via the tunnel. The UE tunes to 1xRTT access, acknowledges the 1x page and performs the 1xCS procedures for mobile terminated call. When the UE receives a page message, it may not want to accept it based on Caller Line Identification or pre-provisioned local policy. In that case, the UE sends the 1x Release Order to 1xCS IWS over a tunnel in E-UTRAN and EPC.

The detailed procedure is described in figure B.2.3‑1.
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Figure B.2.3-1: CS MT call using fallback to CDMA 1x RTT network

1.
UE is E-UTRAN attached and pre-registered with 1xRTT CS as defined in clause B.2.1.1. The UE may also be pre-register with HRPD access using procedures defined in TS 23.402 [27], clause 9.3.1.

2.
1xMSC sends a paging request to the 1xCS IWS node with Caller Line Identification if available.

3.
1xCS IWS node forwards the 1x RTT CS paging request with Caller Line Identification if available via the S102 tunnel to the MME.

4.
If the UE is in idle state, the MME performs the network initiated Service Request procedure in order to bring the UE to active state prior to tunnelling of the 1x RTT CS paging request toward the UE.

5.
MME forwards the 1xRTT CS paging request to the UE.

6a.
If the UE decides to reject CSFB based on e.g. user decision by Caller Line Identification or UE locally pre-provisioned policy, then the UE rejects the 1x CS paging by sending an 1x Release Order to the MME. The MME forwards the 1x Release Order in an S102 Direct Transfer message to the 1xCS IWS and the 1x IWS sends a Rejection to the 1x MSC. This completes the procedure. 
If the UE indicated ‘SMS-only’ or if the UE received an “SMS-only” indication during Mobility Management procedures, it rejects the paging message with "cn-domain" set to CS by sending an Extended Service Request (CS Fallback Indicator, Reject) message towards the MME.
6b.
If the UE accepts CS paging for the CS Fallback to 1xRTT, the UE sends an Extended Service Request (CS Fallback Indicator) to the MME and proceeds with step 7 to step 15 below.

7.
MME sends S1-AP: UE Context Modification (CS Fallback Indicator) to indicate the E‑UTRAN to move the UE to 1xRTT.

8.
E-UTRAN may optionally solicit a 1xRTT measurement report from the UE to determine the target 1xRTT cell to which the CS Fallback will be performed. If the UE supports concurrent 1xRTT and HRPD PS session handling and the network supports PS handover procedure to HRPD then E-UTRAN may optionally solicit an eHRPD measurement report from the UE to determine the target eHRPD candidates exist.

9a.
If the UE does not support concurrent 1xRTT and HRPD PS session handling or the network does not support PS handover procedure to HRPD then E-UTRAN triggers RRC connection release with redirection to 1xCS and continue with step 10.

9b.
If the UE supports concurrent 1xRTT and HRPD PS session handling and the network supports PS handover procedure to HRPD and if target HRPD candidates exist then E-UTRAN performs one of the following:

-
For either concurrent non-optimized PS handover procedure or optimized idle-mode PS handover procedure along with 1xCS fallback, E-UTRAN redirects the UE to HRPD and 1xRTT with E-UTRAN specific procedure.

NOTE 1.
RAN WG2 needs to decide the applicable E-UTRAN specific procedure for the above bullet.

- 
For concurrent optimized active-mode PS handover procedure with 1xCS fallback, E-UTRAN signals to the UE to start optimized PS handover procedure as defined in TS 23.402 [27] (i.e. Handover from E UTRA preparation request messages 3-11 of clause 9.3.2). E-UTRAN includes the information of concurrent 1xCSFB Operation when forwarding the HRPD message with HO access information to the UE in Mobility From EUTRA Command.


When concurrent non-optimized PS handover procedure or optimized idle-mode PS handover procedure or optimized active-mode PS handover procedure with 1xCS fallback is invoked, UE and network then follow the appropriate PS handover procedure in TS 23.402 [27] and continue with the step 15 below.

NOTE 2.
Other 3GPP2 specific procedure (e.g. how UE performs concurrent operation in 3GPP2 network) is outside the scope of this specification.

NOTE 3.
E-UTRAN may invoke concurrent optimized active-mode PS handover procedure or non-optimized PS handover procedure when it receives S1-AP: UE Context Modification with CSFB indication.

10.
E-UTRAN sends an S1 UE Context Release Request (Cause) message to the MME. Cause indicates that the S1 UE Context Release was caused by CS fallback to 1xRTT.

11.
MME sets the UE context to suspended status and sends to the S-GW a Suspend Request (IMSI) message that requests the suspension of EPS bearers for the UE. The S1-U bearers are released for all EPS bearers by the MME and all GBR bearers are deactivated. The non-GBR bearers are preserved and are marked as suspended in the S-GW.

12.
S-GW acknowledges the Suspend Request message and marks the UE as suspended. When a downlink data arrives at the S-GW, the S-GW should not send a downlink data notification message to the MME if the UE is marked as suspended.

13.
S1 UE Context in the E-UTRAN is released as specified in TS 23.401 [2].

14.
UE tunes to 1xRTT and acknowledges the page by transmitting a 1xRTT Paging Response message over the 1x Access Channel.

15.
Subsequently UE performs the procedure for mobile terminated call establishment as specified in 3GPP2 A.S0013 [18].

16.
In case PS HO to HRPD access was also initiated in Step 9, the UE performs handover procedures to HRPD access as specified in TS 23.402 [27]. Step 16 and Step 15 occur in parallel.

Once CS service ends in the 1xCS domain the UE returns to E-UTRAN by performing reselection. The EPS service is resumed as described in clause 6.5.

***** END OF CHANGES *****
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