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**** BEGIN CHANGE ****
4.3.1.2.3
Co-existence of ICS UE and MSC Server assisted mid-call support

The MSC Server assisted mid-call feature can only be triggered if UE, MSC Server, and SCC AS all have indicated support of the MSC Server assisted mid-call feature.

A UE may implement both ICS UE capability and the MSC Server assisted mid-call support for situations when the ICS UE capabilities cannot be used or be maintained after the transfer. For such a scenario, if ICS UE indicates both capabilities then the SCC AS needs to determine which capabilities are used to transfer the additional active or inactive sessions. The following logic is applied in the SCC AS to achieve this:

-
If the Access Transfer request is made using ICS UE capabilities, the SCC AS detects that ICS UE capabilities are used and executes the transfer according to procedures defined in clause 6.3.2 of the present document.

- 
If the Access Transfer request is made via the MSC Server, the SCC AS needs to determine whether ICS capabilities are used:

-
If the ICS UE is able to use ICS capabilities, then clause 6.3.2 of the present document applies.

-
If the ICS UE is not able to use ICS capabilities, then MSC Server assisted mid-call capability is used.



The SCC AS can determine whether ICS capabilities are used based on the local configuration, or alternatively delay for an adequate time sending the session state information to the  MSC Server in order to trigger the MSC Server assisted mid-call feature such that the potential re-establishment of Service Control Signalling Path by the ICS UE can be excluded.
**** END CHANGE ****
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