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Abstract of the contribution: This paper provides text to Clause 5.6.3.1.3.1 for the UTRAN Initiated Reset Resource procedures for the ‘Intra Domain Connection of RAN Nodes to Multiple CN Nodes’.
Discussion
Recommendation

It is proposed to update the following text into the latest version of TR 23.823 for the study of the ‘Intra Domain Connection of RAN Nodes to Multiple CN Nodes’.
*** begin of the changes ***
5.6.3.1.3.1
UTRAN Initiated Reset Resource

 SHAPE  \* MERGEFORMAT 
[image: image1]
Figure 5.6.3.1.3.1.1
RNC initiated Reset Resource Procedure

The RNC initiates the procedure by sending a RESET RESOURCE message to the CN. On receipt of the RESET RESOURCE message, the NNSF node should broadcast this message to all the CN.

On reception of this message the CN shall release the local resources and references (i.e. resources and Iu signalling connection identifiers) associated to the Iu signalling connection identifiers indicated in the received message. The CN shall always return the RESET RESOURCE ACKNOWLEDGE message to the RNC when all Iu-related resources and references have been released.

After received of the RESET RESOURCE ACKNOWLEDGE message from all the MSC, the NNSF node transfers the latest RESET RESOURCE ACKNOWLEDGE message to the destination RNC and stops the Timer. If the Timer times out, the SNSF node transfers the latest RESET RESOURCE ACKNOWLEDGE message to the RNC and discards others RESOURCE ACKNOWLEDGE message which is sent after the Timer time out. 
*** End of the changes ***










































































































































































































































































































































































































































































































































Receipt of Reset Resource Acknowledge message from all the MSC within a period TIME
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