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Abstract of the contribution:  This contribution provides the information flow for the feature supporting the establishment of a Collaborative Session during the establishment of an IMS originating session.
All NEW TEXT
6.x
Establish Collaborative Session on IMS session origination (single Controller UE)
UE-1 establishes an IMS session with a remote party and establishes a Collaborative Session with UE2 belonging the same IMS subscription as part of a single procedure. The Collaborative session is anchored at the SCC AS. UE-1 may establish the Collaborative Session with one or more media being established on the Controllee UE and with zero or more media on the Controller (itself). Following is an information flow for this procedure.

Figure 6a.x.1-1: Establish Collaborative Session on IMS session origination

1.
UE-1 sends a request to the SCC AS to establish a Collaborative Session with UE2 (with Media Flow-A on UE-1 and Media Flow-B on UE-2), and an IMS session with a remote party. The IUT request shall include the enough information for the SCC AS to:

-
identify media flows associated with each UE;

-
keep the control of the Collaborative Session in UE-1.

2.
The SCC AS verifies UE-1 and UE-2 belong to the same subcription and establishes the Access Leg with UE-1 for Media Flow-A, and  the Access Leg with UE-2 for Media Flow-B. 

3.
The SCC AS sends the IMS session establishment request on to the remote party for a session with Media Flows A and B and completes the setup of the access legs on UE1 and UE2.
4.
The SCC AS indicates to UE1 that the requested Collaborative and IMS sessions are established.

A Collaborative Session is established, for which UE-1 becomes the Controller UE and UE-2 becomes a Controllee UE.

Editor’s Note: Steps 2 and 3 need to be expanded.
Editor’s Note: It is FFS if Step 4 is a part of step 3.
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2. Establish access legs for UE1 Media-A and UE2 Media-B





3. Establish IMS session with Remote Party and complete access leg setup for UE1 and UE2
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