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1. Overall Description:

SA2 would like to thank CT1 and RAN2 LSs regarding Transport and storage of capabilities for UE positioning.

SA2 has discussed the alternative solutions and reached the same conclusion as CT1, Alternative 2 (UE capability delivery within LPP session).

SA2 decision is based on the optimal architecture design.  The recommended alternative 2 utilizes network resource efficiently e.g., transport location capability when location session is initiated and does not require MME to store location capability.     

Some companies in SA2 would like to consider sending the UE LCS capability over the initial LCS NAS signalling from UE to the MME (e.g. MO-LR Request, Location Notification Return Request) then forwarded to the E-SMLC to minimize the delay for position handling. 
2. Actions:

To TSG CT WG1 and RAN WG2 groups:
ACTION 1: SA2 asks CT1 and RAN2 to take above conclusions into account and continue necessary specification works accordingly.
ACTION 2: SA2 would like to hear CT1 view on the feasibility of sending the UE LCS capability over initial LCS NAS signalling within Rel- 9 timeframe.
3. Date of Next TSG-SA WG2 Meetings:

TSG-SA2 Meeting #77
18th – 22nd January 2010
Shenzhen, China
TSG-SA2 Meeting #78
22nd – 26th February 2010
San Francisco, USA

