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Abstract of the contribution:

This contribution proposes the impacted entities for the CS Fallback Solution. 
******************* Start of the 1st Change *********************
6.3
CS Fallback 
6.3.1
CS Fallback to GERAN/UTRAN 
6.3.1.1
Key Issue - Priority handling of mobile terminating call
6.3.1.1.3
Impacted entities in the System
To realize the above mentioned solution, the following impacts to existing specifications are expected.

For MME:

· Send Paging massage with priority indication to the eNodeB.
· Memorizes that it has sent Paging message with priority indication to the eNodeB correlating with an UE identifier.
· Identify the paging response is the reply to the Paging message with priority indication.
For eNodeB:

· Enable to receive priority paging and perform preferentially handling for that request.

· For other aspects, impacts described in 6.3.1.2.3 are applied.
******************* End of the 1st Change *********************

******************* Start of the 2nd Change *********************
6.3.1.2
Key Issue2 - Priority radio resource handling in CS fallback
6.3.1.2.3
Impacted entities in the System
To realize the above mentioned solution, the following impacts to existing specifications are expected.

For MME:

· Send S1-AP Request message to the eNodeB with priority indication.
For eNodeB:

· Priority radio resource handling, i.e. allocate radio bearer resources to the UE preferentially compared to other normal calls if priority is indicated by MME.
· Forward the priority indicator to the target RNC by the Source to Target transparent container.
For RNC:

· Priority radio resource handling, i.e. allocate radio bearer resources to the UE preferentially compared to other normal calls if priority is indicated in received Source to Target transparent container.
******************* End of the 2nd Change *********************

******************* Start of the 3rd Change *********************

6.3.1.X
Key IssueX - Priority handling of mobile originating call
To realize the above mentioned solution, the following impacts to existing specifications are expected.

For UE:

· Set the priority indication specific to priority service in NAS Extended Service Request if Access Class is within the range from 11 to 15.
For MME:

· Send S1-AP Request message to the eNodeB with priority indication.
For other aspects, impacts described in 6.3.1.2.3 are applied.
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