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Abstract of the contribution: concludes that providing GTP based S2b is feasible, recommends normative work within the Rel-10 timeframe and identifies impacts to SA specifications.
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7
Conclusion

Through the preceding technical analysis within this technical report, it is concluded that providing a GTP based S2b interface as an alternative to the existing PMIP based S2b definition is a feasible option.

It is recommended to 3GPP that the necessary detail within this report be used as a basis for further technical work within the Release 10 timeframe. It is further recommended that Stage 2 work be specified within existing specifications as defined within Annex A.
Annex A (informative):
Impacts to Existing SA Specifications

Table A.1 identifies the existing SA specifications that require modification to define a GTP based S2b interface.

Table A.1
	Existing Specification
	Responsible WG
	Brief summary of impacts

	3GPP TS 23.002 [x]
	SA2
	Addition of the option for the ePDG to support GTP on S2b. Addition of the reference to 3GPP TS 29.274 for the S2b interface.

	3GPP TS 23.402 [4]
	SA2
	Addition of new procedures/call flows required to support GTP on the S2b interface. Main new call flows are identified within clause 5.1.3. New call flows shall reference the existing PMIP S2b call flows to a large extent.

	3GPP TS 23.203 [y]
	SA2
	Precise non-3GPP access specific aspects with GTP S2b: no BBERF; no Gxb interface; no vPCRF (and S9 interface) for roaming with Home Routed traffic (i.e. non-LBO traffic).


































































































