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This contributions provides some cleanup of the rSRVCC TR23.885
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3
Definitions and abbreviations

3.1
Definitions

For the purposes of the present document, the terms and definitions given in TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].

Reverse Single Radio Voice Call Continuity: Voice call continuity from CS access to IMS over PS access for calls that are anchored in IMS when the UE is capable of transmitting/receiving on only one of those access networks at a given time. This is also referred to as Single Radio Voice Call Continuity from E-UTRAN/HSPA to UTRAN/GERAN in this technical report.

Single Radio Voice Call Continuity: Voice call continuity from IMS over PS access to CS access for calls that are anchored in IMS when the UE is capable of transmitting/receiving on only one of those access networks at a given time. This is also referred to as Single Radio Voice Call Continuity from UTRAN/GERAN to E-UTRAN/HSPA in this technical report.Service Continuity: see TS 22.278 [2]
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4
Requirements and Assumptions

4.1

Assumptions

Single Radio Voice Call Continuity (SRVCC) from 3GPP UTRAN/GERAN CS access to 3GPP E-UTRAN/HSPA access shall re-use existing functions defined for SRVCC from E‑UTRAN/HSPA to UTRAN/GERAN in TS 23.216 [7] as much as possible. The solution shall minimize impacts to Rel-8 SRVCC mechanisms. The results of the study on performance enhancements in TR23.856 [8] shall be taken into account in this study. The following scenarios shall be studied:

· SRVCC from GERAN without DTM support to E-UTRAN 

· SRVCC from UTRAN/GERAN with PS HO support to E-UTRAN

· SRVCC from GERAN without DTM support to UTRAN (HSPA)

· SRVCC from UTRAN/GERAN with PS HO support to UTRAN (HSPA)

Editor's Note: How/whether all the above scenarios can be supported is FFS.
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5
Architecture model and reference points
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6
Solutions
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