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	The current specification has a message “Alert-MME-Request”, which is a GTPv2 message sent from MME to SGSN when ISR is active.  This function is used to monitor UE's radio contact in SGSN to trigger the retransmission of CS-SMS e.g. upon Intra-SGSN RAU or periodic RAU.
This procedure is apparently NOT necessary in the non-roaming case if SMS-Router with PS-SMS is used for the PLMN in which the MME is located. When PS-SMS is used, the purpose of the "Alert-MME" procedure (i.e. monitoring UE activity in SGSN) can be fulfilled by utilising MNRG (Mobile not reachable GPRS).
Therefore, there is an exceptional case where MME-Alert does not need to perform redundant procedure especially when SMS Router with PS-SMS is used for non-roaming scenario.
Secondly, it is clarified that SGSN only sends UE Activity indication if S3 SMS Alert Flag (SSAF) is set. SSAF is set in SGSN upon receiving MME-Alert.
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******************** START OF CHANGE ********************

8.2.5c
Unsuccessful Mobile terminating SMS delivery attempt

As specified in clause 3.2.8 of TS 23.040 [14], setting the Mobile Station Not Reachable Flag (MNRF) in the MSC/VLR is mandatory. However, when using the SGs interface, the MSC/VLR has delegated the 'implicit detach' functionality to the MME (and/or, if Network Mode of Operation 1 is in use in GERAN/UTRAN, to the SGSN).

If an SGs based MT SMS delivery attempt fails, the MSC/VLR shall set its MNRF and send an SGs interface Alert Request message to the MME. Upon receipt of Alert Request message, MME shall set its Non-EPS Alert Flag (NEAF) and if ISR is activated, the MME shall then send an S3 interface Alert-MME-Request message to the SGSN. SGSN shall set the S3 SMS Alert Flag (SSAF).
If the MME operator knows (e.g. because it is in the HPLMN) that the receiving UE’s HPLMN deploys SMS-Router, and if the receiving UE’s HPLMN uses both SMS via MSC and SMS via SGSN, then  the MME may not send the Alert-MME-Request message to the SGSN for that UE. 
Note:
The receiving UE's HPLMN should ensure that the SMS-Router in the receiving UE's HPLMN only returns SMS-Router address to the SMS-GMSC of the sender UE's PLMN.
Subsequently, if the UE makes radio contact with the SGSN and SSAF is set, the SGSN informs the MME with an S3 interface UE-Activity-Indication. Upon receipt of the S3 interface UE-Activity-Indication, or, if the UE makes radio contact with the MME, the MME sends an SGs AP UE-Activity-Indication message to the MSC/VLR.
Upon receipt of an SGs AP UE-Activity-Indication message, or signalling on the A, Iu-cs or Gs interface for that UE, the MSC/VLR shall inform the HLR.
******************** START OF CHANGE ********************
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