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Abstract of the contribution: This paper provides some cleanups of the TR contents and removes unnecessary clause related to multiple Controller UEs.
Proposal 

As the group agreed that there is only one Controller UE at a time in a Collaborative Session, there is no need to differentiate the cases for Single Controller UE from the cases for multiple Controller UEs. Therefore, it is proposed to some cleanups of the TR contents in the scenarios for single Controller UE and removes unnecessary clause related to multiple Controller UEs.
Begin Change 1

4.1
Scenarios for Collaborative Session
The following is the list of scenarios that describe the new and enhanced IUT capabilities for Collaborative Sessions :
Begin Change 2

4.1.2
Establishment of Collaborative Session at IMS session termination

This scenario enables the IMS IUT user to establish a Collaborative Session when accepting a terminating IMS session. The different UEs to be involved in the Collaborative Session may belong to the same IMS subscription or to different IMS subscriptions. 

In the example of Collaborative Session termination shown in Figure 4.1.2-1, a remote party sets up a session with audio and video media flows to UE-1. The user at UE-1 accepts incoming session as a Collaborative Session with audio media flow in UE-1, video media flow in UE-2, and control of the Collaborative Session in UE-1. After the successful setup of the Collaborative Session, there is audio media flow between UE-1 and remote party, video media flow between UE-2 and remote party, and UE-1 controls the Collaborative Session.
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Figure 4.1.2-1: Establishment of Collaborative Session at IMS session termination
Begin Change 3
4.2
Void

End Change
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