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	When ISR is NOT used and a CSFB UE moves from MME to SGSN, Inter-RAT RAU is without IMSI attach indication.  In this case, SGSN will not establish Gs-interface as per 29.018 and thus MT voice call procedure will fail (i.e. paging will not be delivered to the UE in UTRAN/GERAN access)

To resolve this, functions added in Rel-9 TS23.401 CR1486 is also required in Release 8.  With this function, SGSN will have Gs-Null state upon performing Inter-RAT TAU to MME, so that SGSN will re-establish Gs interface upon Inter-RAT RAU as per 29.018.
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	During the successful Inter-RAT TAU/RAU/handover procedure and ISR activated is not indicated to the UE, the old S4 SGSN/old MME changes the EMM state of the UE to GPRS-IDLE/PMM-DETACHED/EMM-DEREGISTERD.
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First changes
4.6.2.1
EMM-DEREGISTERED

In the EMM‑DEREGISTERED state, the EMM context in MME holds no valid location or routing information for the UE. The UE is not reachable by a MME, as the UE location is not known.

In the EMM-DEREGISTERED state, some UE context can still be stored in the UE and MME, e.g. to avoid running an AKA procedure during every Attach procedure.

During the successful Inter-RAT TAU/RAU/handover procedure and ISR activated is not indicated to the UE, the old S4 SGSN/old MME changes the EMM state of the UE to GPRS-IDLE/PMM-DETACHED/EMM-DEREGISTERD.
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