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Abstract of the contribution: Proposes a solution for selective anchoring based on SRVCC capability of the UE using alt.2 for the retrieval of the SRVCC capability of the UE  
1. Discussion

This P-CR introduces the changes required in TR 23.856 if alt.2 as described in “Anchoring Decision based on SRVCC capability” discussion paper (S2-103621) is selected as the way forward.

In Alternative 2) the SCC AS obtains the UE SRVCC capability from the serving node via the HSS ISD Req/ISD Ans and response to the Sh-Update.
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In this alternative HSS does not need to store the UE SRVCC capability rather the SCC AS retrieves it directly from the serving node via the HSS using Sh-Update and Insert Subscriber Data. The response from the serving node is contained in Insert Subscriber Data and Sh-Update-Answer. This approach resembles the signalling exchange that the “IMS Voice over PS Sessions Supported” is retrieved from the serving node via the HSS.
· The SCC AS sends Sh-Update to HSS including the updated STN-SR

· The HSS sends Insert Subscriber Data including the updated STN-SR to the MME

· The MME responds with Insert Subscriber Data Answer including the SRVCC capability. The MME stores the updated STN-SR only if the UE has SRVCC capability. In this case it returns the SRVCC capability in Insert Susbcriber Data Answer
· The HSS receives the Insert Subscriber Data Answer and if it contains the SRVCC capability it stores the updated STN-SR it has received in Sh-Update.
· The HSS returns Sh-Update-Answer including the SRVCC capability to the SCC AS

· The SCC AS informs the ATCF about the SRVCC capability of the UE e.g. using 200OK of the registration to the S-CSCF and NOTIFY from S-CSCF to ATCF

2. Proposal
It is proposed to accept the following changes in TR 23.856.
Start of 1st Change

Changes on top of S2-10xxxx SIP based alt_flow_R20.zip
6.X.3.1
Selection of the ATCF
To ensure that the MSC Server selects the correct ATCF during SRVCC procedure, a routable STN-SR pointing to the ATCF shall be provided to the MME before SRVCC procedure is triggered. 
The ATCF shall allocate the STN-SR when the user registers in the IMS. The STN-SR shall be provided through IMS and via third-party registration to the SCC AS. The SCC AS shall further provide the STN-SR via the HSS, which in turn shall update the MME / SGSN. The MME / SGSN will use the STN-SR in the same way as the Rel-8/9. The HSS will store the updated STN-SR only if the UE has SRVCC capabilities.
NOTE 1:
If the SCC AS receives a third-party register without a STN-SR pointing to the ATCF, it will clear any existing STN-SR that has been set and provide a home network configured STN-SR.
The following figure shows an example of IMS registration flow where the ATCF provides the STN-SR to the home network. Existing IMS Registration procedures described in TS 23.228 [8] are used to register the user in IMS.
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Figure 6.X.3.1-1: IMS Registration
1.
UE-1 sends an initial SIP REGISTER request to home network via ATCF (P-CSCF not shown in flow).
2.
ATCF decides, based on operator policy and if the home network supports eSRVCC, to allocate a STN-SR. The ATCF include itself in the signaling path for subsequent messages during the registration period.
3.
If allocated, the STN-SR is included in the request forwarded to the I/S-CSCF.

NOTE 2: 
Service level agreements are used to understand whether the home network supports eSRVCC. In addition, as fall back, the ATCF will as well understand whether eSRVCC is activated in the SCC AS by the reception of C-MSISDN/ATN-STI during session setup. 
4.
The S-CSCF sends the SIP REGISTER request to the SCC AS according to the third-party registration procedure.
NOTE 3: 
In case of multiple registrations from the UE from multiple accesses, the SCC AS will only receive and use a STN-SR from an ATCF in the mobile network. 
5.
The SCC AS sends Sh-Update message to the HSS in order to conditionally update the STN-SR and retrieve the SRVCC capability of the UE as specified in TS23.216[xx].
NOTE 4: 
If an ATCF does not exist or the ATCF decided not to be included in step 2, the SCC AS will allocate a STN-SR that can be used to route to this SCC AS and provide it into the HSS, thereby replacing any previously stored STN-SR. SCC AS will then fall back to basic (Rel-9) SRVCC functionality for the registered user. If the subscriber is not SRVCC subscriber, no STN-SR will be set or provided to the MME. 

NOTE 5:
SCC AS will only need to update the STN-SR in the HSS at initial registration. If the STN-SR has not changed since previous initial registration, there will be no update towards MME done. 
6.
The HSS sends Insert Subscribtion Data message to the MME including the STN-SR.If the MME/SGSN identifies that the UE has SRVCC capability then stores the updated subscription data.

7.
If the STN-SR is updated the MME/SGSN returns Insert Subscription Data Answer including an indication of the UE SRVCC capability 

8.
The HSS receives the Insert Subscription Data Answer and if it includes the SRVCC capability it stores the STN-SR it received in step 5. It then send Sh-Update-Answer including the SRVCC capability to the SCC AS.
9.
The SCC AS returns the 200 OK including SRVCC Allowed indication to the I/S-CSCF if SCC AS decides enhanced SRVCC procedure can be applied in step7.

10.
The I/S-CSCF send the Notify message including SRVCC Allowed indication to the ATCF. ATCF stores this information for anchoring judgement for originating sessions in PS.
NOTE 6: 
ATCF may remove itself from the SIP signalling path if it does not receive SRVCC Allowed indication 
in step10


.
If the UE moves in idle mode to a new MME/SGSN and receives a new IP address, it will re-register in the IMS and a new ATCF may be selected. If the UE does not receive a new IP address, it will still be re-registered on the old P-CSCF and using the old ATCF. 
End of 1st Change

Start of 2nd Change

 Changes on top of S2-10xxxx SIP based alt_High level concept_R20.zip
6.X.2.1.2
ATCF anchoring

The following implementation methods could be used to determine if the ATCF should be including itself at all during registration:

-
If UE is roaming, based on the roaming agreement (e.g., home operator also support eSRVCC function in SCC AS/HSS). 

-
Based on local configuration (e.g., if operator always deploys IBCF, MGCF etc. with media anchor for inter-operator calls).

-
Based on registered communication service and media capabilities of the UE. 
-
Based on whether ATCF received SRVCC Allowed indication for the UE.
NOTE 1: 
If the ATCF decides not to include itself during registration, it will not be possible to use the ATCF enhancements during and after the registration period. The SCC AS will fall back to the Rel-9 SRVCC procedures. 

The following implementation methods could be used to determine if the ATCF should anchor the media in the ATGW for an originating or terminating call:

-
If the UE is roaming or not. 

-
Based on local configuration (e.g., if operator always deploys IBCF, MGCF etc. with media anchor for inter-operator calls).

-
Based on the communication service and media capabilities used for the session. 

-
Based on knowledge of which network the far party is in.
-
Based on whether ATCF received SRVCC Allowed indication for the UE.
The decision to anchor media at the ATGW, during the session origination or termination, can occur either at receipt of SDP offer or after a round trip of SIP signalling with the remote party depending on the method(s) used for determining whether to anchor media or not.

Editor’s Note: The above anchoring criteria need to be further refined based on discussion on what methods could be applicable, and the level of details that is seen needed. The above should not be regarded as finally agreed. 
6.X.2.2
ATGW

A functionality for user plane is proposed to be defined, i.e., Access Transfer Gateway (ATGW). The ATGW is controlled by the ATCF and stays in the session media path for the duration of the call and after access transfer, based on the local policy of the serving network. The ATGW is depicted as standalone functionality in the description, but an existing gateway can be used, i.e., only existing gateway functionality is required. 
NOTE:
Depending on placement of the ATCF, different physical nodes can be considered for the ATGW, e.g., IMS-AGW, TrGW, P-GW or CS-MGW. In all of these cases, the existing interfaces already support the possibility to anchor the media, and no additional extensions of protocol and interface would be needed. 

6.X.2.3
SCC AS

The SCC AS shall be based on the functionality specified in TS 23.237 [4], with the following enhancements:

-
Correlate the dialog created by Access Transfer Update message with the remote dialog;

-
Clear any existing STN-SR that has been set and provide to the HSS a 
-
home-network configured STN-SR if a third-party register without a STN-SR is received; or

-
STN-SR received in a third-party register

-
Provide the C-MSISDN and a routable Access Transfer Update - Session Transfer Identifier (ATU-STI) to the ATCF during session establishment.
-
Decide whether to perform enhanced SRVCC procedure based on SRVCC capability of the UE and SRVCC subscription information that are retrieved during third party registration procedure.

-
Notify the SRVCC Allowed indication to the ATCF if SCC AS decides to provide enhanced SRVCC procedure.

6.X.2.4
HSS

The HSS need to allow the SCC AS to update the user profile with a new STN-SR. In the case the ATCF is involved, the STN-SR will address the ATCF, otherwise, it will address the SCC AS. 
The HSS stores UE SRVCC Capability during EPS Attach and Tracking Area Update procedure, and forward this information to the SCC AS during the third party registration procedure.
End of 2nd Change
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