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4.3.3.2
Public User Identities

Every IM CN subsystem user shall have one or more Public User Identities (see TS 22.228 [8]), including at least one taking the form of a SIP URI (see IETF RFC 3261 [12]). The Public User Identity is used by any user for requesting communications to other users. For example, this might be included on a business card.

-
Both telecom numbering and Internet naming schemes can be used to address users depending on the Public User identities that the users have.

-
The Public User Identity shall take the form as defined in TS 23.003 [24].

-
An ISIM application shall securely store at least one Public User Identity. For UEs supporting only non-3GPP accesses, if neither ISIM nor USIM is present, but IMC is present, the Public User Identity shall be stored in IMC. It shall not be possible for the UE to modify the Public User Identity, but it is not required that all additional Public User Identities be stored on the ISIM application or IMC.

-
A Public User Identity shall be registered either explicitly or implicitly before originating IMS sessions and originating IMS session unrelated procedures can be established by a UE using the Public User Identity. Subscriber-specific services for unregistered users may nevertheless be executed as described in clause 5.6.5. Each implicit registration set shall contain at least one Public User Identity taking the form of a SIP URI for all service profiles represented in the implicit registration set.
NOTE:
An implicit registration set can contain Public User Identities of more than one service profile. Creating the subsets of an implicit registration set based on the service profiles represented, each of these subsets must contain a SIP URI, as third party registration requests (for details see subclause 5.4.1.7 in TS 24.229 [10a]) must include an identity from the relaed service profile.
-
It shall be possible to identify Alias Public User Identities. For such a group of Public User Identities, operations that enable changes to the service profile and the service data configured shall apply to all the Public User Identities within the group. This grouping information shall be stored in the HSS. It shall be possible to make this grouping information available to the AS via the Sh interface, and Sh operations are applicable to all of the IMPUs within the same Alias Public User Identity group. It shall be possible to make this information available to the S‑CSCF via the Cx interface. It shall be possible to make this information available to the UE via the Gm interface.


-
A Public User Identity shall be registered either explicitly or implicitly before terminating IMS sessions and terminating IMS session unrelated procedures can be delivered to the UE of the user that the Public User Identity belongs to. Subscriber-specific services for unregistered users may nevertheless be executed as described in chapter 5.12.

-
It shall be possible to register globally (i.e. through one single UE request) a user that has more than one public identity via a mechanism within the IP multimedia CN subsystem (e.g. by using an Implicit Registration Set). This shall not preclude the user from registering individually some of his/her public identities if needed.

-
Public User Identities are not authenticated by the network during registration.

-
Public User Identities may be used to identify the user's information within the HSS (for example during mobile terminated session set-up).
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