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3
Definitions, symbols and abbreviations

3.1
Definitions

For the purposes of the present document, the terms and definitions given in TR 21.905 [11] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [11].

Charging Data Record: Record generated by a network element for the purpose of billing a subscriber for the provided service. See TS 32.260 [35] for further details.

Connectivity Session Location and Repository Function (CLF): As per ETSI ES 282 004 [18], the Connectivity Session Location and Repository Function (CLF) registers the association between the IP address allocated to the UE and related network location information, i.e.: access transport equipment characteristics, line identifier (Logical Access ID), IP Edge identity.

Emergency Call Server (ECS): The functional entity consists of a Location Retrieval Function (LRF) and either a routing proxy or a redirect server, e.g. an ECS contains a VPC and a Routing Proxy or Redirect Server in NENA I2 architecture [17].

Emergency‑CSCF: The Emergency‑CSCF handles certain aspects of emergency sessions, e.g. routing of emergency requests to the correct emergency centre or PSAP.

Emergency Service Query Key (ESQK): A 10-digit North American Numbering Plan number used to identify a particular emergency call instance. It is used by the LRF as a key to look up for the location information and callback information associated with the emergency call instance and is also used by the PSAP to query location information from the LRF.

Emergency Service Routing Key (ESRK): see TS 23.271 [5] or J‑STD‑036 [23].

Emergency Service Routing Number (ESRN): North American Numbering Plan number used for routing of an emergency call to the appropriate gateway for an eventual delivery towards a CS-based PSAP.

Geographical Location Information: Location indicated in geographical terms, for example geographical coordinates or street address (e.g. as supported by IETF RFC 4119 [14]).

Location Identifier: Information about the current location of the UE in the network. Location is indicated in network terms, for example using the global cell id in cellular networks, line-id in fixed broadband networks, (OMA-Location also uses this term, but OMA so far defines the Location Identifier only for cellular access.)

Location Information: The location information may consist of the Location Identifier, and/or the Geographical location information.

Location Retrieval Function (LRF): This functional entity handles the retrieval of location information for the UE including, where required, interim location information, initial location information and updated location information. The LRF may interact with a separate RDF or contain an integrated RDF in order to obtain routing information. The LRF may interact with a separate Location Server or contain an integrated Location Server in order to obtain location information. The LRF may interact with or contain other types of location server functions in order to obtain location information.

Location Server (LS): General term for the entity responsible for obtaining the location of the UE (e.g. GMLC see 3GPP TS 23.271 [5], MPC see 3GPP2 X.S0002 [24] or SLP see OMA AD SUPL [15]).

Last Routing Option (LRO): A number, which may be used in the event of network failure towards a specific location based PSAP or a number that can be associated to a national or default PSAP/Emergency centre.
For the purposes of the present document, the following terms and definitions given in 3GPP TS 24.229 [19] apply:

Private Network Traffic
NOTE:
All traffic from UEs having registered a contact bound to a public user identity receiving hosted enterprise services, is private network traffic.
Public Network Traffic
Private Numbering Plan: As per ETSI TS 181 019 [x2], numbering plan explicitly relating to a particular private numbering domain.

Public Safety Answering Point (PSAP): A physical location, where emergency calls from the public are received.

Routing Determination Function (RDF): The functional entity, which may be integrated in a Location Server or in an LRF, provides the proper PSAP destination address to the E‑CSCF for routing the emergency request. It can interact with a LS to manage ESQK allocation and management, and deliver location information to the PSAP.
Next change

4.1
Architectural Principles

The solution for emergency sessions in the IMS fulfils the emergency principles and requirements of TS 22.101 [8], TS 22.228 [27] and the following architectural requirements:

1.
Void.

2.
Emergency services are independent from the IP-CAN with respect to the detection and routing of emergency sessions. The emergency services shall be possible over at least a cellular access network, a fixed broadband access, I-WLAN access and a nomadic access.

3.
Any kind of emergency numbers, and emergency SIP and TEL‑URIs as specified in TS 22.101 [8], and special indications for emergency sessions within the SIP signalling shall be supported. The URIs allowed to resolve to emergency services may be subject to local policy in the serving network (e.g. determined by national regulatory requirements applicable to emergency services).

4.
Emergency sessions should be prioritized over non-emergency sessions by the system.

5.
The establishment of IMS emergency sessions shall be possible for users with a barred public user identity.

6.
The primary solution shall be that the UE can detect an emergency session (e.g. by evaluating the SIP-URI or the dialled number) by itself and indicates the emergency session to the network. The cases where the UE can't detect an emergency session shall also be supported.

7.
The solution shall work in case the UE has sufficient credentials to authenticate with the IMS and is registered to the IMS or is not registered with the IMS. The case where the UE does not have sufficient credentials to authenticate with the IMS shall also be supported where regulations allow.

In the case that UE is not already IMS registered, it shall perform a registration for the support of emergency services (emergency registration).

In the case a UE is already IMS registered, the UE may skip the additional emergency registration if the UE is aware that it is in its home network (e.g. including IP-CANs where roaming outside the home network is not supported).

If the UE does not have sufficient credentials to authenticate with the IMS it shall be possible to perform session establishment without an existing security association between UE and P‑CSCF, and the UE shall include an equipment identifier (the specific details of the equipment identifier to use may depend upon the IP-CAN) in the request to establish an emergency session.

Subject to local regulation and operator policy the network and the UE shall support the same authentication and security methods for an emergency service request as for non-emergency requests.
8.
It shall be possible to reject emergency service requests from an UE, without sufficient credentials to authenticate with the IMS in networks where emergency services from UEs with sufficient credentials to authenticate with the IMS are required.

9.
Emergency Service is not a subscription service and therefore, when the UE has roamed out of its home network, emergency services shall not be provided by the home network and shall be provided in the roamed-to network if the roamed-to network supports emergency sessions. If a UE has sufficient credentials, it shall initiate an emergency registration with the network (requiring the involvement of the home network). The CSCFs providing service for emergency sessions may be different from the CSCFs involved in the other IMS services. If the registration fails, the UE may attempt an anonymous emergency call.

10.
If an emergency session establishment request is routed to a P‑CSCF located in the home network, the home network should be able to detect that the session is for emergency service (whether indicated as such or not) and respond to the UE indicating that the UE should initiate an emergency session in the visited network (e.g. via the CS domain of the visited network).

11.
Emergency centres and PSAPs may be connected to the PSTN, CS domain, PS domain or any other packet network.

12.
The architecture shall enable emergency centres and PSAPs to request a PSAP call back session to a UE with which the Emergency centres or PSAPs had an emergency session, if the UE is registered (i.e. containing valid credentials). PSAP call back is subject to local regulation.

NOTE 1:
Unrecognized PSAP call back sessions are treated as normal calls.

13.
The IMS core network shall be able to transport information on the location of the subscriber.

14.
Void.

15.
The network shall be able to retrieve the caller's location;

16.
As a regional option, the network shall be capable of assigning a routable location key (i.e. Emergency Services Query Key, a.k.a. ESQK, which has the same properties as the existing ESRK in wireless 911 services) to an IMS emergency session, and releasing the ESQK when the emergency session is terminated.

17.
The network shall provide the caller's location information to the PSAP upon query from the PSAP.

18.
The network shall provide the possibility to route to a default answering point given the scenario where the local PSAP can not be determined.

19.
The network may provide a capability to enable a UE to obtain local emergency numbers.

20
A UE should support a capability to obtain local emergency numbers from the network once such a capability has been defined and agreed.

21.
It shall be possible in the network (e.g. in the E‑CSCF) to prevent the sending of the information of the users, such as public user identifiers and the location information to the PSAP when explicitly requested by the user, i.e. request on session by session basis and national regulator policy applicable to emergency services requires the user to be allowed to request privacy.

22.
Void.

NOTE 2:
TS 24.008 [13] contains a procedure to provide local emergency numbers for UMTS and GPRS access but the procedure is not applicable to I-WLAN or cdma2000 HRPD and contains a limited number of emergency service categories. Therefore, an improved capability may need to be developed for IMS Emergency calls.

23.
Indications for PSAP call back sessions in SIP signalling shall be supported, where required by regulation in the home network.

NOTE 3:
It is assumed that due to regulatory requirement, an IP based PSAP includes the PSAP call back indication when the IP based PSAP originates a PSAP call back call.
yy.
Subject to operator policy, the architecture shall allow an emergency session to be initiated by a trusted AS on behalf of a user that is not roaming.
zz
Subject to local regulations, and for non-roaming subscribers, the network shall apply normal routing procedures for private network traffic even if that is marked as emergency session.
In addition to the architectural requirements, the following architectural principles apply to IMS emergency sessions:

-
The IMS network shall be able to discriminate between emergency sessions and other sessions. This shall allow special treatment (e.g. with respect to filtering, higher priority, routing, QoS, supplementary services interactions) of emergency sessions.

-
If a visited network can support PS emergency service, the emergency session shall be established in the visited network whether or not UE is registered in IMS in the home network.
-
When a UE using public network traffic initiates an emergency session, the P‑CSCF is the IMS network entity, which is responsible to detect the request for emergency session. The P-CSCF then forwards the request to E‑CSCF in the same network, unless local policy requires the request to be forwarded to the S-CSCF in the same network.

NOTE 3:
If a UE generating private network traffic performs an emergency registration, a subsequently initiated emergency session is using public network traffic.
-
The P‑CSCF serving the emergency call is the IMS network entity which may retrieve the location identifier from the IP-CAN. For emergency sessions initiated by a trusted AS on behalf of a non-roaming subscriber, the AS may provide the location identifier.
-
The E‑CSCF is the IMS network entity, which shall be able to retrieve geographical location information from the LRF in the case that the geographical location information is not available and is required.

-
If required, the E‑CSCF shall be able to forward the location information to the LRF for validation of geographical location information in the case that the geographical location information is included by the UE over any access network type.

-
The E‑CSCF is the IMS network entity, which is responsible to route the request to an emergency centre/PSAP or BGCF based on location information and additionally other information such as type of emergency service in the request.
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4.3.1
General Location Information Principles

The following general principles shall apply regarding the handling of location information:

-
If the UE has location information available, the UE shall include the location information in the request to establish an emergency session. The location information may consist of network location information, that is the Location Identifier, and/or the Geographical location information.

-
The P‑CSCF may query the IP‑CAN to obtain location identifier. 
-
If a trusted AS is used for the emergency session, the AS may provide the location identifier.
-
When an emergency session is coming from a private network, it is assumed that the private network includes the initial location information in the request to establish an emergency session and subsequent location information as requested.

-
 The E‑CSCF, if required, may query the LRF for additional location information. If the E‑CSCF does not receive location information in the emergency service request, it may query the LRF for location information.

-
The E‑CSCF shall be able to query the LRF to validate the location information if provided initially by the UE.
-
The E‑CSCF routes the emergency request to the PSAP/Emergency Centre that corresponds to the type of emergency service requested and to the type of emergency service requested and to the current location of the UE or to a default PSAP/Emergency Centre. The access dependent variations of this approach are described in the respective access specific annexes, for the cases where the UE is using GPRS (UTRAN), EPS (UTRAN and E-UTRAN), I‑WLAN or fixed broadband access for the emergency service.

-
The E‑CSCF forwards the SIP request containing the UE's location information to the PSAP/Emergency Centre via PS domain or via BGCF/MGCF through the CS domain. The location information can contain explicit location information and/or a reference key to allow the PSAP to retrieve location at a later stage.

Next change

5.1
Reference architecture

This specification introduces an additional CSCF role to those defined in the IMS architecture TS 23.002 [12], called Emergency CSCF (E‑CSCF), see figure 5.1.
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Figure 5.1: E‑CSCF in reference architecture

NOTE 1:
P‑CSCF, EATF and E-CSCF are always located in the same (serving) network; this is the visited network when the UE is roaming. For emergency session initiation, the S-CSCF and AS are only applicable for non-roaming cases.
NOTE 2:
For simplicity, not all functional components, e.g. IBCF, MGCF and BGCF, are shown in this figure.

NOTE 3:
Based on local policy, the E‑CSCF can route the emergency IMS session to the PSAP via an ECS. See the details in Annex D.
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5.2
Reference points

The E‑CSCF uses Mw, , Mg, Mi, Ml, Mm, Mx and I4 reference points to connect to other IMS entities.

I4 is a reference point between an E-CSCF and an EATF. See TS 23.237 [32].

I5 is a reference point between an I‑CSCF and an EATF. See TS 23.237 [32].

Next change

6.2.1
Proxy‑CSCF

-
Handle registration requests with an emergency registration indication like any other registration request, except that it may reject an emergency registration request if the IM CN subsystem that the P‑CSCF belongs to can not support emergency sessions for the UE (e.g., due to local policy or UE is not within IM CN subsystem's geographical area or IP-CAN not supported).

-
Detect an emergency session establishment request.

-
Reject/allow unmarked emergency requests.

-
Reject/allow anonymous emergency requests.

-
Prevent non-emergency requests that are associated with an emergency registration.

-
May query IP-CAN for location identifier.

-
Select an Emergency CSCF in the same network to handle the emergency session request. The selection method is not standardized in the present document.

-
Alternatively, for non-roaming subscribers, the P-CSCF may forward an emergency session to an S-CSCF if so instructed by operator policy.

NOTE:
This can be for example the case if the P‑CSCF recognizes that an emergency session was not received via a security associations for a UE previously authenticated with digest type proxy authentication.
-
Do not apply emergency session detection if requested using private network traffic and forward the session to the S-CSCF, except if local regulations require the P-CSCF to detect emergency session requests and treat detected emergency session requests as if they are part of public network traffic.
-
For UEs without credentials, forward the equipment identifier to the E-CSCF that was received from the UE.

-
Prioritize the emergency session.

-
Check the validity of the caller TEL‑URI if provided by the UE and shall provide the TEL‑URI in the session establishment request if it is aware about the TEL‑URI associated with the Public User Identifier used for an emergency registration.

-
May respond to a UE with an emergency session indication as a result of detecting a non UE detectable emergency session establishment request

-
May respond to the UE with an indication, IMS emergency registration required as a result of processing the emergency session establishment attempt.

-
Should be able to identify the service data flow associated with emergency service and inform PCRF accordingly.
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6.2.4
Serving-CSCF

When the S‑CSCF receives an Emergency Registration, the S‑CSCF determine the duration of the registration by checking the value of the Expires header in the received REGISTER request and based on local policy of the serving system.

NOTE 1:
The value of the emergency registration time is subject to national regulation and can be subject to roaming agreements.
When a S-CSCF receives a session initiated by a non-roaming subscriber marked as emergency session from a P-CSCF, the S-CSCF:

-
performs caller authentication in the same way as for any other sessions; 
-
if required, uses filter criteria to route to AS;

-
and forwards the request to an E-CSCF.

When a S-CSCF receives a session marked as emergency session from an AS, it forwards the session to an E-CSCF.
NOTE 2:
The AS can initiate an emergency request on behalf of a non-roaming user, can convert private network traffic to public network traffic, or can interpret a number in private numbering plan and detect that the request is for emergency session.

Next change

6.2.x
AS

An AS can be involved in emergency session handling (e.g. for emergency sessions made via hosted enterprise services ETSI TS 182 024 [x3], or for AS initiated session).

Dependent on the service provided by the AS, if the AS is the first point that identifies an IMS emergency session, then the AS shall provide the following emergency session handling functions:
-
Detect an emergency session establishment request.

-
Verify that the UE is not roaming. 

-
Optionally obtain location.

-
Prioritize the emergency session.

-
Provide in the session establishment request the TEL‑URI associated to the public user identity, in global format, if known and not already present.

-
Check the validity of the caller TEL‑URI if provided by the UE.

-
Mark the request as an emergency session request.

NOTE:
If the AS converts a request marked as private network traffic to public network traffic and the request is marked by the AS as emergency session, the AS routes the request back to the S-CSCF, which will forward the request towards a public PSAP. If a request is targeted to a private PSAP, then it is marked as private network traffic and normal routing procedures in the IMS network will deliver the request to its target, possibly with priority handling if mandated by local regulations.
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7.1.2
Non UE detectable Emergency Session

As the UE could not detect the emergency session, the session establishment request will be sent to a P‑CSCF in the visited PLMN or a P‑CSCF in the home PLMN as per a normal session establishment procedure. The former is only applicable to a roaming situation whereas the latter can apply to both a roaming and non-roaming situation. Prior to sending the session establishment request the UE must be registered in the IMS as per the normal registration procedure.

In the case that the P‑CSCF detects that this is a request to establish an emergency session, based upon local policy (e.g., checking access type):

-
the P‑CSCF may reject the session initiation request with an indication that this is for an emergency session. When the UE receives the session rejection then the UE shall:

-
if a dialled number is available, attempt to initiate a call to the dialled number in the CS domain as follows:

-
for systems based on TS 24.008 [13], the ME and/or (U)SIM may contain emergency numbers according to clause 10.1.1 in TS 22.101 [8], which may include the dialled number:

-
if the dialled number is not on the ME and/or (U)SIM, the UE will fail to recognize the dialled number as an emergency number and so the UE will attempt a normal call (i.e. TS11, see TS 22.003 [26]), and the MSC Server will recognise the number and route it to a local PSAP;

-
if the dialled number is on the ME and/or (U)SIM the UE will indicate the emergency call type (i.e. TS12, see TS 22.003 [26]);

-
for CS system that do not support emergency call handling procedures (e.g. as described by TS12 in TS 22.003 [26] for systems based on TS 24.008 [13] or in systems providing access to IM CN subsystem using a cdma2000 network, for example) a normal call is made;

-
if a dialled number is unavailable, attempt to initiate an emergency call in the CS domain (e.g. as described by TS12 in TS 22.003 [26] for systems based on TS 24.008 [13]); or

-
follow the procedure in clause 7.1.1.

-
If prior attempting the call in the CS domain the UE receives a list of local emergency numbers and recognizes the dialled number as an emergency number, the UE shall attempt an emergency call set up indicating the appropriate emergency call type.

-
Alternatively, the P‑CSCF in the visited PLMN or the P‑CSCF in the home PLMN for a non-roaming UE may allow the session initiation request to continue by inserting the explicit emergency indication in the session request. The P-CSCF in the visited PLMN forwards that request to an Emergency CSCF in the same network. The P-CSCF in the home PLMN for a non-roaming UE may forward that request to a Serving CSCF or to an Emergency CSCF in the same network, based on local policy. The E‑CSCF shall inform the UE that the session has been marked as an emergency session so the UE can treat the session as an emergency session establishment.

If the AS detects that this is a request to establish an emergency session, the AS shall handle the request as specified in clause 6.2.x and forward the request marked as an emergency services request to the S-CSCF.

Next change

7.3
Emergency Session Establishment in the Serving IMS network

If the UE is able to detect that the user is requesting an emergency session then it shall include an emergency service indication in the emergency session establishment request.

If the UE is CS capable and not attached to the PS domain, the UE shall attempt an emergency call in the CS domain. If the UE is only PS attached, and the network has indicated that IMS emergency services are supported, it should attempt the emergency call in the PS Domain. If the UE is attached to both domains, it should follow the domain selection requirements in TS 22.101 [8]. For an attempt in the IM CN Subsystem of the PS domain, the attempt should be in the serving (visited if roaming) IM CN Subsystem of the PS domain.

If the initial attempt is in the CS domain and it fails, the serving (visited if roaming) IM CN Subsystem of the PS domain shall be attempted if the UE is capable. If the initial attempt is in the IM CN Subsystem of the PS domain and it fails, the UE shall make the attempt in the CS domain (if the UE is capable and if for an appropriate service e.g., voice).

If a UE attempts to initiate a session and receives a 380 (Alternative Service) response with the type set to "emergency", the UE shall then re-attempt the session as described above with first attempt being towards the CS domain (if the UE is capable and if for an appropriate service e.g., voice), and with an indication that emergency service is requested.

If the UE is aware that it does not have sufficient credentials to authenticate with the IMS network, it shall not initiate an IMS registration but immediately establish an emergency session towards the P‑CSCF, see clause 7.4.

Upon receiving an initial request for an emergency session, the P‑CSCF shall follow the rules and procedures described in TS 23.228 [1] with the following additions and clarifications:

-
When a UE using public network traffic initiates an emergency session, the P‑CSCF is the IMS network entity, which detects an emergency session.

-
For the case that the initial request carries an indication that the request is for emergency services, and the UE is not registered in the IMS network, see clause 7.4 for details.

-
For the case that UE is IMS registered and the initial request does not carry an indication that the request is for emergency services, and the P‑CSCF is able to detect that the request is for emergency services, the P‑CSCF shall perform the "Non UE detectable Emergency Session" described in clause 7.1.2 above.

-
For the case that the initial request carries an indication that the request is for emergency services, and the UE is registered in the IMS network, but not performed emergency registration:

a)
the P‑CSCF shall reject the request indicating that IMS emergency registration required, if the UE is roaming;

b)
the home P‑CSCF may reject the request indicating that IMS emergency registration required, based on local policy.

-
On receipt of a session establishment request, which is recognized to be for an emergency service, the P‑CSCF shall check whether the UE provided a TEL‑URI as its identity in the request. If a TEL‑URI is present in the request, the P‑CSCF shall check the validity of this TEL‑URI. If no TEL‑URI is present in the request and the P‑CSCF is aware about the TEL‑URI associated with the emergency registration, it shall provide the TEL‑URI to the E‑CSCF in the session establishment request.

-
The P‑CSCF may query the IP-CAN for the location identifier.

-
P‑CSCF shall prioritize emergency sessions over other non-emergency sessions.

-
Emergency IP flows need to be identified by P‑CSCF in the Rx interface signalling to allow the PCRF to prioritize emergency service data flows over non-emergency service data flows within IP‑CAN. The detailed procedures are specified in TS 23.203 [20]. 
Handling of emergency sessions detected by an AS is specified in subclause 6.2.x.

For the case where the emergency session is provided via the interconnect from a private network (as defined in ETSI TS 182 025 [x4]), the following procedures apply:

-
For private network traffic where operator policy allows so, do not apply emergency session detection and forward the session according to normal procedures.

-
Otherwise emergency sessions within the IMS are routed to the PSAP via the E-CSCF.
Upon receiving an initial request for an emergency session, the E‑CSCF shall perform the following:

-
if location information is not included in the emergency service request or if additional location information is required, the E‑CSCF, if required, retrieves the UE's location information as described in clause 7.6 Retrieving Location information for Emergency Session.

-
If location information is included by the UE, the E‑CSCF, if required requests the LRF to validate the location information.

-
May determine or may request the LRF to determine the appropriate routing information which could be based on the type of emergency service requested and UE's location.

-
determine the default PSAP destination if routing based on UE's location is required but the location is unknown.

-
If the PSAP/emergency centre contains a point of presence within the IMS connectivity network, the E‑CSCF shall forward the emergency session initiation request directly to the PSAP/emergency centre.

-
If the PSAP/emergency centre has its point of presence in the PSTN/ISDN network or the CS domain, the E‑CSCF uses the TEL‑URI obtained from the LRF and forwards the request to an appropriate BGCF/MGCF for routing in the GSTN. This number shall have the same format as used for CS emergency calls. The MGCF may insert any available location information in the PSTN/CS signalling.

NOTE:
In case an ESRN is received from the LRF, the E‑CSCF maps the received ESRN from the LRF to a TEL-URI before forwarding the request to MGCF.

End of changes
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