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<<Start of Change 1>>
6a.4.2
Controller UE initiated add new media on Controllee UE

The following sub-clauses provide the information flows that Controller UE add new media to a Controllee UE under the same and different subscriptions.

6a.4.2.1 Controller UE and Controllee UE belong to the same subscription

UE-1, UE-2 are engaged in a Collaborative Session established using procedures shown in clause 6a.2 for which UE-1 is the Controller UE and UE-2 is a Controllee UE, the following flows shows how the Controller UE-1 adds a media flow to Controllee UE-2 which could result in a new Access Leg for the Controllee UE-2, or it could be an additional media flow for an already existing session for the Controllee UE-2. The following information flow also applies to case in which UE-2 may not be part of Collaborative Session before the media addition. In this case, there is at least another Controllee UE involved in the Collaborative Session before the media addition, which is not shown in the information flow.
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Figure 6a.4.2.1-1: Controller UE initiated add new media on Controllee UE belonging to the same IMS subscription
1
Controller UE-1 decides to add a new media flow to Controllee UE-2, and performs an IUT add media request for the particular media requested. The IUT add media request shall include enough information for the SCC AS to:

-
identify that the added media flow is Media Flow-A;

-
identify that the target of the added media flow is Controllee UE-2.

2
The new Media Flow-A is setup for Controllee UE-2. The Remote Leg is updated as well with the newly added media flow using the Remote Leg Update procedure as specified in clause 6a.1.2. After this, the new media flow will be established between Controllee UE-2 and the Remote Party.

3.
The IUT addition of media is completed.
6a.4.2.2 Controller UE and Controllee UE belong to different subscriptions
The information flow below illustrates a scenario in which UE-1, the Controller UE of a Collaborative Session, invites a UE that belongs to a second user to participate in the Collaborative Session by adding a new media flow towards it; control of the Collaborative Session remains with UE-1.

[image: image2.emf]Controller UE-1

(User-1)

SCC AS-1

(User-1)

Remote 

Party

Controllee UE-2

(User-2)

3. Authorization in SCC AS-1

SCC AS-2

(User-2)

1. Collaborative Session request to add 

Media-B to UE-2

S-CSCF-1

(User-1)

S-CSCF-2

(User-2)

2. Collaborative Session  

request to add Media-B to 

UE-2

6. Session Setup Request to set up Media-B on UE-2

7. Session setup response

11. Update Remote Leg and finish Access Leg establishment for adding Media-B to UE-2, and update the media information in Controller UE-1.

9. Session Setup Response

10. Session setup 

Response

Media-A between UE-1 and Remote Party

Collaborative Session control

Media-A between UE-1 and Remote Party

Media-B between UE-2 and Remote Party

5. Collaborative Session 

request to setup Media-

B on UE-2

4a. Collaborative 

Session request to 

setup Media-B on UE-2

4. Collaborative Session 

request to setup Media-B 

on UE-2

8. Session Setup 

Response


Figure 6a.4.2.2-1: Adding media by Controller UE to Controllee UE belonging to different IMS subscription

There is Media-A between Controller UE-1 and remote party.

1.
Controller UE-1 sends a request towards SCC AS-1 to add Media-B on UE-2, as part of the same Collaborative Session of Media-A. The request includes enough information for the network to:

-
identify that the added media flow is Media-B and the requested media type associated with Media-B (e.g., video);

-
identify that the target of the added media flow is UE-2.

2.
S-CSCF-1 forwards the request to SCC AS-1.

3.
SCC AS-1 authorizes the request from UE-1.

4.
SCC AS-1 sends a request towards UE-2 for adding Media-B to Controllee UE-2. The request includes enough information for the network to:

-
identify the source of the request as UE-1;

-
identify the remote party;

-
identify that the added media flow is Media-B and the media type associated with Media-B (e.g., video);

-
identify that the source of the added media flow is Controller UE-1;

-
identify that the target of the added media flow is Controllee UE-2.

4a.
S-CSCF-1 forwards the request towards UE-2.

5.
If UE-2 is an IUT subscriber, the request is routed via SCC AS-2 which authorizes the request. SCC AS-2 notes that this request relates to the establishment of a Collaborative Session so that any requests by UE-2 related to this Collaborative Session will be forwarded back towards SCC AS-1. A Session Setup Request is then routed on towards UE-2. If UE-2 is not an IUT subscriber, S-CSCF-2 routes the request according to normal procedures.

6.
S-CSCF-2 forwards the Session Setup request towards UE-2.

7.
UE-2 sends a Session Setup response towards SCC AS-1. This request contains the full media description of Media-B.

8 - 9.
S-CSCF-2 routes the response back towards SCC AS-1 via SCC AS-2 if UE-2 is an IUT subscriber.

10.
S-CSCF-1 forwards the Session Setup response to SCC AS-1.

11.
SCC AS-1 updates Remote Leg and finishes Access Leg establishment for adding Media-B to UE-2, and updates the media information in Controller UE-1.

After the above operation, Media-B is established between Controllee UE-2 and remote party.

<<End of Changes 1>>
<<Start of Change 2>>
6a.4.6
Controllee UE initiated modify media on itself

As per standard IMS UE behaviour, a Controllee UE may initiate a modification of a media flow that it terminates.

The following information flow shows a Controllee UE initiating the modification of a media flow that it terminates. As a pre-requisite, there exists a Collaborative Session of which UE-1 is the Controller UE and UE-2 is a Controllee UE terminating a media flow, Media Flow A. There may be other media flows (on UE-1, UE-2 or other UEs) within the Collaborative Session; such media flows and UEs are not shown on this information flow; they shall not be impacted by this operation.
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Figure 6a.4.6-1: Controllee UE initiated modify media flow on itself

1.
Controllee UE-2 sends a request to modify the characteristics of Media Flow-A (that it terminates), using standard IMS procedure.

2.
The SCC AS updates the Remote Leg for allowed media changes, providing the new media flow characteristics from UE-2.

3.
The SCC AS sends a successful response to the request sent by UE-2 at step 1.

6a.4.6a
Controllee UE initiated add new media on another Controllee UE
This information flow shows the Controllee UE-2 adding a media flow to another Controllee (UE-3). As a pre-requisite, there exists a Collaborative Session with a media flow, Media–A, on the Controllee UE (UE-2). Furthermore, Controller UE 1 and Controllee UE-2 profiles are served by different IUT SCC AS: SCC AS 1 and SCC AS 2, which are in turn attached to S-CSCF 1 and S-CSCF 2 respectively. For simplicity, these S-CSCFs are not shown in the following figure.
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Figure 6a.4.6a-1: Controllee initiated addition of media to another Controllee UE (Controller and Controllees belong to different IMS subscriptions)
1.
Controllee UE-2 sends a Collaborative session request to SCC AS-2 to add Media-B to Controllee UE-3. The Collaborative Session request includes enough information for the network to:

-
identify that the media to be added is Media-B;
-
identify that the target for the media to be added to is Controllee UE-3;

-
identify the session that contains of the media flow to be added;

-
Controller of the Collaborative Session is Controller UE-1.

2.
SCC AS-2 authorizes the request from UE-2 and identifies that the session is a collaborative session anchored at SCC AS-1.

3.
SCC AS-2 then forwards the Collaborative session request to SCC AS-1 to transfer Media-B to SCC AS-1 which is the SCC AS for the Controller UE.

4-6

SCC AS-1 sends a Collaborative session request to the Controller UE-1, and the Controller UE-1 authorizes the media addition request.
NOTE 1:
SCC AS-1 may be configured to authorize the request on behalf of UE-1.

7.
SCC AS-1 sends Session request to add media-B to UE-3 via S-CSCF -3. The Collaborative Session request includes enough information for the network to:

-
identify the source of the transfer request as UE-1;

-
identify the remote party;

-
identify that the media flow to be added is Media-B;

-
identify that the target of the media flow to be added is Controllee UE-3;

8.
S-CSCF-3 forwards the Session request to UE-3.

9.
UE-3 sends a Session response to SCC AS-3.

10.
S-CSCF-3 forwards Session response to SCC AS-1.

11.
SCC AS-1 updates remote leg with Remote Leg Update Procedure.

12.
SCC AS-2 sends the Collaborative session response to UE-2.

When the Inter UE Transfer is completed UE-1 keeps the Collaborative Session control.
<<End of Changes 2>>
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