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<<<<<<<<<<<<<<<<<<<< CHANGES >>>>>>>>>>>>>>>>>>>>>>>>>

4.4
Retention of Location Information Data

Network operators have a legal obligation to record and store for a certain amount of time information about their subscribers such as events, services used as well as location where the service was consumed. It is expected that when a service is provided by IMS the same requirements that exist today for CS services will continue to apply. 
4.5
Validation of UE-provided location

UE-provided location may be required to be validated (e.g. due to regulatory requirements) in scenarios such as emergency sessions. In such scenarios, validation is performed using methods based on network-provided location information (e.g. Cell ID).
5
Architecture Requirements

5.1 General

The solution for the provision of trusted location information to the IMS nodes is expected to fulfil the following architecture requirements. These requirements are derived from the scenarios described in section 4 of this document.

5.2 High Level Requirements

-
It shall be possible for the Cell-ID / PLMN ID provided to the IMS for the purpose of charging, lawful interception, retention of location information, validation of UE-provided location and potentially PSAP selection to be determined by the network. 
- 
For PSAP selection in the case of an IMS emergency call, the provision of the Cell-ID shall be based on functions specified in TS 23.167 [3] when the LRF is deployed. When LRF is not deployed, another Cell-ID provision mechanism, e.g. the one used for charging purposes, may be used, if it meets the PSAP selection requirements.

-
The solution shall minimize the additional signalling.

-
The solution shall not require modifications of the UE;

-
The solution shall also allow for the network to provide Cell-ID / PLMN ID if the UE has insufficient credentials (e.g. UICC-less case).

-
The provision of the Cell-ID / PLMN ID where the UE is located shall not degrade the service level, e.g. session setup delay, compared to the corresponding CS service and shall not be perceptible to the end user.
-
The solution should allow for the provision of Cell ID/PLMN ID to IMS nodes for IMS subscribers using ICS in IMS Centralized Services scenarios as specified in TS 23.292 [4].
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