Page 1



3GPP TSG SA WG2 Meeting #82E (Electronic)
(
S2-110076
17 - 21 January 2011, Elbonia 
	CR-Form-v9.7

	CHANGE REQUEST

	

	(

	23.203
	CR
	0462
	(

rev
	2
	(

Current version:
	10.2.1
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	X


	

	Title:
(

	Declaring support for extended TFT filter format

	
	

	Source to WG:
(

	Ericsson, ST Ericsson

	Source to TSG:
(

	S2

	
	

	Work item code:
(

	TEI10
	
	Date: (

	13/01/2011

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-10

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)

	
	

	Reason for change:
(

	The need for an extension to the TFT filter capabilities, as defined in 23.060 CR 1239, calls for a mechanism to align the UE and network to use the same set of parameters for the TFT filter.

The PCRF being the source of the data from which TFT filters are generated, the PCRF need to be aligned with the possibilities abvailable for the IP-CAN session. In the same way, a UE that supports the extended TFT filter format need to be aware whether the network provides the same level of support.

For the case 1 (GTP), the exchange of support indicators over Gx is sufficient for the PCEF to return the appropriate indication to the UE.

For an IP-CAN session where the Gateway Control Session applies, the PCRF need an indication of support from the BBERF in order to indicate support to the PCEF.

An AF that authorizes media flows identify the flow endpoints with IP addresses. When IPv6 prefix delegation applies for an IP-CAN session, the authorization typically applies for a longer prefix than assigned for the IP-CAN session, or full IPv6 address. It may therefore be relevant for the AF to gain information on whether the access network will construct TFT filters with a longer prefix than assigned for the IP-CAN session.

	
	

	Summary of change:
(

	Both the PCEF and, when applicable, the BBERF indicate to the PCRF whether the extended TFT filter format may be used for the corresponding IP-CAN session(s)..

An indicator from the network to the UE indicates whether the IP-CAN session may use extended TFT filters.

An indicator, in response to an AF authorization, whether the use of extended TFT filters may occur for the authorized services.

	
	

	Consequences if 
(

not approved:
	The receiver of a TFT filter that includes one or more IEs of the filter extension would generate an error upon reception.

Even if the receiver accepts and ignores such IEs, the UE and network would be misaligned with respect to what traffic mapping applies for the access.

	
	

	Clauses affected:
(

	7.2, 7.4.2, 7.7.1.1

	
	

	
	Y
	N
	
	

	Other specs
(

	X
	
	 Other core specifications
(

	TS 29.212, TS 29.214

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	This CR depends on 23.060 CRs 1239, 1238, 23.401 CR 1810 and 23.402 CR 0935.


* * * 1st Change * * * 
7.2
IP‑CAN Session Establishment

This clause describes the signalling flow for IP‑CAN Session establishment as well as network prefix and/or IP address assignment to the UE. The AF is not involved.
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Figure 7.2-1: IP‑CAN Session Establishment

This procedure concerns both roaming and non-roaming scenarios. In the roaming case when a Gateway Control Session is used, the V-PCRF should proxy the Gateway Control Session Establishment information between the BBERF in the VPLMN and the H-PCRF over S9 based on PDN-Id and roaming agreements.

For the Local Breakout scenario (Figure 5.1-4) the V-PCRF shall proxy the Indication and Acknowledge of IP‑CAN Session Establishment over S9 between the PCEF in the VPLMN and the H-PCRF

In the non-roaming case (Figure 5.1-1) the V-PCRF is not involved.

1.
The BBERF initiates a Gateway Control Session Establishment procedure as defined in clause 7.7.1 (applicable for cases 2a during initial attach and 2b, as defined in clause 7.1).

2.
The GW(PCEF) receives a request for IP‑CAN Bearer establishment. A PDN Connection Identifier may be included in the request. The GW(PCEF) accepts the request and assigns an IP address and (if requested) network prefix for the user.

3.
The PCEF determines that the PCC authorization is required, requests the authorization of allowed service(s) and PCC Rules information. The PCEF includes the following information: UE Identity (e.g. MN NAI), a PDN identifier (e.g. APN), the IP‑CAN type and the IPv4 address and IPv6 network prefix, if available, the PDN Connection Identifier received for IP‑CAN Bearer establishment and, if available, the default charging method and the IP‑CAN bearer establishment modes supported. If the UE has declared support for the extended TFT filter format and the PCEF does not prevent the use thereof, then the PCEF shall indicate that support to the PCRF. The PDN identifier, IP address(es) and UE identity enables identification of the IP‑CAN session. The IP‑CAN Type identifies the type of access from which the IP‑CAN session is established. If the service data flow is tunnelled at the BBERF, the PCEF shall provide information about the mobility protocol tunnelling encapsulation header. The PCEF may also include the Default Bearer QoS and APN-AMBR (applicable for case 1, as defined in clause 7.1). In case 2a the PCEF may also include charging ID information. If the GW/PCEF allocates a shorter IPv6 prefix for use with IPv6 Prefix Delegation, the GW/PCEF provides this shorter prefix as the IPv6 network prefix.

4.
If the PCRF does not have the subscriber's subscription related information, it sends a request to the SPR in order to receive the information related to the IP‑CAN session. The PCRF provides the subscriber ID and, if applicable, the PDN identifier to the SPR. The PCRF may request notifications from the SPR on changes in the subscription information.
5.
The PCRF stores the subscription related information containing the information about the allowed service(s) and PCC Rules information, and may include MPS EPS Priority, MPS Priority Level and IMS Signalling Priority for establishing a PS session with priority.

6.
The PCRF makes the authorization and policy decision. If MPS EPS Priority, MPS Priority Level, and IMS Signalling Priority are present for the user, the PCRF takes the information into account.

7.
The PCRF sends the decision(s), including the chosen IP‑CAN bearer establishment mode and indicates whether the use of the extended TFT filter format is allowed in the IP-CAN session, to the PCEF. The GW(PCEF) enforces the decision. The PCRF may provide the default charging method and may include the following information: the PCC Rules to activate and the Event Triggers to report. The Policy and Charging Rules allow the enforcement of policy associated with the IP‑CAN session. The Event Triggers indicate to the PCEF what events must be reported to the PCRF.

8.
If online charging is applicable, and at least one PCC rule was activated, the PCEF shall activate the online charging session, and provide relevant input information for the OCS decision. Depending on operator configuration PCEF may request credit from OCS for each charging key of the activated PCC rules.

9.
If online charging is applicable the OCS provides the possible credit information to the PCEF and may provide re-authorisation triggers for each of the credits.


In cases 2a and 2b if the OCS provides any re-authorisation trigger, which can not be monitored at the PCEF, the PCEF shall request PCRF to arrange those to be reported by the BBERF via the PCRF.

10.
If at least one PCC rule was successfully activated and if online charging is applicable, and credit was not denied by the OCS, the GW(PCEF) acknowledges the IP‑CAN Bearer Establishment Request.

11.
If network control applies the GW may initiate the establishment of additional IP-‑CAN bearers. See Annex A and Annex D for details.

12.
If the PCRF in step 7 requested an acknowledgement based on PCC rule operations, the GW(PCEF) sends the IP‑CAN Session Establishment Acknowledgement to the PCRF in order to inform the PCRF of the activated PCC rules result.

* * * 2nd Change * * * 
7.4.2
IP‑CAN Session Modification; PCRF initiated

This clause describes the signalling flow for the IP‑CAN Session modification initiated by the PCRF. The AF may be involved. An example of the scenario is initiation and authorization of a session-based service for which an IP‑CAN Session is modified. IP‑CAN Session handling and handling of PCC rules for non-session based services, and also general handling of PCC rules that are not subject to AF-interaction is also applicable here.
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Figure 7.5: IP‑CAN Session Modification; PCRF initiated

This procedure concerns both roaming and non-roaming scenarios. In the roaming case when home routed access applies (figure 5.1-3) or if case 2a applies (as defined in clause 7.1) for Local Breakout (figure 5.1-4), when a Gateway Control Session is used, the V‑PCRF shall proxy Gateway Control and QoS Rules Request between the BBERF in the VPLMN and the H‑PCRF over S9. For this case the H‑PCRF may also initiate a Gateway Control and QoS Rules Provisioning procedure towards the BBERF in the VPLMN and proxy the information via the V‑PCRF over S9.

For case 2b in the Local Breakout scenario (figure 5.1-4) and if the Gateway Control Session is terminated locally at the V‑PCRF, the V-PCRF shall reply to/initiate Gateway Control Session and QoS Rules Request/Provisioning procedures locally without notifying the H‑PCRF. For this case the V‑PCRF shall proxy the Policy and Charging Rules Provisioning and Acknowledge over S9 between the PCEF in the VPLMN and the H‑PCRF. If the AF is located in the VPLMN for this scenario, the V‑PCRF shall proxy AF session signalling over S9 between the AF and the H‑PCRF.

NOTE 1:
The case when the AF resides in the VPLMN is not showed in the figure.

In the non-roaming case (figure 5.1-1) the V‑PCRF is not involved at all.

1.
Optionally, the AF provides/revokes service information to the PCRF due to AF session signalling. The AF may subscribe at this point to notification of bearer level events related to the service information.

NOTE 2:
For the PCRF to generate the applicable events, the PCRF instructs the PCEF to report events related to the corresponding PCC rules. Such events are not shown in this sequence diagram.

2.
The PCRF stores the service information if available and responds with the Acknowledgement to the AF. The PCRF indicates whether IP-CAN session supports the UE IP address/mask in the TFT filter.
NOTE 3:
Without AF interaction, a trigger event in the PCRF may cause the PCRF to determine that the PCC rules require updating at the PCEF, e.g. change to configured policy.

NOTE 4:
This procedure could also be triggered by the Gateway Control and QoS Rules Request procedure as described in clause 7.7.3.

3.
The PCRF makes the authorization and policy decision.

4.
If there is no Gateway Control and QoS Rules Reply pending and there is a need to provision QoS rules, the PCRF initiates a Gateway Control and QoS Rules Provision Procedure as defined in 7.7.4 (applicable for cases 2a and 2b, as defined in clause 7.1).


If there are multiple BBERFs associated with the IP‑CAN session, Step 4 is performed with the BBERFs that support UE/NW bearer establishment mode.

NOTE 5:
If there is a Gateway Control and QoS Rules Reply pending, e.g. this procedure was invoked from the Gateway Control and QoS Rules Request procedure as defined in clause 7.7.3, the PCRF shall use that opportunity for provisioning the applicable QoS rules. If there are multiple BBERFs associated with the IP‑CAN session, and the procedure was invoked by a Gateway Control and QoS Rules Request procedure from the primary BBERF, the PCRF may receive a Gateway Control and QoS Rules Request from the non-primary BBERFs.

5.
The PCRF sends the Policy and Charging Rules Provision (PCC Rules, Event Trigger, Event Report) to the PCEF.

6.
The PCEF enforces the decision.

7.
If online charging is applicable, the PCEF may request credit for new charging keys from and/or shall return the remaining credit for charging keys no longer active to the OCS.

8.
If OCS was involved, the OCS provides the credit information to the PCEF, and/or acknowledges the credit report

9.
The GW(PCEF) may send an IP‑CAN Bearer establishment, modification or termination request (applicable for case 1, as defined in clause 7.1).


An IP‑CAN bearer modification is sent by the GW(PCEF) if the QoS of the IP‑CAN bearer exceeds the authorized QoS provided by the PCRF in step 3.


An IP‑CAN bearer termination request is sent by the GW(PCEF) if all PCC rules for an IP‑CAN bearer have been removed.

10.
The GW(PCEF) receives the response for the IP‑CAN Bearer modification or termination request (applicable for case 1).

11.
The PCEF sends Acknowledge Policy and Charging Rules Provisioning (accept or reject of the PCC rule operation(s)) to the PCRF.

12.
If the AF requested it, the PCRF notifies the AF related bearer level events (e.g. transmission resources are established/released/lost).

13.
The AF acknowledges the notification from the PCRF.

* * * 3rd Change * * * 
7.7.1.1
Gateway Control Session Establishment during Attach
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Figure 7.7.1.1-1: Gateway Control Session Establishment during Attach

This procedure concerns both roaming and non-roaming scenarios. In the roaming case when a Gateway Control Session is used, the V-PCRF should proxy the Gateway Control Session Establishment between the BBERF in the VPLMN and the H-PCRF over S9 based on PDN-Id and roaming agreements.

In the non-roaming case (Figure 5.1-1) the V-PCRF is not involved.

1.
The GW(BBERF) receives an indication that it must establish a Gateway Control Session.

2.
The GW(BBERF) sends the PCRF a Gateway Control Session Establishment. The BBERF includes the following information: IP‑CAN Type, UE Identity, PDN Identifier (if known), IP address(es) (if known), an indication that leg linking shall be deferred (applicable for case 2b, as defined in clause 7.1), if available, the PDN Connection Identifier, if available, the IP‑CAN bearer establishment modes supported and the indication of BBERF support for the extended TFT filter format. The IP‑CAN Type identifies the type of access used by the UE. The UE's identity and PDN Identifier requested are used to identify the subscriber and in PCRF selection to locate the PCRF function with the corresponding IP‑CAN session established by the PDN GW. The BBERF may also include the Default Bearer QoS and APN-AMBR (applicable for case 2b, as defined in clause 7.1). An indication that leg linking shall be deferred is included to inform the PCRF that linking the Gateway Control Session to a Gx session shall occur when a matching Gx message is received as described clause 6.2.1.0. Further information is supplied on an access specific basis, as described in the IP‑CAN specific Annexes.
NOTE:
The BBERF support is a prerequisite for the PCRF enabling the possibility for usage of the extended TFT filter format in the IP-CAN session(s).
3.
For GERAN/UTRAN accesses, if the PCRF is required to interact with the GW(PCEF), the PCRF waits until it gets informed about the establishment of the corresponding IP‑CAN session (step 7 of the IP‑CAN session establishment procedure) and performs a PCRF initiated IP‑CAN session modification procedure with the GW(PCEF).

4.
The PCRF sends an Acknowledge Gateway Control Session Establishment to the GW(BBERF). The PCRF may include the following information: the chosen IP‑CAN bearer establishment mode, QoS Rules and Event Triggers. In case 2a a charging ID may be provided together with QoS rules. The QoS policy rules are employed by the GW(BBERF) to perform Bearer Binding. The Event Triggers indicate events that require the GW(BBERF) to report to the PCRF.

5.
The QoS Rules and Event Triggers received by the GW(BBERF) are deployed. This will result in bearer binding being performed, according to the rules. This step may trigger IP‑CAN bearer establishment procedures. The details of bearer establishment are IP‑CAN specific.

6.
An indication of Gateway Control Session Established is sent to the entity that triggered the initiation of the session.

* * * End of Changes * * * 
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