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1. Overall Description:

Based on the UE's usage setting or the voice domain preference parameters indicated in the TAU request message and the operators’ policy, the RFSP index in use maybe changed by MME during the TAU procedure. The changed RFSP index in use should be signalled to eNodeB as soon as possible. SA2 has discussed how to signal the changed RFSP index in use to eNodeB in SA2#82 and SA2#82e and concluded that by configuring the MME to include the changed RFSP index in use in the DOWNLINK NAS TRANSPORT message is an  optimized method necessarily in Rel-10 for the case if there is no need to establish the user plane for the TAU procedure initiated in IDLE mode. Please refer to the attached CR (CR1972,S2-11XXXX) for more detail.

2. Questions:
SA2 would like to ask the following questions:
a. Given that the MME can be configured to only send DOWNLINK NAS TRANSPORT message including RFSP index in use to Rel10 eNodeB, is there any backwards and inter-operability issues from S1-AP’s point of view? 
3. Actions:

To RAN3 group.

ACTION: 
SA2 kindly requests RAN3 to take above into account and feedback if necessary.
3. Date of Next TSG-SA2 Meetings:

TSG-SA2 Meeting #83 
21st – 25th February 2011
Salt Lake City, UTAH, US.

TSG-SA2 Meeting #84
11th – 15th April 2011
Bratislava, Slovakia.
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