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First Changes
8.2.4
Mobile terminating SMS in idle mode

The following sequence flow shows the delivery of mobile terminating SMS in idle mode.
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Figure 8.2.4-1: Mobile terminating SMS in idle mode

1.
The combined EPS/IMSI attach procedure as described in clause 5.2 has been performed.

2‑4.
The SC initiates transfer of mobile terminating SMS. The HLR is requested for routing number for SMS services and the SMS message is forwarded to the MSC/VLR where the MS/UE is CS attached.

5.
The MSC/VLR sends a Paging (IMSI, VLR TMSI, Location Information, SMS indicator) message to the MME.

6.
The MME initiates the paging procedure by sending the Paging (as specified in TS 23.401 [2]) message to each eNodeB with cells belonging to the tracking area(s) in which the UE is registered. The UE is paged with its S‑TMSI.

7.
The MS/UE is paged by the eNodeBs.

8.
The UE sends a Service Request message to the MME. The UE indicates its S‑TMSI in the RRC signalling. The MME sends the S1-AP Initial Context Setup Request message to the eNodeB and the eNodeB establishes the Radio Bearers.

8a.
The MME sends a Service Request message to the MSC. In order to permit the MSC to create an accurate charging record, the MME adds the IMEISV, the local time zone, the Mobile Station Classmark 2, and the UE's current TAI and E‑CGI. 

9a.
The MSC/VLR builds the SMS message to be sent as defined in TS 23.040 [14] (i.e. the SMS message consists of CP‑DATA/RP‑DATA/TPDU/SMS‑DELIVER parts). The MSC/VLR forwards the SMS message to the MME in a Downlink Unitdata message.

9b.
The MME encapsulates the SMS message in a NAS message and sends the message to the MS/UE.

9c, 9d.
The MS/UE acknowledges receipt of the SMS message to the MSC/VLR.

10.
The MS/UE returns a delivery report as defined in TS 23.040 [14]. The delivery report is encapsulated in an NAS message and sent to the MME.

11.
The MME forwards the delivery report to the MSC/VLR in an Uplink Unitdata message.

12‑13.
These steps are performed as defined in TS 23.040 [14]. The delivery report is forwarded to the SC.

14-15.
In parallel to steps 12-13, the MSC/VLR acknowledges receipt of the delivery report to the MS/UE.

16.
The MSC/VLR indicates to the MME that no more NAS messages need to be tunnelled.


The MME should not use the SGs Release Request message as a trigger for the release of S1 resources.

NOTE:
Although the MME could use the RRC establishment cause (set to mt-Access) sent in the S1-AP Initial UE Message in step 8 to deduce that the MS/UE sent the Service Request solely for receiving the SMS), the MME does not know whether the MT-SMS might cause the initiation of user plane traffic or an MO SMS. So, for simplicity of MME implementation, the normal eNodeB procedures should be used to initiate the release of S1 resources.

8.2.5
Mobile terminating SMS in Active Mode

Mobile terminating SMS in Active Mode procedure is specified by reusing the Mobile Terminating SMS in Idle Mode with the following modification:
-
There is no need for the MME to perform Paging of the MS/UE after step 5. MME continues with step 8a (i.e. steps 6 to 8 are skipped). The MME immediately sends a Downlink Unitdata to the UE.
· The MME also includes the E-CGI and TAI in step 9d.
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