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	The ePDG selection procedure in TS 23.402 is in conflict with the applicable stage-3 specifications. For example, when the UE is roaming and associates to an un-trusted WLAN network over which the UE wants to perform an initial attach, then:
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According to TS 23.402, the UE shall try to select an ePDG in the VPLMN that the UE roams in; and

-
According to TS 24.302, either (i) the UE shall try to select an ePDG in HPLMN, if the WLAN does not advertise a list of interworked PLMN(s) or (ii) the UE shall select a PLMN from the list of advertised PLMN(s) and then shall try to discover and select an ePDG in the selected PLMN. In both cases, the UE may end up selecting an ePDG not in the VPLMN that the UE roams in.
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	To remove the ePDG selection inconsistency between TS 23.402 and stage-3 specs, it is proposed to delete the ePDG selection procedure specified in TS 23.402 and refer instead to the applicable stage-3 specifications.
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4.5.4
ePDG Selection

The UE may select the ePDG by static configuration.

Dynamic ePDG selection by the UE is performed after the UE attaches to the non 3GPP access which is untrusted. The dynamic ePDG selection is performed according to TS 24.302 [54], clause 7.2.1.






A UE connected to one or multiple PDN GWs uses a single ePDG. In case of handover between ePDGs, the UE may be temporarily connected to two ePDGs.
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