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Abstract of the contribution: 
Discussion

3GPP CT WG4 have provided an LS in S2-110299 / C4-110293, in where they ask SA2 if they see a need to specify the Sh query option of retrieving MSRN as documented as an option in TS 23.292. 

Annex F of TS 23.292 gives different alternatives for how the MSRN can be retrieved. The Sh alternative is one of these options.  A vendor or operator may chose to use such option to e.g., avoid to have additional MAP interface to the SCC AS, and only keep one interface between the SCC AS and HSS/HLR.  This could be done to lower both development and testing cost, as well as to lower the long term operational expenses for the operator by avoiding the need to maintain several interfaces between SCC AS and HSS/HLR. It could also be noted that today, only the Sh interface is part of the normative specification of the SCC AS. 
To ensure that the possibility to use the Sh option is feasible in reality, it is considered to be important that CT4 do specify the possibility to transfer the MSRN over Sh. This does not exclude a vendor or operator who wish to use the MAP option to do so. The intention is to ensure that there exists interoperability between different vendors equipment when/if Sh is used for MSRN retrieval. 

Proposal
It is proposed to confirm for CT4 that the Sh query option of MSRN should specified as an option for Sh to ensure interoperability between vendors when the Sh option is used according to TS 23.292.
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