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1. Overall Description:

SA2 would like to thank RAN3 for the agreement to add the LAI information element in the S1AP messages from release 9 onwards.
From SA2 perspective, the PLMN ID in the LAI information element is used to notify the registered PLMN for CS domain to the eNodeB in case of multi-PLMN CSFB scenario, so that the eNodeB can 
· In case of PS HO and NACC/CCO, select a target cell belonging to the registered PLMN for CS domain preferably;
· In case of RRC Connection Release with redirection, e.g. provide the UE with SIB information of neighbour cells belonging to the registered PLMN only, with appropriate frequency and inter-RAT information, etc.
Furthermore, SA2 also agrees that the LAC in the LAI information element could be possibly used to help the eNodeB to select the target cell preferably in the same LA as the one the UE was registered (e.g. via Combined EPS/IMSI Attach procedure) in case of PS HO (to UTRAN/GERAN) and NACC/CCO (to GERAN) scenarios, e.g. the PS HO scenario has been included in the published TS 23.272 (v9.6.0).

“The eNodeB selects the target PS handover cell considering the PLMN ID and possibly the LAC for CS domain provided by the MME in step 1b.”
2. Actions:

To RAN3 group:
ACTION: 
SA2 kindly ask RAN3 to take the above clarification into account.
3. Date of Next TSG-SA2 Meetings:

TSG-SA2 Meeting #84 
11th – 15th April 2011
Bratislava, Slovak
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