SA WG2 Meeting #S2-85
S2-112453

16 - 20 May 2011, Xi'An, P.R. China

3GPP TSG CT WG1 Meeting #71


C1-111993

Tallinn (Estonia), 9-13 May 2011

Title:
Reply LS on applicability of the extended wait time per CN domain 

Response to:
LS R2-111717, S2-111322 

Release:
Rel-10

Work Item:
RAN mechanisms to avoid CN overload due to MTC 

Source:
3GPP TSG CT WG1
To:
RAN2

Cc:
SA2

Contact Person: 
Name:
Peter Dawes
Tel. Number:


E-mail Address:
peter.dawes@vodafone.com 

Attachments:
None.

1. Overall Description:

CT1 thanks RAN2 and SA2 for their liaisons (R2-111717, S2-111322) asking:

In case that a RRC Connection Release is sent to the UE including the Extended Wait Timer, does NAS expect an indication from the AS of the concerned CN domain, or is NAS able to decide this based on NAS-internal CN domain status information?

CT 1 have discussed this question and feels that in some scenarios the NAS layer alone cannot determine the congested domain, for example the scenario described in item 1) of S2-111205/R2-112639. To simplify implementation and specification work, CT 1 requests that the access stratum  in the UE provides a domain indication when receiving the NAS Extended Wait Timer to the UE. 

2. Actions:

To RAN2 group.

ACTION: 
CT1 kindly requests RAN2 to provide a domain indication from the AS to the NAS layer if an RRC connection release including an extended wait timer is received by the UE. 
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