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Work Item / Release: Rel-8 - 10
Agenda Items 6.1, 6.4 and 8.4
General

All documents and LSes on these agenda items were handled.

6.1: SAE Essential correction to 23.401 and 23.060: REL-8/9

SA2 discussed incoming LS from RAN2 (S2-112711) and CT1’s reply in  (S2-112296) on the topic of PLMN and CSG List handling. An outgoing LS to RAN2 created in S2-112639 (to be approved in SA2 plenary session). SA2 agreed with the CT1 liason and SA2 approved Rel-10 CR to support inter-PLMN handover to CSG cell. SA2 has agreed that based on RAN2 feedback (which will only reach SA2 by the October 2011 SA2#87 meeting), Rel-9 specifications (eg “reverse mirror” of agreed Rel-10 CR) may be created to provide the same capability in Rel-9 also.
6.4: Other essential corrections (e.g CSFB, SMSoSGs, Emergency, etc.) REL-8/9 
IMS APN resolution in the VPLMN: Significant discussion on this topic. CRs are still open. Many companies expressed opinion that this problem (per-VPLMN determination of local-breakout for an APN) maybe needed for APNs other than IMS from Rel-11 onwards. A generalized solution should be developed in Rel-11 timeframe. For Rel-9 and Rel-10, a strong desire to update specifications now to capture a solution for the problem “IMS APN may be resolved to a GW in the VPLMN but there is no IMS roaming agreement in place and hence no service can be provided” was stated. This being a FASMO, the CR which is coming to the SA2 plenary restricts the Rel-9/10 solution to IMS APN only. A concern that generalizing this approach to other APNs will result in additional configuration for operators that can be “significant” was stated.
8.4 Other corrections (MAPCON, FlowMob, eVocoder, SMOG, PEST, TEI10, etc.)- REL-10

CN node selection indication in E-UTRAN: SA2 discussed RAN2 LS (S2-112236) and re-confirmed that this indication in AS is needed and provides further background to RAN2 in LS response. (S2-112642, agreed in parallel session).
	Ag.
	Tdoc #
	Type
	Title
	Source
	Spec
	CR #
	Rel
	Conclusion

	6.1
	16
	------
	SAE: Essential corrections to 23.401 and 23.060
	------
	-
	-
	-
	-

	6
	S2-112234
	LS In
	LS from RAN WG2: LS on PLMN and CSG whitelist handling in H(e)NB
	RAN WG2 (R2-112637)
	-
	-
	Rel-8
	Revised in S2-112296

	6.1
	S2-112296
	LS In
	LS from RAN WG2: LS on PLMN and CSG whitelist handling in H(e)NB
	RAN WG2 (R2-112637)
	-
	-
	Rel-8
	NOTED



	6.1
	S2-112711
	LS In
	LS from CT WG1: Reply LS on PLMN and CSG whitelist handling in H(e)NB CT WG1 
	CT WG1 (C1-112302)


	
	
	
	NOTED



	6.1
	S2-112376
	LS OUT
	Reply LS on PLMN and CSG whitelist handling in H(e)NB
	Samsung
	-
	-
	Rel-9
	Revised to S2-112616

 


Revision of S2-112376

	


Revision of S2-112616

	OPEN



	6.1
	S2-112377
	CR
	23.401 CR2115: Inter PLMN handover to a CSG cell
	Samsung
	23.401
	2115
	Rel-9
	NOTED. 

SA2 may update Rel-9 spec based on RAN2 decisions in the October meeting



	6.1
	S2-112378
	CR
	23.401 CR2116: Inter PLMN handover to a CSG cell
	Samsung
	23.401
	2116
	Rel-10
	Revised to S2-112640

 

	6.1
	S2-112640
	CR
	23.401 CR2116: Inter PLMN handover to a CSG cell
	Samsung
	23.401
	2116
	Rel-10
	Agreed



	6.1
	S2-112379
	CR
	23.060 CR1445: Inter PLMN handover to a CSG cell
	Samsung
	23.060
	1445
	Rel-9
	NOTED



	6.1
	S2-112380
	CR
	23.060 CR1446: Inter PLMN handover to a CSG cell
	Samsung
	23.060
	1446
	Rel-10
	Revised to S2-112641

 

	6.1
	S2-112641
	CR
	23.060 CR1446: Inter PLMN handover to a CSG cell
	Samsung
	23.060
	1446
	Rel-10
	Agreed



	6.1
	S2-112427
	CR
	23.401 CR2122: MME Behaviour when MS Network Capability is not included in Attach/TAU
	NTT DOCOMO
	23.401
	2122
	Rel-8
	Revised to S2-112617

 

	6.1
	S2-112617
	CR
	23.401 CR2122: MME Behaviour when MS Network Capability is not included in Attach/TAU
	NTT DOCOMO
	23.401
	2122
	Rel-8
	Agreed



	6.1
	S2-112428
	CR
	23.401 CR2123: MME Behaviour when MS Network Capability is not included in Attach/TAU
	NTT DOCOMO
	23.401
	2123
	Rel-9
	Revised to S2-112618

 

	6.1
	S2-112618
	CR
	23.401 CR2123: MME Behaviour when MS Network Capability is not included in Attach/TAU
	NTT DOCOMO
	23.401
	2123
	Rel-9
	Agreed



	6.1
	S2-112429
	CR
	23.401 CR2124: MME Behaviour when MS Network Capability is not included in Attach/TAU
	NTT DOCOMO
	23.401
	2124
	Rel-10
	Revised to S2-112619

 

	6.1
	S2-112619
	CR
	23.401 CR2124: MME Behaviour when MS Network Capability is not included in Attach/TAU
	NTT DOCOMO
	23.401
	2124
	Rel-10
	Agreed



	6.1
	S2-112466
	CR
	23.401 CR2126: S1AP and 23.401 message reception order at MME
	Vodafone
	23.401
	2126
	Rel-9
	Revised to S2-112620

 

	6.1
	S2-112620
	CR
	23.401 CR2126: S1AP and 23.401 message reception order at MME
	Vodafone
	23.401
	2126
	Rel-9
	Agreed



	6.1
	S2-112467
	CR
	23.401 CR2127: S1AP and 23.401 message reception order at MME
	Vodafone
	23.401
	2127
	Rel-10
	Revised to S2-112621

 

	6.1
	S2-112621
	CR
	23.401 CR2127: S1AP and 23.401 message reception order at MME
	Vodafone
	23.401
	2127
	Rel-10
	Agreed



	6.1
	S2-112524
	CR
	23.060 CR1452: Add one condition for update PDP context message sending
	Huawei, Hisilicon
	23.060
	1452
	Rel-8
	Agreed



	6.1
	S2-112525
	CR
	23.060 CR1453: Add one condition for update PDP context message sending
	Huawei, Hisilicon
	23.060
	1453
	Rel-9
	Agreed



	6.1
	S2-112526
	CR
	23.060 CR1454: Intra CN node multi PLMN support_060
	Huawei, Hisilicon
	23.060
	1454
	Rel-9
	Agreed



	6.1
	S2-112527
	CR
	23.060 CR1455: Intra CN node multi PLMN support_060
	Huawei, Hisilicon
	23.060
	1455
	Rel-10
	Agreed



	6.2
	S2-112368
	CR
	23.060 CR1417R3: Cleanup of Pre-Rel-7 QoS issue
	Nokia Siemens Networks
	23.060
	1417
	Rel-10
	Revised to S2-112622

 


Revision of S2-112368

	


Revision of S2-112622

	OPEN



	6.4
	23
	------
	Other essential corrections (e.g CSFB, SMSoSGs, Emergency, etc.).
	------
	-
	-
	-
	-

	6.4
	S2-112232
	LS In
	LS from RAN WG2: Reply LS on LTE UE IMS emergency call support in Rel-9 and later
	RAN WG2 (R2-112589)
	-
	-
	Rel-9
	NOTED

To SA1 only cc to us

	6.4
	S2-112707
	LS In
	LS from CT WG1: Reply LS on SGs paging with IMSI for CSFB (C1-112193)


	CT WG1
	
	
	
	NOTED



	6.4
	S2-112708
	LS In
	LS from CT WG1: LS on UMTS ETWS: Warning message display correction with regards to digital signature security. CT WG1 (C1-112199)


	CT WG1
	
	
	
	NOTED



	6.4
	S2-112305
	CR
	23.272 CR0688: MCC implementation correction to CR0595: Removing UE rejection on CLI for 1x MT call
	MCC
	23.272
	0688
	Rel-9
	Agreed



	6.4
	S2-112272
	DISCUSSION
	APN resolution for VoLTE
	Ericsson, ST-Ericsson
	-
	-
	Rel-9
	NOTED



	6.4
	S2-112273
	CR
	23.060 CR1430R1: IMS APN resolution in the VPLMN
	Ericsson, ST-Ericsson
	23.060
	1430
	Rel-9
	Revised to S2-112647

 


Revision of S2-112273

	OPEN



	6.4
	S2-112274
	CR
	23.060 CR1431R1: IMS APN resolution in the VPLMN
	Ericsson, ST-Ericsson
	23.060
	1431
	Rel-10
	Revised to S2-112633

 


Revision of S2-112274

	OPEN



	6.4
	S2-112275
	CR
	23.401 CR2101R1: 23.401 CR2101: IMS APN resolution in the VPLMN
	Ericsson, ST-Ericsson
	23.401
	2101
	Rel-9
	Revised to S2-112634

 


Revision of S2-112275

	OPEN



	6.4
	S2-112276
	CR
	23.401 CR2102R1: 23.401 CR2102: IMS APN resolution in the VPLMN
	Ericsson, ST-Ericsson
	23.401
	2102
	Rel-10
	Revised to S2-112635

 


Revision of S2-112276

	OPEN



	CSFB

	6.4
	S2-112374
	CR
	23.272 CR0690: Correction of PS suspension procedure in CSFB to GERAN A/Gb mode
	Qualcomm Incorporated
	23.272
	0690
	Rel-9
	Agreed



	6.4
	S2-112375
	CR
	23.272 CR0691: Correction of PS suspension procedure in CSFB to GERAN A/Gb mode
	Qualcomm Incorporated
	23.272
	0691
	Rel-10
	Agreed



	6.4
	S2-112393
	CR
	23.272 CR0680R1: RRC release with system information clarification
	Huawei, Hisilicon
	23.272
	0680
	Rel-9
	NOTED



	6.4
	S2-112394
	CR
	23.272 CR0681R1: RRC release with system information clarification
	Huawei, Hisilicon
	23.272
	0681
	Rel-10
	Revised to S2-112636



	6.4
	S2-112636
	CR
	23.272 CR0681R1: RRC release with system information clarification
	Huawei, Hisilicon
	23.272
	0681
	Rel-10
	Agreed



	6.4
	S2-112424
	CR
	23.272 CR0692: Correction of CSFB Paging to avoid the use of TMSI
	NTT DOCOMO
	23.272
	0692
	Rel-8
	NOTED



	6.4
	S2-112425
	CR
	23.272 CR0693: Correction of CSFB Paging to avoid the use of TMSI
	NTT DOCOMO
	23.272
	0693
	Rel-9
	Revised to S2-112637

 

	6.4
	S2-112637
	CR
	23.272 CR0693: Correction of CSFB Paging to avoid the use of TMSI
	NTT DOCOMO
	23.272
	0693
	Rel-9
	Agreed



	6.4
	S2-112426
	CR
	23.272 CR0694: Correction of CSFB Paging to avoid the use of TMSI
	NTT DOCOMO
	23.272
	0694
	Rel-10
	Revised to S2-112638

 

	6.4
	S2-112638
	CR
	23.272 CR0694: Correction of CSFB Paging to avoid the use of TMSI
	NTT DOCOMO
	23.272
	0694
	Rel-10
	Agreed



	6.4
	S2-112443
	CR
	23.272 CR0695: PS Suspending Clarification for redirection scenario
	Nokia Siemens Networks, Nokia
	23.272
	0695
	Rel-9
	NOTED



	6.4
	S2-112444
	CR
	23.272 CR0696: PS Suspending Clarification for redirection scenario
	Nokia Siemens Networks, Nokia
	23.272
	0696
	Rel-10
	NOTED



	6.4
	S2-112445
	CR
	23.272 CR0697: LA checking correction and MSC reject cleanup
	Nokia Siemens Networks, Nokia
	23.272
	0697
	Rel-9
	NOTED

Curt to coordinate on stage-2/stage-3 alignment on emergency csfb and see if LS is needed

	6.4
	S2-112446
	CR
	23.272 CR0698: LA checking correction and MSC reject cleanup
	Nokia Siemens Networks, Nokia
	23.272
	0698
	Rel-10
	NOTED



	6.4
	S2-112528
	DISCUSSION
	Discussion about SMS over SGs handling in case of MSC/VLR failure
	Huawei, Hisilicon
	-
	-
	Rel-9
	NOTED

Problems endorsed.  Problem-1: CT1 (primarily), CT4 secondary

Problem-2: CT4 is looking at this. SA2 may update specs based on CT1/CT4 progress. 

	6.4
	S2-112529
	CR
	23.272 CR0699: Correction for SMS over SGs problems
	Huawei, Hisilicon
	23.272
	0699
	Rel-9
	NOTED



	6.4
	S2-112530
	CR
	23.272 CR0700: Correction for SMS over SGs problems
	Huawei, Hisilicon
	23.272
	0700
	Rel-10
	NOTED



	6.4
	S2-112531
	CR
	23.272 CR0678R1: Clarification about PLMN selection for CS domain
	Huawei, Hisilicon
	23.272
	0678
	Rel-9
	NOTED



	6.4
	S2-112532
	CR
	23.272 CR0679R1: Clarification about PLMN selection for CS domain
	Huawei, Hisilicon
	23.272
	0679
	Rel-10
	NOTED



	8
	6
	------
	Release 10
	------
	-
	-
	-
	-

	8.4
	42
	------
	Other corrections (MAPCON, FlowMob, eVocoder, SMOG, PEST, TEI10, etc.). 
	------
	-
	-
	-
	-

	LS

	8
	S2-112228
	LS In
	LS from CT WG1: LS on Inter system change to S1-mode with no active PDP Context
	CT WG1 (C1-110761)
	-
	-
	Rel-10
	NOTED



	9
	S2-112230
	LS In
	LS from RAN WG3: LS on partial success of Write Replace Warning Request for ETWS
	RAN WG3 (R3-111084)
	-
	-
	Rel-9
	NOTED



	9
	S2-112246
	LS OUT
	[Proposed] LS back on partial success of Write Replace Warning Request for ETWS
	NTT DOCOMO, KDDI, NEC
	-
	-
	-
	Revised to S2-112623

 

	9
	S2-112623
	LS OUT
	[Proposed] LS back on partial success of Write Replace Warning Request for ETWS
	NTT DOCOMO, KDDI, NEC
	-
	-
	-
	Agreed



	8.4
	S2-112239
	LS In
	LS from SA WG3: LS on CSG security for H(e)NB
	SA WG3 (S3-110545)
	-
	-
	-
	NOTED



	8.4
	S2-112595
	LS In
	LS from RAN WG3: Response LS on SPID during inter-RAT handover
	RAN3
	
	
	
	NOTED



	CN Node Selection Indication in LTE

	8.4
	S2-112236
	LS In
	LS from RAN WG2: Reply LS on CN node selection
	RAN WG2 (R2-112640)
	-
	-
	Rel-10
	NOTED



	4
	S2-112523
	DISCUSSION
	CN node selection
	Huawei, Hisilicon, Ericsson, ST Ericsson,
	-
	-
	Rel-10
	NOTED



	8.4
	S2-112261
	LS OUT
	[DRAFT] Reply LS on CN node selection
	Ericsson, ST Ericsson
	-
	-
	Rel-10
	Revised to S2-112624

 


Revision of S2-112261

	

	8.4
	S2-112642
	LS OUT
	[DRAFT] Reply LS on CN node selection
	Ericsson, ST Ericsson
	-
	-
	Rel-10
	Agreed



	8.4
	S2-112479
	DISCUSSION
	Need for explicit AS indicator for mapped/native GUTI
	Alcatel-Lucent
	-
	-
	-
	NOTED



	8.4
	S2-112480
	LS OUT
	Reply LS on CN node selection
	Alcatel-Lucent
	-
	-
	-
	NOTED



	23.401/23.060

	8.4
	S2-112306
	CR
	23.401 CR2061R1: Correction of the routing identity in RRC messages
	ZTE
	23.401
	2061
	Rel-10
	NOTED



	8.4
	S2-112307
	CR
	23.060 CR1399R1: Correction of APN restriction violation
	ZTE
	23.060
	1399
	Rel-10
	NOTED



	8.4
	S2-112337
	DISCUSSION
	Bearer preservation in SGSN
	CATT
	-
	-
	Rel-10
	NOTED



	8.4
	S2-112338
	CR
	23.060 CR1435R1: Re-establishment of RABs procedure
	CATT
	23.060
	1435
	Rel-10
	Revised to S2-112625

 


Revision of S2-112338

	OPEN



	8.4
	S2-112643
	CR
	23.060 CR1435R1: Re-establishment of RABs procedure
	CATT
	23.060
	1435
	Rel-10
	Agreed



	CSFB

	8.4
	S2-112262
	CR
	23.272 CR0687: CSFB support indication from VLR
	Ericsson, ST Ericsson
	23.272
	0687
	Rel-10
	NOTED



	8.4
	S2-112369
	CR
	23.272 CR0666R2: Updating dual rx/tx e1xCSFB based on explicit UE support indictor
	Nokia Siemens Networks, KDDI
	23.272
	0666
	Rel-10
	Revised to S2-112626

 

	8.4
	S2-112626
	CR
	23.272 CR0666R2: Updating dual rx/tx e1xCSFB based on explicit UE support indictor
	Nokia Siemens Networks, KDDI
	23.272
	0666
	Rel-10
	Agreed



	8.4
	S2-112371
	CR
	23.272 CR0684R1: Priority for terminating CSFB sessions for eMPS
	Nokia Siemens Networks, NTT DOCOMO
	23.272
	0684
	Rel-10
	Revised to S2-112631

 


Revision of S2-112371

	

	8.4
	S2-112644
	CR
	23.272 CR0684R1: Priority for terminating CSFB sessions for eMPS
	Nokia Siemens Networks, NTT DOCOMO
	23.272
	0684
	Rel-10
	Agreed



	8.4
	S2-112396
	CR
	23.401 CR2120: Clarification of Reachability management for MME overload control
	Huawei, Hisilicon
	23.401
	2120
	Rel-10
	NOTED



	8.4
	S2-112397
	CR
	23.060 CR1448: Clarification of Reachability management for SGSN overload control
	Huawei, Hisilicon
	23.060
	1448
	Rel-10
	NOTED



	8.4
	S2-112398
	CR
	23.401 CR2082R1: Removal of the eNB S1-MME IP Address in the UE Context
	Huawei, Hisilicon
	23.401
	2082
	Rel-10
	NOTED



	8.4
	S2-112309
	CR
	23.272 CR0689: Correct detach procedure with ISR activated
	ZTE
	23.272
	0689
	Rel-10
	Agreed



	Relays

	8
	S2-112468
	CR
	23.401 CR2128: Completion of Relay procedure overview
	Vodafone
	23.401
	2128
	Rel-10
	Revised to S2-112627

 


Revision of S2-112468

	OPEN



	8.4
	S2-112470
	DISCUSSION
	Discussion on off-loading Relay from MME
	ZTE
	-
	-
	Rel-10
	NOTED



	8.4
	S2-112471
	CR
	23.401 CR2064R1: Clarify how to off-load Relay from MME
	ZTE
	23.401
	2064
	Rel-10
	Revised to S2-112632

 


Revision of S2-112471

	OPEN



	8.4
	S2-112473
	DISCUSSION
	Clarification of GW functions in relay architecture (Discussion)
	Nokia Siemens Networks, Nokia, Ericsson, ST-Ericsson
	-
	-
	Rel-10
	NOTED



	8.4
	S2-112474
	CR
	23.401 CR2100R1: Clarification of GW functions in relay architecture
	Nokia Siemens Networks, Nokia, Ericsson, ST-Ericsson
	23.401
	2100
	Rel-10
	Revised to S2-112629

 


Revision of S2-112474

	OPEN



	Editorials

	8.4
	S2-112308
	CR
	23.401 CR2063R1: Correction of mobility procedures
	ZTE
	23.401
	2063
	Rel-10
	Revised to S2-112630

 

	8.4
	S2-112630
	CR
	23.401 CR2063R1: Correction of mobility procedures
	ZTE
	23.401
	2063
	Rel-10
	Agreed



	8.4
	S2-112263
	CR
	23.401 CR2110: Corrections in Annex D
	Ericsson, ST Ericsson
	23.401
	2110
	Rel-10
	Revised to S2-112628

 

	8.4
	S2-112628
	CR
	23.401 CR2110: Corrections in Annex D
	Ericsson, ST Ericsson
	23.401
	2110
	Rel-10
	Agreed



	8.4
	S2-112432
	CR
	23.401 CR2076R1: S10 and S3 use across PLMN's
	Alcatel-Lucent
	23.401
	2076
	Rel-10
	Agreed



	8.4
	S2-112433
	CR
	23.060 CR1413R1: S16 use across PLMN's
	Alcatel-Lucent
	23.060
	1413
	Rel-10
	Agreed



	Enhancement

	8.4
	S2-112372
	CR
	23.246 CR0267R1: Counting and subscription for MBMS broadcast mode
	Qualcomm Incorporated
	23.246
	0267
	Rel-10
	NOTED



	8.4
	S2-112384
	DISCUSSION
	Status of wrong APN and PAP/CHAP sent as part of attach procedure issue
	Samsung
	-
	-
	Rel-10
	NOTED



	8.4
	S2-112385
	CR
	23.401 CR2117: UE provided unprovisioned APN settings at initial attach
	Samsung
	23.401
	2117
	Rel-10
	Revised to S2-112686

 

	8.4
	S2-112686
	CR
	23.401 CR2117: UE provided unprovisioned APN settings at initial attach
	Samsung
	23.401
	2117
	Rel-10
	NOTED



	IMS Related

	8.4
	S2-112478
	DISCUSSION
	Terminated Video Call Domain Selection
	NTT DOCOMO
	-
	-
	Rel-10
	NOTED

No IMS, postpone

	8.4
	S2-112419
	CR
	23.221 CR0127R2: Clarification on video call domain selection
	NTT DOCOMO
	23.221
	0127
	Rel-10
	NOTED

No IMS, postpone


Agenda Items 6.2 and 8.5 
General
All documents on these agenda items were handled. Only an incoming LS from CT3 in S2-112787 (on support for unidirectional bearers) remains to be checked, since it was not available when the parallel session took place.
6.2: SAE Essential corrections on QoS and PCC aspects
Policy control for HTTP-based media delivery. An incoming LS from SA4 in S2-112666 was discussed. There was general agreement among companies that no impacts to the PCC architecture are expected to enable policy control for HTTP-based media delivery. A reply LS was drafted off-line and is still open.

PCRF initiated dedicated bearer procedures during handover with PMIP based S5/S8. A solution without PCRF impacts was endorsed by the group. The SGW starts a guard timer and retries in case a PCRF initiated bearer request is temporarily rejected due to handover in progress. No conceptual comments made on the proposed Rel-9/Rel-10 CRs, but it was requested to revise them off-line to find a better position/structure for the proposed text. The CRs are still open.
8.5: Release 10 “other” with PCC/QoS

PEST. Two Rel-11 mirror CRs against TS 23.203 could not be approved as such due to some companies having conceptual concerns with the proposed changes. It was agreed to clean-up the text both in Rel-10 and in Rel-11. The correspondent CRs are still open.

Updating APN-AMBR in case of multiple PDNs to the same APN. To ensure backward compatibility with legacy UEs, it was agreed that, if a change of APN-AMBR is signaled to the PGW, the PGW should initiate explicit signaling to the UE to update the APN-AMBR of all the active PDN connections to the same APN for that UE (e.g. a common scenario is the case of a dual-stack UE having two parallel PDN connections with PDP type IPv4 and IPv6). It also agreed to capture this concept both in Rel-9 and in Rel-10. The correspondent CRs for TS 23.401 were revised off-line and are still open.

Unidirectional Bearers. For Rel-10 it was agreed to go for a network based solution where the network ensures that at most one bearer will be without UL packet filter. To do that the network provides to the UE a dummy TFT that effectively disallows any UL packet for the bearer. An aspect that could not be clarified during the discussion is whether the PGW or the PCRF injects the dummy TFT. The correspondent Rel-10 CRs against TS 23.060 and 23.401 are still open. Before going ahead and approve them it was requested to check the incoming LS from CT3 in S2-112787, to verify whether any impacts on Gx are foreseen by CT3.
	Ag.
	Tdoc #
	Type
	Title
	Source
	Spec
	CR #
	Rel
	Conclusion

	6.2
	6
	------
	SAE: Essential corrections on QoS and PCC aspects 
	------
	-
	-
	-
	-

	6.2
	S2-112456
	CR
	23.060 CR1365R4: Preservation and network controlled QoS
	Panasonic
	23.060
	1365
	Rel-10
	Agreed



	6.2
	S2-112244
	LS In
	LS from SA WG4: LS on PSS HTTP-based Download and Streaming and 3GP-DASH QoS management
	SA WG4 (S4-110551)
	-
	-
	Rel-9
	NOTED - The reply LS from SA2 will be prepared after checking the response from CT3

	6.2
	S2-112666
	LS out
	Reply LS on PSS HTTP-based Download and Streaming and 3GP-DASH QoS management
	Belen
	-
	-
	Rel-9
	OPEN

	6.2
	S2-112247
	DISCUSSION
	PCRF initiated dedicated bearer procedure during handover
	Hitachi, Motorola Solutions
	-
	-
	-
	NOTED - Proposal endorsed



	6.2
	S2-112248
	CR
	23.402 CR0992: PCRF initiated dedicated bearer procedure during handover
	Hitachi, NTT DOCOMO, KDDI, Motorola Solutions
	23.402
	0992
	Rel-9
	Revised to S2-112667




Revision of S2-112248

	OPEN



	6.2
	S2-112249
	CR
	23.402 CR0993: PCRF initiated dedicated bearer procedure during handover
	Hitachi, NTT DOCOMO, KDDI, Motorola Solutions
	23.402
	0993
	Rel-10
	Revised to S2-112668




Revision of S2-112249

	OPEN



	8.5
	3
	------
	Release 10 “other” with PCC/QoS
	------
	-
	-
	-
	-

	PEST

	8.5
	S2-112669
	CR
	23.203 CR0550: Clarify the usage reporting for Sponsored Data Connectivity
	ZTE
	23.203
	0550
	Rel-10
	OPEN

	8.5
	S2-112345
	CR
	23.203 CR0518R1: Clarify the usage reporting for Sponsored Data Connectivity
	ZTE
	23.203
	0518
	Rel-11
	Revised to S2-112670




Revision of S2-112345

	OPEN



	8.5
	S2-112671
	CR
	23.203 CR0551: Sponsored data connectivity profile in SPR
	ZTE
	23.203
	0551
	Rel-10
	OPEN

	8.5
	S2-112346
	CR
	23.203 CR0519R1: Sponsored data connectivity profile in SPR
	ZTE
	23.203
	0519
	Rel-11
	Revised to S2-112672




Revision of S2-112346

	OPEN



	8.5
	S2-112347
	CR
	23.203 CR0520R3: Limit Sponsored data connectivity in the roaming case
	ZTE
	23.203
	0520
	Rel-10
	Revised to S2-112673



	8.5
	S2-112673
	CR
	23.203 CR0520R3: Limit Sponsored data connectivity in the roaming case
	ZTE
	23.203
	0520
	Rel-10
	Agreed



	8.5
	S2-112348
	CR
	23.203 CR0521R3: Limit Sponsored data connectivity in the roaming case
	ZTE
	23.203
	0521
	Rel-11
	WITHDRAWN



	Other

	8.4 => 8.5
	S2-112264
	CR
	23.060 CR1440: Handling of GERAN QoS negotiation in S4-SGSN
	Ericsson, ST Ericsson
	23.060
	1440
	Rel-10
	NOTED



	8.4 => 8.5
	S2-112370
	CR
	23.401 CR2022R2: Updating APN-AMBR in case of multiple PDNs to the same APN
	Nokia Siemens Networks, Nokia
	23.401
	2022
	Rel-10
	Revised to S2-112674




Revision of S2-112370

	OPEN



	8.4 => 8.5
	S2-112675
	CR
	23.401 CR2132: Updating APN-AMBR in case of multiple PDNs to the same APN
	Nokia Siemens Networks, Nokia
	23.401
	2132
	Rel-9
	OPEN

	Unidirectional Bearers

	8.5
	S2-112714
	LS in
	LS from CT WG1: LS on LS on UL packet filters
	CT WG1 (C1-112332)
	-
	-
	Rel-10
	NOTED - For Rel-10 it was agreed to go for a network based solution where the network ensures that at most one bearer will be without UL packet filter. To do that the network provides to the UE a dummy TFT that effectively diallows any UL packet for the bearer. 

	8 => 8.5
	S2-112486
	CR
	23.060 CR1364R4: Uplink traffic mapping
	Ericsson, ST-Ericsson
	23.060
	1364
	Rel-10
	Revised to S2-112650




Revision of S2-112486

	OPEN - To be handled after checking the reply LS from CT3 (S2-112787).



	8 => 8.5
	S2-112487
	CR
	23.401 CR2026R4: Unidirectional bearer
	Ericsson, ST-Ericsson
	23.401
	2026
	Rel-10
	OPEN - To be handled after checking the reply LS from CT3 (S2-112787).


	8.5
	S2-112787
	LS in
	LS from CT WG3: Reply LS on UL packet filters
	CT WG3
	-
	-
	Rel-10
	

	8.4 => 8.5
	S2-112509
	CR
	23.060 CR1451: PDP context for DL IP flows only
	Qualcomm Incorporated
	23.060
	1451
	Rel-10
	NOTED



	8.4 => 8.5
	S2-112510
	CR
	23.401 CR2131: Unidirectional bearers
	Qualcomm Incorporated
	23.401
	2131
	Rel-10
	NOTED




