Page 1



3GPP TSG SA WG2 Meeting #85
(
S2-112747
16 - 20 May 2011, Xi'An, P.R. China
(Revision of S2-112415)
	CR-Form-v9.8

	CHANGE REQUEST

	

	(

	23.401
	CR
	2121
	(

rev
	1
	(

Current version:
	10.3.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	X


	

	Title:
(

	Definitions of Correlation ID and LIPA PDN connection

	
	

	Source to WG:
(

	Research In Motion UK Ltd.

	Source to TSG:
(

	SA WG2

	
	

	Work item code:
(

	LIPA
	
	Date: (

	16/05/2011

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-10

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)

	
	

	Reason for change:
(

	The terms LIPA PDN connection and Correlation ID are used in a number of places in LIPA descriptions without having been defined. 

As these terms are also frequently used during discussions regarding LIPA, it would be benefitial to have formal definitions which are usable in stage 2 specifications as well as in stage 3 specifications.

	
	

	Summary of change:
(

	It is proposed to adopt definitions of LIPA PDN connection and Correlation ID that are usable in stage 2 specifications and can be understood by stage 3 in order to implement stage 2 mechanisms.

	
	

	Consequences if 
(

not approved:
	Unclear references to what a LIPA PDN connection is and what a Correlation ID is.

	
	

	Clauses affected:
(

	3.1

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	TS/TR ... CR ... rev ...

	affected:
	
	x
	 Test specifications
	TS/TR ... CR ... rev ...

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... rev ...

	
	

	Other comments:
(

	


===============================Begin of Change==========================================

3.1
Definitions

For the purposes of the present document, the terms and definitions given in TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].

MME Pool Area: An MME Pool Area is defined as an area within which a UE may be served without need to change the serving MME. An MME Pool Area is served by one or more MMEs ("pool of MMEs") in parallel. MME Pool Areas are a collection of complete Tracking Areas. MME Pool Areas may overlap each other.

Serving GW Service Area: A Serving GW Service Area is defined as an area within which a UE may be served without need to change the Serving GW. A Serving GW Service Area is served by one or more Serving GWs in parallel. Serving GW Service Areas are a collection of complete Tracking Areas. Serving GW Service Areas may overlap each other.

PDN Connection: The association between a UE represented by one IPv4 address and/or one IPv6 prefix and a PDN represented by an APN.

Default Bearer: The EPS bearer which is first established for a new PDN connection and remains established throughout the lifetime of the PDN connection.

Default APN: A Default APN is defined as the APN which is marked as default in the subscription data and used during the Attach procedure and the UE requested PDN connectivity procedure when no APN is provided by the UE.

Emergency attached UE: A UE which only has bearer(s) related to emergency bearer service.

NOTE:
The above term is equivalent to the term "attached for emergency bearer services" as specified in 3GPP TS 24.301 [46].
LIPA PDN connection: a PDN Connection for local IP access for a UE connected to a HeNB. 
Correlation ID: For a LIPA PDN connection, Correlation ID is a parameter that enables direct user plane path between the HeNB and L-GW. A Correlation ID is associated with the default EPS bearer on a LIPA PDN connection.
===============================End of Change===========================================
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