
3GPP TSG- S2Meeting #86 
(
S2-113697
11-15 July 2011, Naantali, Finland
	CR-Form-v9.8

	CHANGE REQUEST

	

	(

	23.203
	CR
	0554
	(

rev
	1
	(

Current version:
	11.2.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	X


	

	Title:
(

	Time of day procedures for ADC rules

	
	

	Source to WG:
(

	Vodafone, Allot Communications, Telcordia, AT&T, Genband, ZTE, Huawei, Ericsson

	Source to TSG:
(

	SA2

	
	

	Work item code:
(

	SAPP
	
	Date: (

	13/07/2011

	
	
	
	
	

	Category:
(

	C
	
	Release: (

	R11

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)

	
	

	Reason for change:
(

	Similarly to PCC rules, and in order to to avoid signalling overload situations e.g. due to time of day based ADC rule changes, it is proposed to introduce Time of day based procedures for ADC rules. The recommended procedures are revalidation timeout and deferred ADC rules operations.
As with PCC rules, deferred mode for ADC rules applies for activation and deactivation of the ADC rules.


	
	

	Summary of change:
(

	Add Time of day relevant procedures in sub clauses 6.1.4, 6.4 and 6.8.2.

	
	

	Consequences if 
(

not approved:
	Missing functionality which is beneficial for efficient handling of ADC rules.

	
	

	Clauses affected:
(

	6.1.4, 6.4, 6.8.2

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	TS/TR ... CR ... rev ...

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... rev ...

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... rev ...

	
	

	Other comments:
(

	


*** 1st change ***
6.1.4
Event Triggers

The Event Reporting Function (ERF) performs event trigger detection. When an event matching the event trigger occurs, the ERF shall report the occurred event to the PCRF. The Event Reporting Function is located either at the PCEF or, at the BBERF (if applicable) or, at the TDF for solicited application reporting (if applicable).

The event triggers define the conditions when the ERF shall interact again with PCRF after an IP‑CAN session establishment. The event triggers that are required in procedures shall be unconditionally reported from the ERF, while the PCRF may subscribe to the remaining events. Whether an event trigger requires a subscription by the PCRF is indicated in column 4 in table 6.2 below.

The PCRF subscribes to new event triggers or remove armed event triggers unsolicited at any time or upon receiving event report or rule request from the ERF (PCEF or BBERF or TDF) using the Provision of PCC Rules procedure or the Provision of QoS Rules procedure (if applicable) or the Provision of ADC Rules procedure (if applicable). If the provided event triggers are associated with certain parameter values then the ERF shall include those values in the response back to the PCRF. Event triggers are associated with all rules at the ERF of an IP‑CAN session (ERF is located at PCEF) or Gateway Control session (ERF is located at BBERF) or with Traffic Detection session (ERF is located in TDF). Event triggers determine when the ERF shall signal to the PCRF that an IP‑CAN bearer has been modified. It shall be possible the ERF to react on the event triggers listed in table 6.2.

Table 6.2: Event triggers

	Event trigger
	Description
	Reported from
	Condition for reporting

	PLMN change
	The UE has moved to another operators' domain.
	PCEF
	PCRF

	QoS change
	The QoS of the IP‑CAN bearer has changed (note 3).
	PCEF, BBERF
	PCRF

	QoS change exceeding authorization
	The QoS of the IP‑CAN bearer has changed and exceeds the authorized QoS (note 3).
	PCEF
	PCRF

	Traffic mapping information change
	The traffic mapping information of the IP‑CAN bearer has changed (note 3).
	PCEF
	Always set

	Resource modification request
	A request for resource modification has been received by the BBERF/PCEF (note 6).
	PCEF, BBERF
	Always set

	Routing information change
	The IP flow mobility routing information has changed
	PCEF
	Always set if IP flow mobility is supported

	Change in type of IP‑CAN (see note 1)
	The access type of the IP‑CAN bearer has changed.
	PCEF
	PCRF

	Loss/recovery of transmission resources
	The IP‑CAN transmission resources are no longer usable/again usable.
	PCEF, BBERF
	PCRF

	Location change (serving cell)
	The serving cell of the UE has changed.
	PCEF, BBERF
	PCRF

	Location change (serving area)
(see note 4)
	The serving area of the UE has changed.
	PCEF, BBERF
	PCRF

	Location change (serving CN node)
(see note 5)
	The serving core network node of the UE has changed.
	PCEF, BBERF
	PCRF

	Out of credit
	Credit is no longer available.
	PCEF
	PCRF

	Enforced PCC rule request
	PCEF is performing a PCC rules request as instructed by the PCRF.
	PCEF
	PCRF

	Enforced ADC rule request
	PCEF/TDF is performing an ADC rules request as instructed by the PCRF.
	PCEF, TDF
	PCRF

	UE IP address change
	A UE IP address has been allocated/released
	PCEF
	Always set

	Access Network Charging Correlation Information
	Access Network Charging Correlation Information has been assigned.
	PCEF
	PCRF

	Usage report

(see note 7)


	The IP-CAN session or the Monitoring key specific resources consumed by a UE either reached the threshold or needs to be reported for other reasons.
	PCEF, TDF
	PCRF

	Start of application traffic detection and

Stop of application traffic detection (see note 8)
	The start or the stop of application traffic has been detected.
	PCEF, TDF
	PCRF

	NOTE 1:
This list is not exhaustive. Events specific for each IP‑CAN are specified in clause A.

NOTE 2:
A change in the type of IP‑CAN may also result in a change in the PLMN.

NOTE 3:
Available only when the bearer binding mechanism is allocated to the PCRF.

NOTE 4:
A change in the serving area may also result in a change in the serving cell, and a change in the serving CN node.

NOTE 5:
A change in the serving CN node may also result in a change in the serving cell, and possibly a change in the serving area.

NOTE 6:
Available only when the IP‑CAN supports corresponding procedures for bearer independent resource requests.

NOTE 7:
Usage is defined as volume of user plane traffic.

NOTE 8:
The start and stop of application traffic detection are separate event triggers, but received under the same subscription from PCRF.


If the Location change trigger is armed, the relevant IP‑CAN specific procedure shall be implemented to report any changes in location to the level indicated by the trigger. If credit-authorization triggers and event triggers require different levels of reporting of location change for a single UE, the location to be reported should be changed to the highest level of detail required. However, there should be no request being triggered for PCC rules or QoS rules (if applicable) update to the PCRF if the report received is more detailed than requested by the PCRF.

IP‑CAN bearer modifications, which do not match any event trigger, shall cause no interaction with the PCRF.

The QoS change event trigger shall trigger the PCRF interaction for all changes of the IP‑CAN bearer QoS. The QoS change exceeding authorization event trigger shall only trigger the PCRF interaction for those changes that exceed the QoS of the IP‑CAN bearer that has been authorized by the PCRF previously. The ERF shall check the QoS class identifier and the bandwidth.

The Resource modification request event trigger shall trigger the PCRF interaction for all resource modification requests not tied to a specific IP‑CAN bearer received by PCEF/BBERF. The resource modification request received by PCEF/BBERF may include request for guaranteed bit rate changes for a traffic aggregate and/or the association/disassociation of the traffic aggregate with a QCI and/or a modification of the traffic aggregate.

The routing information change event trigger shall trigger the PCRF interaction for any change in how the IP flow is routed (i.e. IP flow mobility routing rules). The routing information change received by the PCEF is specified in TS 23.261 [23].

The enforced PCC rule request event trigger shall trigger a PCEF interaction to request PCC rules from the PCRF for an established IP‑CAN session. This PCEF interaction shall take place within the Revalidation time limit set by the PCRF in the IP‑CAN session related policy information (clause 6.4).
The enforced ADC rule request event trigger shall trigger a PCEF/TDF interaction to request ADC rules from the PCRF for an established IP-CAN/TDF session. This PCEF/TDF interaction shall take place within the ADC Revalidation time limit set by the PCRF in the IP‑CAN/TDF session related policy information (clause 6.4).
NOTE:
The enforced PCC rule request and the enforced ADC rule request mechanisms can be used to avoid signalling overload situations e.g. due to time of day based PCC/ADC rule changes.

The UE IP address change event trigger applies to the PCEF only and shall trigger a PCEF interaction with the PCRF in case a UE IPv4 address is allocated or released during the lifetime of the IP‑CAN session.

The Access Network Charging Correlation Information event shall trigger the PCEF to report the assigned access network charging identifier for the PCC rules that are accompanied with a request for this event at activation.

If the Usage report event trigger is set, then the PCRF shall also provide applicable usage thresholds for the Monitoring key(s) that are subject to usage monitoring in the requested node (PCEF or TDF).

If the Usage report event trigger is set and the volume thresholds, earlier provided by the PCRF, are reached, the PCEF or TDF (whichever received the event trigger) shall report this event to the PCRF.

The Start of application traffic detection and Stop of application traffic detection events shall trigger a PCEF or a TDF interaction with PCRF once the requested application traffic is detected (i.e. Start of application traffic detection) or the end of the requested application traffic is detected (i.e. Stop of application traffic detection) for the solicited application reporting. The Application Identifier and service flow descriptions, if available, shall also be included in the report.

*** 2nd change ***
6.4
IP‑CAN bearer, , and IP‑CAN session related policy information

The purpose of the IP‑CAN bearer and IP‑CAN session related policy information is to provide policy and charging control related information that is applicable to a single IP‑CAN bearer or the whole IP‑CAN session respectively.The PCRF provides the IP‑CAN bearer and IP‑CAN session related policy information to the PCEF and BBERF (if applicable) using the PCC rule and QoS rule (if applicable) and ADC rule (if applicable) provision procedure. The IP‑CAN bearer related policy information may be provided together with rules or separately.

Table 6.4 lists the PCC related IP‑CAN bearer,, and IP‑CAN sessionrelated policy information.

Table 6.4: PCC related IP‑CAN bearer and IP‑CAN session related policy information

	Attribute
	Description
	PCRF permitted to modify the attribute
	Scope

	Charging information
(NOTE 2)
	Defines the containing OFCS and/or OCS addresses.
	No
	IP‑CAN session

	Default charging method
(NOTE 2)
	Defines the default charging method for the IP‑CAN session.
	No
	IP‑CAN session

	Event trigger
	Defines the event(s) that shall cause a re-request of PCC rules for the IP‑CAN bearer 
	Yes
	IP‑CAN session


	Authorized QoS per bearer (UE-initiated IP‑CAN bearer activation/modification)
(NOTE 1)
	Defines the authorised QoS for the IP‑CAN bearer (QCI, GBR, MBR).
	Yes
	IP‑CAN bearer

	Authorized MBR per QCI (network initiated IP‑CAN bearer activation/modification)
(NOTE 1)
(NOTE 3)
	Defines the authorised MBR per QCI.
	Yes
	IP‑CAN session

	Revalidation time limit
	Defines the time period within which the PCEF shall perform a PCC rules request.
	Yes
	IP‑CAN session

	ADC Revalidation time limit
	Defines the time period within which the PCEF shall perform an ADC rules request.
	Yes
	IP‑CAN session 


	NOTE 1:
Depending on the bearer establishment mode; only one Authorized QoS information has to be used.

NOTE 2:
These attributes should not be provided to BBERF.

NOTE 3:
This attribute is only applicable when the IP‑CAN supports non-GBR bearers that have a separate MBR (e.g. for GPRS).


Upon the initial interaction with the PCEF, the PCRF may provide Charging information containing OFCS and/or OCS addresses to the PCEF defining the offline and online charging system addresses respectively. These shall override any possible predefined addresses at the PCEF. If received by the PCEF, it supersedes the Primary OFCS/OCS address and Secondary OFCS/OCS address in the charging characteristics profile.

Upon the initial interaction with the PCEF, the PCRF may provide Default charging method indicating what charging method shall be used in the IP‑CAN session for every PCC rule where the charging method identifier is omitted, including predefined PCC rules that are activated by the PCEF. If received by the PCEF, it supersedes the Default charging method in the charging characteristics profile.

Upon every interaction with the ERF, the PCRF may provide event triggers for the IP‑CAN session. Event triggers are used to determine which IP-CAN bearer modification causes the ERF to re-request PCC/ADC rules. The triggers are listed in clause 6.1.4.

The semantics of the authorized QoS per bearer (UE-initiated IP‑CAN bearer activation/modification) and the authorized MBR per QCI (network initiated IP‑CAN bearer activation/modification) are captured in clause 6.2.2.4.

The Revalidation time limit defines the time period within which the PCEF shall trigger a request for PCC rules for an established IP‑CAN session.

6.x
TDF session related policy information

The purpose of the TDF session related information is to provide information that is applicable to the whole TDF session. The PCRF provides the TDF  session related information to the TDF (if applicable) using ADC rule provision procedure..

Table 6.x lists the TDF session related policy information.

Table 6.x: TDF session related policy information

	Attribute
	Description
	PCRF permitted to modify the attribute
	Scope

	Event trigger
	Defines the event(s) that shall cause a re-request of ADC rules for the TDF session.
	Yes
	TDF session

	ADC Revalidation time limit
	Defines the time period within which the TDF shall perform an ADC rules request.
	Yes
	TDF session


Upon every interaction with the TDF  the PCRF may provide event triggers for the  TDF session. Event triggers are used to determine which event causes the TDF to re-request ADC rules. The triggers applicable for theTDF are listed in clause 6.1.4.

The ADC Revalidation time limit defines the time period within which the PCEF/TDF shall trigger a request for ADC rules for an established IP‑CAN/TDF session.

*** 3rd change ***
6.8.2
Application Detection and Control rule operations

Application Detection and Control rule operations apply for solicited reporting and consist of activation, modification and deactivation of ADC rules.

Activation: The PCRF provides the ADC Rule identifier to the PCEF or TDF. The PCRF may provide data for usage monitoring and enforcement control for a dynamic ADC rule.

An active ADC rule means that

· The application traffic, matching the corresponding application, is detected; and

· Start or stop of application traffic is reported to the PCRF, if applicable and requested by the PCRF, in the notification for the Start, including service data flow filters for detection; and

· Monitoring and enforcement as specified within the rule is applied.

The PCRF may, at any time, modify an active, dynamic ADC rule.

The PCRF may, at any time, deactivate an active ADC rule. The IP CAN session termination shall deactivate all ADC rules for that IP-CAN session.
Application Detection and Control rule activation/deactivation operations can also be performed in a deferred mode. For this case, the PCRF shall indicate a time at which the relevant ADC rule operation shall be performed by the PCEF or the TDF.

The PCRF shall always provide complete ADC rules when the deferred mode is used. If a deferred ADC rule operation is received by the PCEF or the TDF and there is already a stored ADC rule operation with the same ADC Rule Identifier, this newly received ADC rule operation shall replace the stored ADC rule operation. If an ADC rule operation (non-deferred) is received for an ADC rule which has a pending deferred ADC rule operation, the deferred ADC rule operation shall no longer be valid.
*** End of changes ***
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