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	In 24.008, it is stated that if the UE requests Secondary PDP Context Activation Procedure or any PDP Context Modification Procedure that is for the emergency PDN Connection, the SGSN shall reject it. The SGSN never forwards the UE initiated requests to the PDN GW/GGSN.

However during the Iu release and RAB release procedure, the SGSN shall downgrade the maximum bit rate of the PDP context using streaming or conversational traffic class. The PDP context in this case is downgraded to 0 kbit/s and in turn the PDN GW/GGSN is informed. Thus in such case, the PDN GW/GGSN shall not reject such request because the MS will also deactivate such a PDP context locally.

	
	

	Summary of change:
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	The SGSN shall reject any MS initiated Secondary PDP Context Activation Procedure or any MS initiated Secondary PDP Context Modification Procedure for the emergency PDN Connection.
The PDN GW/GGSN shall reject any PDP Context Modification Procedure for the emergency PDN Connection except when the PDP Context Modification Procedure is triggered by an Iu release or a RAB release and the SGSN downgrades the maximum bit rate to 0 kbit/s for the PDP context using streaming or conversational traffic class.
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* * * First Change * * * *

5.10.5
Handling of PDN Connections for Emergency Bearer Services

The PDP contexts (described in clause 5.10.4) of a PDN Connection associated with the emergency APN shall be dedicated for IMS emergency sessions and shall not allow any other type of traffic. The Emergency PDP contexts shall not be changed to normal PDP contexts and vice versa.

The PDN GW/GGSN shall block any traffic that is not from or to addresses of network entities (e.g. P-CSCF) providing IMS emergency service. If PCC is not deployed, the list of allowed addresses may be configured in the PDN GW/GGSN by the operator. When dynamic PCC is deployed, the procedures are as described in TS 23.203 [88]. If there is already an emergency PDN connection, the MS shall not request another emergency PDN Connection. The SGSN shall reject any additional emergency PDN Connection requests. The MS shall not initiate any Secondary PDP Context Activation Procedure or any PDP Context Modification Procedure for the emergency PDN connection. The SGSN shall reject any MS initiated Secondary PDP Context Activation Procedure or any PDP Context Modification Procedure that is for the emergency PDN Connection. The PDN GW/GGSN shall reject any PDP Context Modification Procedure for the emergency PDN Connection except when the PDP Context Modification Procedure is triggered by the Iu release or the RAB release, in this case the SGSN will downgrade the maximum bit rate to 0 kbit/s for the PDP context using streaming or conversational traffic class.
The ARP reserved for emergency bearer service shall only be assigned to bearers associated with an emergency PDN Connection. When PCC is not used the PDN GW/GGSN provides static policy.

For emergency attached MS, SGSN initiates an implicit detach based on an inactivity timeout specific to emergency.

* * * End of Change * * * *
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