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3GPP2 CORRESPONDENCE 
Dr. Marvin Bienn 
Chair, 3GPP2 TSG-X 
Ericsson 
tsgx_chair@3gpp2.org 

June 15, 2012 

Erik Guttman 
Samsung 
Chair, 3GPP SA2 
erik.guttman@gmail.com 

 

Re:  PGW selection with 3GPP2 SIPTO support  

Dear Erik: 
 
3GPP2 X.S0057-B v1.0 (E-UTRAN-eHRPD Connectivity and Interworking: Core Network 
Aspects) has defined a “3GPP2 SIPTO” function to allow 3GPP2 operators the capability to 
offload certain types of traffic to access a network node close to a UE's point of attachment. 
3GPP2 SIPTO is achieved by selecting a P-GW that is geographically/topologically close to the 
HSGW.  

To allow for the support of 3GPP2 SIPTO, CR S2-122628 and CR S2-122629 against TS23.402 
will be submitted into the July 2012 SA2 meeting. 

Regards, 

 

Marvin Bienn 
Chair, 3GPP2 TSG-X 

 

 
cc: V. Mitchell, 3GPP2 Secretariat vmitchell@tiaonline.org 

C. Blum, Chair, 3GPP2 SC cblum@tiaonline.org 
S. Kooistra, 3GPP Liaison Manager 3GPPLiaison@etsi.org  
M. Pope, 3GPP SA2 Secretary Maurice.pope@etsi.org  


