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1. Overall Description:

SA2 thanks CT1 for the Liaison on UE reselecting from LTE to 2G/3G for CS services when backed-off from PS domain. 
SA2 discussed the issue and the expressed concerns from CT1. 
In conclusion; SA2 accepts the enhancements made by CT1 allowing a UE to re-select to 2G/3G to make MO call or send an MO SMS. However, SA2 doesn’t see any reason to make any further enhancements to allow a UE running a back-off timer to get MT service while the timer is running.
Please, see below additional SA2 comments on the raised concerns:

· UE staying in LTE can’t receive any MT CS service either because MME is still congested or UE moves out of registered TAI list.

SA2 answer:

PS congestion should not automatically trigger CS procedures. The currently approved CT1 solutions for solving MO CS call and SMS are fine, but SA2 encourages CT1 to avoid further enhancements trying to retain MT services while UE having a back-off timer running.
· When UE makes a reselection to 2G/3G, UE is currently not required to disable E-UTRAN capabilities. Then after using the CS services, the IDLE mode reselection process can take the mobile back to E-UTRAN. Then when back in LTE the UE might make another re-selection to 2G/3G again for further CS services.

SA2 answer:

This could happen when UE got another SMS to send, but the load due to this should be minimal. 

· When UE makes a reselection to 2G/3G, if UE were to disable E-UTRAN capabilities, and stay in 2G/3G till the PS backoff timer expires, there is a risk that when PS domain congestion has abated that the UE in 2G/3G will receive no terminating PS service (even from the SGSN).
Note: Because the PS backoff timer is still running and so the UE will not do a RAU in 2G/3G.

SA2 answer:

Solution to not disable LTE is fine and avoids the issue.

2. Actions:

To 3GPP TSG CT WG1
ACTION: 

SA2 would like CT1 to take the answers above into account in their future work on congestion control.
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