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Abstract of the contribution: This contribution proposes to adopt some of the Definitions and Abbreviations which are obtained from TR 23.839 and are applicable to TR 23.896 for P4C_F.
Introduction

This contribution proposes to adopt some of the Definitions and Abbreviations which are obtained from TR 23.839 and are applicable to TR 23.896 for P4C_F.  In addition, some corrections are proposed to the definitions.
Discussion

With reference to the description in RFC 3046 clause 3.1, this sub-option (Agent Circuit ID) MAY be added by DHCP relay agents which terminate switched or permanent circuits. It encodes an agent-local identifier of the circuit from which a DHCP client-to-server packet was received. It is intended for use by agents in relaying DHCP responses back to the proper circuit. Possible uses of this field include:
- Router interface number
- Switching Hub port number
- Remote Access Server port number
- Frame Relay DLCI
- ATM virtual circuit number
- Cable Data virtual circuit number
The Circuit ID should be corresponded to the Access Line ID instead of Logical Access ID. Therefore, the definitions related to the Circuit ID are updated and the changes are highlighted in yellow.  The unmodified textadopted from TR 23.839 is without the highlight.
Proposal

It’s proposed to move the following Definitions and Abbreviations from TR 23.839 to TR 23.8ab and accept the Definition modification.
*********         Start of 1st change ***************
3
Definitions, symbols and abbreviations

3.1
Definitions

For the purposes of the present document, the terms and definitions given in TR 21.905 [x] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [x].
Physical Access ID: Identifies the physical access to which the user equipment is connected. Includes a port identifier and the identity of the access node where the port resides.

Logical Access ID: The Logical Access ID may explicitly contain the identity of the Virtual Path and Virtual Channel carrying the traffic.

Access Line ID: is defined as: the identifier of the Line composed by couple Logical Access ID and Physical Access ID, e.g. a Circuit-ID as defined in RFC 3046.
Fixed Access Session: is an abstraction for the connectivity service in BBF network which is related to one fixed network subscriber, irrespective of access type (e.g. IPoE Subscriber Line session, PPPoE session, IP session) or access technology (e.g. copper or fiber). The session can be created and removed dynamically as example, but not limited to, at power on of RG, when a BBF device starts a PPPoE session, A BBF device may have multiple sessions in series or in parallel if the BBF network supports that.
3.2
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [x] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [x].

*********         End of change ***************
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