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First Change

4.2.6
3GPP UTRAN/GERAN CS to 3GPP E-UTRAN/UTRAN(HSPA) PS SRVCC

For facilitating session transfer (SRVCC) of the voice component from the CS domain, the voice session shall be anchored in the IMS.
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Figure 4.2.6-1: UTRAN/GERAN to E-UTRAN/UTRAN(HSPA)

The UE informs the MSC Server about the MME/SGSN the UE had last contact with using P‑TMSI+RAI+P‑TMSI signature or GUTI upon MSC Server request. The MSC Server includes in this request the “CS to PS SRVCC supported indication”. For SRVCC from UTRAN/GERAN to E-UTRAN/UTRAN(HSPA), MSC Server first receives the handover request from UTRAN/GERAN with the indication that this is for CS to PS SRVCC handling and then triggers the CS to PS SRVCC procedure with the target MME/SGSN enhanced with CS to PS SRVCC via the enhanced Sv reference point. The MME enhanced with CS to PS SRVCC triggers PS HO in target E-UTRAN/UTRAN (HSPA). If the target MME/SGSN does not have the UE context then the target MME/SGSN retrieves the UE context from the source SGSN/MME.

MSC Server then initiates the session transfer procedure to IMS and coordinates it with the PS handover procedure to the target cell. MME then sends CS-PS handover Response to MSC Server, which includes the necessary CS to PS HO command information for the UE to access the E-UTRAN/UTRAN (HSPA).

Next Change

6.4.1
CS Attach procedure for SRVCC

CS attach procedure is performed as follows:

-
If the subscriber is allowed to have CS to PS SRVCC, the HSS shall include the "CS to PS SRVCC allowed" indication in the Insert Subscriber Data sent to the MSC Server. The "CS to PS SRVCC allowed" indication may be specific for each VPLMN.

-
If the subscriber is allowed to have CS to PS SRVCC, the MSC Server shall include the “CS to PS SRVCC supported indication” in the response to the Attach Request message.

End of Change
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