SA WG2 Meeting #92
S2-123371
9-13 July 2012, Barcelona, Spain
Title:
LS reply to CT4 on Reverse SRVCC
Response to:
S2-121945 (C4-120873) LS on Reverse SRVCC
Release:
Release 11

Work Item:
rSRVCC

Source:
3GPP WG SA2
To:
3GPP WG CT4
Contact Person:


Name:
Fredrik Lindholm
E-mail Address:
Fredrik <dot> Lindholm <at> Ericsson <dot> com
Attachments:


1. Overall Description:

SA2 would like to thank CT4 for the LS on Reverse SRVCC.
CT4 wrote:

TSG CT4 has agreed the stage 3 CR (attached) for the Sv interface to support the SA2 requirements for Inter-RAT handover from voice service in CS domain over 3GPP UTRAN/GERAN access to IMS based service over LTE or UTRAN (HSPA). 

CT4 has felt preferable to define slightly different message names than what is specified in TS 23.216 for homogeneity with the existing message names for the PS to CS SRVCC handover. CT4 kindly suggests SA2 to align their stage 2 accordingly if the message names proposed by CT4 are agreeable to SA2. 

CT4 also noted that 3GPP TS 23.216 missed to specify an Acknowledgement to the Handover Complete message.  

SA2 thanks CT4 for the proposal of message names and to the observation of the missing Acknowledge, and agrees to align the stage 2 specification.

Besides, the following questions were raised by CT4:

Question 1:

1. CT4 has specified an SRVCC cause IE in the CS to PS SRVCC Complete Notification message to allow the target MME/SGSN to report a potential failure happening after the CS to PS SRVCC Request has been accepted, i.e. CS to PS SRVCC response message has been sent. 

Question 1: CT4 would like to ask SA2 if it is necessary, and if so, to document the MSC behaviour upon receipt of a failure indication.

Answer 1: SA2 didn’t see any use case for MME/SGSN to report a failure happening after the CS to PS SRVCC request has been accepted and SA2 has agreed not to document the MSC behaviour in this scenario. 
Question 2:

2. CT4 has not defined a CS to PS Cancel Notification message (like defined for PS to CS SRVCC handover) since there is no such procedure in TS 23.216.

Question 2: CT4 kindly asks SA2 whether such a procedure should be specified for the case where the source RAN initiates handover cancel procedure.

Answer 2:

SA2 thanks CT4 for indicating the procedure and has specified it, see TS 23.216 v11.5.0, section 8.2.3.

Question 3:

3. In 3GPP TS 23.216, chapter 8.2.2, it read "The MME has no UE context and tries to find the source SGSN/MME. For some reason, the UE context cannot be found. The MME cancels the HO.". However CT4 understand that the MME shall send CS to PS SRVCC response."

Question 3: CT4 kindly ask SA2 if CT4 has correct understanding.
Answer 3:
Yes, the SRVCC CS to PS response message shall be sent with cause indicating the reason to reject the HO.
2. Actions:

To CT4 group.

ACTION: 
SA2 asks CT4 to take note of the answers and update relevant specification if necessary.
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